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ELABORATED INDEX 
1.	 ACERA PRODUCTS

Amundsen
Da Gama
Barentz
Warps
Scott
Doorlegs
Acera Slings
Gilsons
Bridles
Riblines	

2.	 ROPE
Danline 3 strand
Danline 3 strand soft filling
Danline 4 strand
Danline 8 strand
Baltic Blue Pre-stretched
Greenline 12 strand Hybrid rope with HMPE core
Timm Master 8 or 12 strand
Timm Master SBA
Eye protection
Danline Silver Poly/Dac
Pet-flet zipperline
Dollyrope
Round braided Nylon
Cross braided
Square braided nylon
3 strand nylon
PP mooring rope
Polysteel mooring rope
Nylon Mooring rope 

3.	 CHAIN
Trygg-Nødsted (Fram) SL-ML-LL G80
Trygg-Nødsted (Fram) Galvanized G80
Carbon weight chain G20
Trawlex-Parson G95
Gunnebo chain SL-ML-LL G80
Anchor chain G30 

4.	 HOOKS 
Safety hook Dacromet
Safety Hook Yellow
Gunnebo Safety hooks
Viking hook
G-hook
OFG hook – Viking recessed master link 
Lashing Swivel hook
Sliphook 
Gunnebo Safety hook G100
Gunnebo foundry hook G100
Gunnebo OBK hook G100
Gunnebo Safety hook HDG	

5.	 CONNECTORS
Gunnebo G80- Spare pin and center
Gunnebo G100- Spare pin and center
Gunnebo G80 HDG- Spare pin and center
Trawlex- Spare pin and center
GFG connector- Spare pin and center	

6.	 SHACKLES
Greenpin shackles D-H
Blue pin shackles D-H
Trawling Steel shackles D-H
Stainless shackles
Self colored shackles
V shackle
Soft shackles	

7.	 THIMBLES
Thimble with Gusset
Thimble with out gusset
Stainless tubethimble with Gusset
Stainless tubethimble 
Open thimble
Stainless Thimble open Italien style	

8.	 SWIVELS
Stainless swivel Flex
Stainless swivel Big eye Flex
Stainless swivel
Gunnebo roler bearings
Greenline swivel
Greenline swivel flex
Stainless swivel D-type
Stainless swivel-Bow type 

9.	 OTHER HARDWARES
Carabin hooks
Quick links
Pear link
Stainless Skirt ring
Stainless Spectable rings
Stainless Ovar ring 
Stainless rings
Stainless Bow ring
Footrope ring
Viking recessed ring
Master ring
Plastic rings
Kelly eye 
Kelly eye – Kelly Eye stopper
Stainless Master ring
Gunnebo Master ring
Gunnebo Master Grab
Gunnebo Slings
Taloritter
Wire clips Galv-SS	
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10.	 TOOLS
Victornox knives
Lever hoist 
Measure equipment
Hammers
Ice hammers
Punch for hammerlocks
Crowbar
Electric rope knives
Punch for hammerlocks 
Grinder
Grinder discs 
Wrench tools
Web slings -round slings
Ratchet tie downs 
Marlin spikes
Plastic showels
Fids	

11.	 MISCELLANEOUS
Fish baskets
Tape
Fenders
Rubber straps to catch indicators
Needles
Protection	

12.	 WIRE
Trawl wire IWRC-FC
Bridle wire
Elevated combiwire 
Combiwire
Crane wire
Cookie sweeps
Netsonde kabel	

13.	 WEARSTEEL AND DOOR SHOES
Bolt on shoes
Double angles
Single angels
Hardox plates
Welding rods
Bolts and Locknut 
Shoes and wear steel for Thyborøn doors	

14.	 FLOATS
Atlantic floats
Floatline
Large floaters

15.	 BOBBINS
Peltor Bobbins
Sounete Bobbins	

16.	 ROCKHOPPER DISCS AND COOKIES
Halfmoon bobbins
Rubber bobbins 
Spacers
Rockhopper discs
Cookies
D-discs 

17.	 FOOTROPE COMPONENTS
Toggles
Donuts
Twisted rings
Chain stoppers
Deltaplates 
Stainless triangular
Hardox end plate for rockhopper gear
Steel bones for tire gear 

18.	 WEB AND TWINE
Euronete Braided Polyethylene
Euronete Twisted Polyethylene
Euronete Euroline
Euronete Premium
Euronete Premium Plus
Euronete Euronema
Eurocross
Euronete twine
Salinas Polymax
Salinas PolyMax Ultra
Polymax twine
Nylon twine

19.	 EXCLUDER 
Excluder Widebody
Excluder Standard
Excluder overview
Spares for excluders	

20.	 TRAWL
Ballontrawl
Bering Sea 400
Ak 556
Barent Flatfish trawl
Egersund Shrimp Trawl
Hex 760M Pelagic Trawl
Egersund 672M Pelagic redfish trawl
Egersund 1584M Pelagic Trawl

Greenline Fishing Gear 
Catalogue - ver01.01 2020
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ACERA AMUNDSEN | 12-STRAND HMPE ROPEAcera Amundsen | 12-Strand HMPE Rope

CVR: 33 25 76 00 / Agerledet 2, DK-9300 Saeby, Denmark / Mail: info@greenlinefishinggear.com / Web: www.greenlinefishinggear.com

Acera™ Amundsen is a DNV GL type ap-
proved 12-strand high performance rope 
made from genuine Acera™ HMPE yarns, 
which is individually coated through a ro-
tating 360° Lick-roller process. This cumber-
some single yarn coating process demon-
strates the uncompromising commitment 
to the quality standards af Acera™. Single 
yarn coating is proven to significantly en-
hance internal and external abrasion resist-
ance, and extend service life and strength. 

12 strand ropes are regarded as the best 
rope construction, and has become the most 
common construction for HMPE ropes.

Key benefits:
      Ease of handling 
      Easy to splice 
      Easy to inspect 
      High construction stability 
      Well-balanced: 6 left and 6 right strands
      Out-sized surface contact  
- better abrasion resistance 
No rotation under load 
Single yarn coating extended service life

Acera™ is the alternative to the cumbersome 
steel wire ropes. It is stronger and safer - signif-

icantly less snap back/recoil. The correspond-
ing weight is 7 times lower. When replacing 
conventional fiber ropes the reduction in di-
ameter leads to significant savings of weight 
(60%!), space and handling - reducing moor-
ing operation time and fuel consumption.

The Acera™ Amundsen properties of low 
weight, ultra high strength and competitive 
pricing make the ropes attractive on a number 
of applications:

       Mooring - Towing - Lifting - Winching 
       Tankers - cruise ships - tug boats
       Offshore and seismic vessels, etc.

CONSTRUCTION	 12-strand plaited 
FIBER	 Acera™ HMPE
SPECIFIC GRAVITY	 0,97 (floating) 
UV RESISTANCE	 Excellent 
ABRASION RESISTANCE	 Excellent 
ACID RESISTANCE	 Excellent 
ALKALI RESISTANCE	 Excellent 
MOST CHEMICALS RESISTANCE	 Excellent 
COLD & FROST RESISTANCE	 Excellent 
WATER RESISTANCE	 Excellent (0% absorption) 
HEAT RESISTANCE	 Low (145-150° melting) 
ELONGATION	 Low (2-3% at break)
COLOURS
Other colours and colour combinations available on request. 

Item no. Diameter mm. MBL unspliced MT MBL spliced MT

03-ACERA-A 3 1,12 12

04-ACERA-A 4 1,84 20

06-ACERA-A 6 4,1 3,7

08-ACERA-A 8 7 6,3

10-ACERA-A 10 10,7 9,7

12-ACERA-A 12 15,3 13,8

14-ACERA-A 14 20,4 18,4

16-ACERA-A 16 26 23,5

18-ACERA-A 18 32,1 29,1

20-ACERA-A 20 38,7 34,7

22-ACERA-A 22 45,9 41,3

24-ACERA-A 24 53 42,9

26-ACERA-A 26 61,2 55,1

28-ACERA-A 28 69,9 62,7

30-ACERA-A 30 79 71,4

32-ACERA-A 32 88,2 79,5

Item no. Diameter mm. MBL unspliced MT MBL spliced MT

34-ACERA-A 34 98,4 88,7

36-ACERA-A 36 109,1 98,4

38-ACERA-A 38 119,8 108,0

40-ACERA-A 40 131 117,8

44-ACERA-A 44 155,5 140,2

48-ACERA-A 48 181 163,2

52-ACERA-A 52 208,5 187,6

56-ACERA-A 56 237,6 213,6

60-ACERA-A 60 268,7 241,7

64-ACERA-A 64 300,8 270,7

68-ACERA-A 68 335 301,3

72-ACERA-A 72 370,7 333,4

76-ACERA-A 76 407,9 367,1

80-ACERA-A 80 446,1 401,8

Nominal diameter as per definition in ISO 1968. Minimum strength defined as MBF/
MBL (Minimum Breaking Force, minimum breakload), and measured in kilo gram 
force/kp, tested according to ISO 2307 and verified by DNV GL. Spliced ropes will on 
average have 10% lower minimum strength.

Acera™ is a registered trademark 
owned by Timm AS. All Timm Acera® 
products are made in our European 
factory, with HMPE type approval or 
survey report from DNV GL. Each single yarn is individually coated 
through a rotating 360° coating process.  Acera™ ropes meet the ISO 
10325 standard for breaking strength and ISO 9554 general specifica-
tions.

Acera da Gama | 12 Strand  HMPE Rope With Cover

CVR: 33 25 76 00 / Agerledet 2, DK-9300 Saeby, Denmark / Mail: info@greenlinefishinggear.com / Web: www.greenlinefishinggear.com
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ACERA DA GAMA | 12 STRAND HMPE ROPE WITH COVER

Acera da Gama | 12 Strand  HMPE Rope With Cover

CVR: 33 25 76 00 / Agerledet 2, DK-9300 Saeby, Denmark / Mail: info@greenlinefishinggear.com / Web: www.greenlinefishinggear.com

Acera™ daGama is constructed with a 
12-strand core and a 24 or 32 braided tight 
and 3-step coating process to ensure an out-
standing resistance to particle ingress and in-
ternal and external abrasion, and preventing 
the core and the cover to move separately.

Each yarn is individually coated through a 
rotating 360° Lick-roller process. This cum-
bersome single yarn coating process demon-
strates the uncompromising commitment to 
the quality standards of Acera™. Single yarn 
coating is proven to significantly enhance in-
ternal and external abrasion resistance, and 
extend service life and strength.

Additionally the core is coated with an exclu-
sively developed adhesive coating bonding 
the core and the cover to avoid them to move 
separately. 

Finally the braided Acera™ cover is coated to 
increase resistance to particle ingress and ex-
ternal abrasion. Perfect on single drum winch-
ing. For multi-drum winching and applications 
with bits and capstans we recommend other 
constructions, i.e. the cover-stranded Acera™ 
Scott, or 12-stranded  Acera™ Amundsen.  
 
Key benefits:
      Resistance to external damage and 		
      particle ingress 
      Single yarn coating - high abrasion 		
      resistance 
      Ease of handling 
      High construction stability 
      Well-balanced: 6 left and 6 right strands
      No rotation under load 
      Optional HT polyester cover available

Acera™ daGama is an alternative to the cum-
bersome steel wire ropes. It is significantly 
less snap back/recoil - and the correspond-
ing weight is 7 times lower. When replacing 
conventional fiber ropes the reduction in di-
ameter leads to significant savings of weight, 
space and handling - reducing operation 
time and fuel consumption.

The Acer™ daGama properties of high 
abrasion resistance, low weight, ultra high 
strength and competitive pricing make the 
ropes attractive in several applications:

       Mooring - Towing - Lifting - Winching 
       Tankers - cruise ships - tug boats
       Offshore and seismic vessels, etc.

CONSTRUCTION	 12-strand plaited, 24 braided cover 
FIBER	 Acera™ HMPE
SPECIFIC GRAVITY	 0,973 (floating) 
UV RESISTANCE	 Excellent 
ABRASION RESISTANCE	 Excellent 
ACID RESISTANCE	 Excellent 
ALKALI RESISTANCE	 Excellent 
MOST CHEMICALS RESISTANCE	 Excellent 
COLD & FROST RESISTANCE	 Excellent 
WATER RESISTANCE	 Excellent (0% absorption) 
HEAT RESISTANCE	 Low (145-150° melting) 
ELONGATION	 Low (2-3% at break) 
COLOURS, POLYESTER COVER	 White 
COLOURS, ACERA COVER	 Yellow 

Item no. Diameter mm. MBL unspliced MT MBL spliced MT

20-ACERA-D 20 38,7 34,7

22-ACERA-D 22 45,9 41,3

24-ACERA-D 24 53 42,9

26-ACERA-D 26 61,2 55,1

28-ACERA-D 28 69,9 62,7

30-ACERA-D 30 79 71,4

32-ACERA-D 32 88,2 79,5

34-ACERA-D 34 98,4 88,7

36-ACERA-D 36 109,1 98,4

38-ACERA-D 38 119,8 108,0

Item no. Diameter mm. MBL unspliced MT MBL spliced MT

40-ACERA-D 40 131 117,8

44-ACERA-D 44 155,5 140,2

48-ACERA-D 48 181 163,2

52-ACERA-D 52 208,5 187,6

56-ACERA-D 56 237,6 213,6

60-ACERA-D 60 268,7 241,7

64-ACERA-D 64 300,8 270,7

68-ACERA-D 68 335 301,3

72-ACERA-D 72 370,7 333,4

Acera™ is a registered trademark 
owned by Timm AS. All Timm Acera® 
products are made in our European 
factory, with HMPE type approval or 
survey report from DNV GL. Each single yarn is individually coated 
through a rotating 360° coating process.  Acera™ ropes meet the 
ISO 10325 standard for breaking strength and ISO 9554 general 
specifications.
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ACERA BARENTZ | 12-COVER STRAND HMPE ROPE

Acera™ Barentz is a unique 12-strand rope, 
with a core of Acera™ yarns with less twist for 
maximum strength. Each strand is protected 
by a tight 24 braided cover, to ensure each 
individual strand has maximum protection 
from wear and abrasion in rugged condi-
tions. This construction results in an evenly 
round shaped rope.

This special construction provides signif-
icantly increased safety properties, as the 
covers act as snap-back/recoil arrestors. In 
combination with the low elongation on 
HMPE fibers, there is minimal risk of poten-
tially damaging backlash if a mooring line 
breaks.

Acera™ Barentz is made from Acera™ genu-
ine HMPE yarns, which are individually coat-
ed through a rotating 360° Lick-roller process. 

This cumbersome single yarn coating process 
demonstrates the uncompromising commit-
ment to the quality standards af Acera™. 
Single yarn coating is proven to significantly 
enhance internal and external abrasion re-
sistance, and extend service life and strength. 

Optional HP polyester cover available.

Acera™ Barentz with  Acera™ cover  will float; 
while the polyester cover will make it sink. 

Key benefits:
      Increased safety (snap-back arrestor) 
      High strength-to-weight 
      Available in high diameters 
      Available in very long lengths 
      Excellent abrasion resistance
      Reduced external damage and particle   
      ingress 

      Easy to splice and repair 
      Easy to inspect 
      Extremely good on winches, bits and 	
      capstans
      Prevents the cover and core from moving 	
      independently

Acera™ Barentz has genuine safety proper-
ties and abrasion resistance, in addition to 
the standard  Acera™ benefits: light-weight, 
ultrs strong and competitive pricing. The 
availability of polyester covers and high di-
ameters make the ropes attractive in several 
applications:

Mooring - Towing - Lifting - Winching 
      Tankers - cruise ships - tug boats
      Offshore and seismic vessels, etc.

CONSTRUCTION	 12-strand - individually braided covers 

FIBER	 Acera™ HMPE - optional PES cover

SPECIFIC GRAVITY	 0,973 (floating) 

OIL CONTENT IN FIBER	 >0,1 % 

FIBER TOXICITY	 Biologically inert, 

IARC classified 3

COATING TOXICITY	 Water based, solvent free,

REACH approved 

WEATHERING (ISO 12224)	 Excellent 

UV RESISTANCE	 Excellent 

ABRASION RESISTANCE	 Excellent 

ACID RESISTANCE	 Excellent

Acera da Gama | 12 Strand  HMPE Rope With Cover

CVR: 33 25 76 00 / Agerledet 2, DK-9300 Saeby, Denmark / Mail: info@greenlinefishinggear.com / Web: www.greenlinefishinggear.com

Item no. Diameter mm. MBL unspliced MT MBL spliced MT

20BARENTZ 20 38,7 34,7

22BARENTZ 22 45,9 41,3

24BARENTZ 24 53 42,9

26BARENTZ 26 61,2 55,1

28BARENTZ 28 69,9 62,7

30BARENTZ 30 79 71,4

32BARENTZ 32 88,2 79,5

34BARENTZ 34 98,4 88,7

36BARENTZ 36 109,1 98,4

38BARENTZ 38 119,8 108,0

Item no. Diameter mm. MBL unspliced MT MBL spliced MT

40BARENTZ 40 131 117,8

44BARENTZ 44 155,5 140,2

48BARENTZ 48 181 163,2

52BARENTZ 52 208,5 187,6

56BARENTZ 56 237,6 213,6

60BARENTZ 60 268,7 241,7

64BARENTZ 64 300,8 270,7

68BARENTZ 68 335 301,3

72BARENTZ 72 370,7 333,4

ACERA BARENTZ ROPE - TECHNICAL SPECIFICATIONS

Nominal diameter as per definition in ISO 1968. Minimum strength defined as MBF/MBL (Minimum 
Breaking Force, minimum breakload), and measured in kilo gram force/kp, tested according to ISO 
2307 and verified by DNV GL. Spliced ropes will on average have 10% lower minimum strength.

ALKALI RESISTANCE	 Excellent

OIL RESISTANCE	 Excellent 

MOST CHEMICALS RESISTANCE	 Excellent 

COLD & FROST RESISTANCE	 Excellent 

WATER RESISTANCE	 Excellent (0% absorption) 

HEAT RESISTANCE	 Low (145-150° melting)

BENDING FATIGUE	 Excellent 

TENSION FATIGUE	 Excellent 

ELONGATION	 Low (2-3% at break)

COLOURS, POLYESTER COVER	 White

COLOURS, ACERA COVER	 Yellow 
Other colours and colour combinations available on request. 
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TRAWL WARPS

™

Genuine HMPE ropes
from

The new generation high                  
performance ropes
More efficient operations
Stronger than steel
1/3 of standard rope weight, 
floating
Enhanced durability
Less resistance in water
Low elongation, less tightening 
up efforts

Acera™ daGama Warp
12-strand HMPE rope with 24 or 32

braided Acera™ cover

TYPE APPROVAL CERTIFICATE K-5913TM

Great ropes since 1772

Acera™ daGama Warp
12-strand HMPE rope with 24 or 32

braided Acera™ cover and Acera™ core

™

Genuine HMPE ropes
from

The new generation high                  
performance ropes
More efficient operations
Stronger than steel
1/3 of standard rope weight, 
floating
Enhanced durability
Less resistance in water
Low elongation, less tightening 
up efforts

Acera™ daGama Warp
12-strand HMPE rope with 24 or 32

braided Acera™ cover

TYPE APPROVAL CERTIFICATE K-5913TM

Great ropes since 1772

Acera™ daGama Warp
12-strand HMPE rope with 24 or 32

braided Acera™ cover and Acera™ core

™

Genuine HMPE ropes
from

The new generation high                  
performance ropes
More efficient operations
Stronger than steel
1/3 of standard rope weight, 
floating
Enhanced durability
Less resistance in water
Low elongation, less tightening 
up efforts

Acera™ daGama Warp
12-strand HMPE rope with 24 or 32

braided Acera™ cover

TYPE APPROVAL CERTIFICATE K-5913TM

Great ropes since 1772

Acera™ daGama Warp
12-strand HMPE rope with 24 or 32

braided Acera™ cover and Acera™ core

™

Genuine HMPE ropes
from

The new generation high                  
performance ropes
More efficient operations
Stronger than steel
1/3 of standard rope weight, 
floating
Enhanced durability
Less resistance in water
Low elongation, less tightening 
up efforts

Acera™ daGama Warp
12-strand HMPE rope with 24 or 32

braided Acera™ cover

TYPE APPROVAL CERTIFICATE K-5913TM

Great ropes since 1772

Acera™ daGama Warp
12-strand HMPE rope with 24 or 32

braided Acera™ cover and Acera™ core

Greenline Fishing Gear a
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TIMM WARP | 12-STRAND HMPE ROPE WITH COVER

Acera™ Warp is constructed from 12-strand 
core of Acera™ yarns with lead in the middle 
and 32-strand braided Acera™ cover protect-
ing rope from wear and abrasion. 

This unique single yarn coating process 
demonstrates the uncompromising commit-
ment to the quality standards of Acera”’. 
Single yarn coating is proven to significantly 
enhance internal and external abrasion resist-
ance, and extend service life and strength. 
12-strand ropes are regarded as the best rope 
construction, and has become the most com-
mon construction for HMPE ropes. Acera™ 
Amundsen is the alternative to the unique 
steel wire ropes. It is stronger and safer, with 

significantly less snap-back/recoil. The cor-
responding weight is therefore 7 time slower. 
When replacing conventional fiber ropes, 
the reduction in diameter leads to significant 
savings in weight (60%), space and handling. 
This reduces the total time required for moor-
ing operations and fuel consumption. 

Key benefits:
   Section length
   End - Expert splice with Acera™ 
   High strength 
   Excellent abrasion resistance
   Reduced external damage and particle
   ingress

Suitable for:
    Fishery
    Offshore

TIMM WARP - TECHNICAL SPECIFICATIONS

CONSTRUCTION	 12-strand-braided core

32-strand-braided cover

FIBER	 AceraTM HMPE 

SPECIFIC GRAVITY	 0,97-1.6 g/cm3

Customized lead-core 

COLOURS	 Platinum 

UV RESISTANCE	 Excellent 

ABRASION RESISTANCE	 Excellent 

ACID RESISTANCE	 Excellent

ALKALI RESISTANCE	 Excellent

MOST CHEMICALS RESISTANCE	 Excellent 

COLD & FROST RESISTANCE	 Excellent 

WATER RESISTANCE	 Excellent 

HEAT RESISTANCE	 Low (145-150° melting)

ELONGATION	 Low (0-6% under 2,5 ton)

CHEMICAL RESISTANCE	 Excellent 

Item no. Diameter mm. MBL spliced (t) MBL spliced (kN)

ACTW-16 16 23,5 230

ACTW-18 18 29,1 285

ACTW-20 20 34,7 340

ACTW-22 22 41,3 405

ACTW-24 24 47,9 470

ACTW-26 26 55,1 540

ACTW-28 28 62,7 616

CROSS-SECTION
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Warps at work in 8fa of water.
The slick is where the doors are.
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ACERA SCOTT | 8-COVER STRAND HMPE ROPE

A heavy duty rope made to withstand rugged 
conditions. Acera™ Scott is constructed from 
8-strand square plait (4×2), with a core of 
Acera™ yarns with less twist and 32 braided 
covers protecting each individual strand from 
wear and abrasion.

This special construction provides significant-
ly increased safety properties, as the covers 
act as snap-back/recoil arrestors. In combina-
tion with the low elongation on HMPE fibers, 
there is minimal risk of potentially damaging 
backlash if a mooring line breaks.

Acera™ Scott is made from Acera™ genuine 
HMPE yarns, which are individually coated 
through a rotating 360° Lick-roller process. 
This cumbersome single yarn coating process 
demonstrates the uncompromising com-
mitment to the quality standards of Acera™. 
Single yarn coating is proven to significantly 

enhance internal and external abrasion resist-
ance, and extend service life and strength.

Optional HT polyester cover available. 
Available in very long, and extra high diam-
eters. 
 
Key benefits:
    Increased safety, snap-back/ recoil  
    arrestors
    High strength-to-weight
    Available in high diameters
    Available in long lengths
    Excellent abrasion resistance
    Reduced external damage and  
    particle ingress
    Easy to splice and repair
    Easy to inspect
    Extremely good on winches, bits and  		
    capstans

Suitable for:
    Fishery
    Lifting
    Mooring
    Offshore
    Towing

CONSTRUCTION	 8-strand-individually braided covers

	 32-strand -each strand individually  

	 braided

FIBER	 Acera HMPE - optional PES cover

SPECIFIC GRAVITY	 ACERA cover 0,973 (floating)

	 PES cover 1,1 (sinking) 

COLOURS	 Natural 

UV RESISTANCE	 Excellent 

ABRASION RESISTANCE	 Excellent 

ACID RESISTANCE	 Excellent

Acera da Gama | 12 Strand  HMPE Rope With Cover

CVR: 33 25 76 00 / Agerledet 2, DK-9300 Saeby, Denmark / Mail: info@greenlinefishinggear.com / Web: www.greenlinefishinggear.com

ACERA SCOTT ROPE - TECHNICAL SPECIFICATIONS

ALKALI RESISTANCE	 Excellent

MOST CHEMICALS RESISTANCE	 Excellent 

COLD & FROST RESISTANCE	 Excellent 

WATER RESISTANCE	 Excellent (0% absorption) 

HEAT RESISTANCE	 Low (145-150° melting)

ELONGATION	 Low (2-3% at break)

COLOURS, POLYESTER COVER	 White

COLOURS, ACERA COVER	 Yellow 

Acera Amundsen | 12-Strand HMPE Rope

CVR: 33 25 76 00 / Agerledet 2, DK-9300 Saeby, Denmark / Mail: info@greenlinefishinggear.com / Web: www.greenlinefishinggear.com

Item no. Diameter mm. MBL spliced (t) MBL spliced (kN)

A-SCOTT-28 28 62.7 615

A-SCOTT-30 30 71.4 700

A-SCOTT-32 32 79.5 780

A-SCOTT-34 34 88.7 870

A-SCOTT-36 36 98.4 965

A-SCOTT-38 38 108.1 1060

A-SCOTT-40 40 117.8 1155

A-SCOTT-44 44 140.2 1375

A-SCOTT-48 48 163.2 1600

A-SCOTT-52 52 187.6 1840

Item no. Diameter mm. MBL spliced (t) MBL spliced (kN)

A-SCOTT-56 56 213.6 2095

A-SCOTT-60 60 241.7 2370

A-SCOTT-68 68 301.3 2955

A-SCOTT-76 76 367.1 3600

A-SCOTT-88 88 475.2 4660

A-SCOTT-96 96 554.2 5435
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Easy handling
Double cover and thimble in eyes
Enahced durability
Stronger than steelwire

TYPE APPROVAL CERTIFICATE K-5913
TM

Great ropes since 1772

™

Genuine HMPE ropes
from

The new generation high                  
performance ropes
More efficient operations
Stronger than steel
1/3 of standard rope weight, 
floating
Enhanced durability
Less resistance in water
Low elongation, less tightening 
up efforts

Acera™ daGama Warp
12-strand HMPE rope with 24 or 32

braided Acera™ cover

TYPE APPROVAL CERTIFICATE K-5913TM

Great ropes since 1772

Acera™ daGama Warp
12-strand HMPE rope with 24 or 32

braided Acera™ cover and Acera™ core

Greenline Fishing Gear a
s

DOORLEGS
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CUSTOM MADE SYNTHETIC DOORLEGS

Item no. Diameter core 
rope mm.

Total diameter 
mm.

MBL/Tons Length of doorlegs Chain Connector Total length SS tube thimble

AC-10-DOORLEG 10 13 10,40 5,00 11 mm LL 13 5,60 GFG 815K

AC-12-DOORLEG 12 15 14,99 6,00 13 mm LL 16 6,75 GFG 819K

AC-14-DOORLEG 14 18 20,39 7,00 13 mm LL 16 7,75 GFG 819K

AC-16-DOORLEG 16 20 25,51 8,00 16 mm LL 19 8,92 GFG 824K

AC-18-DOORLEG 18 22 31,61 9,00 16 mm LL 19 9,92 GFG 824K

AC-20-DOORLEG 20 24 38,75 10,00 19 mm LL 22 10,94 GFG 827K

AC-22-DOORLEG 22 26 45,89 11,00 19 mm LL 22 11,94 GFG 827K

AC-24-DOORLEG 24 28 53,02 13,00 19 mm LL 26 13,94 GFG 831K

AC-26-DOORLEG 26 30 61,18 15,00 22 mm LL 26 16,12 GFG 831K

AC-28-DOORLEG 28 32 69,34 17,00 22 mm LL 32 18,12 GFG 839K

AC-30-DOORLEG 30 34 78,52 18,00 25 mm LL 32 19,33 GFG 839K

AC-34-DOORLEG 34 38 97,88 18,00 22 mm LL 32 19,33 GFG 839K

HMPE are made to DNV specs, and can be delivered with certs on requests. 
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ACERA | EYE-AND-EYE SLINGS - HIGH PERFORMANCE SLINGS -UP TO 728 TON

Slings made from High Modulus Polyethyl-
ene (HMPE) have set new standards for lifting 
gear. The Acera™ slings are made from Ac-
era™ Amundsen 12 strand ropes. 

Acera™ Amundsen are high performance 
ropes made from genuine Acera™ HMPE 
yarns, which are individually coated through 
a rotating 360° Kiss-roller process. Single yarn 
coating is proven to significantly enhance in-
ternal and external abrasion resistance, and 
extend service life and strength. The sling 
eyes have Protech™ cover. A proprietary 
braided protection made from Acera™ yarn. 
The splices are protected by a weaved poly-
ester V-cover. 
All Acera™ slings are produced in accord-
ance with own technical file based on ISO 
18264:2016 standard. The eyes are hand-
spliced with our own positive locking tuck 

variant, ensuring anti-slip under all circum-
stances. Acera™ slings are the alternative to 
cumbersome steel wires. They are stronger 
and safer. The corresponding weight is more 
than 7 times lower. Compared to conven-
tional fiber ropes, the resulting reduction 
in diameter leads to significant savings in 
weight (60%), space and handling. Acera™ 
slings provide a safer and more produc-
tive lifting operation. The light weight, ul-
tra strong Acera™ slings are available at a 
market competitive price and can be cus-
tomised to suit numerous applications.  
 
Key benefits:
     Less risk to the crew
     Less injuries
     1/7 ofweight steelwire ropes.  
     Easier handling 
     Faster operation

       Less personnel needed
       Higher lifting capacity
       Less back injuries
       No contact damage
       No fraying or sharp edges 
       Superior bending flex fatlgue 
       Easy to inspect and repair 

Acera™ Barentz has genuine safety proper-
ties and abrasion resistance, in addition to the 
standard  Acera™ benefits: light-weight, ultrs 
strong and competitive pricing. The availa-
bility of polyester covers and high diameters 
make the ropes attractive in several applica-
tions:

        Lifting 
        Offshore
        Mooring 
        Towing 

CONSTRUCTION	 12-strand - plaited core 

FIBER	 Acera™ HMPE 

SPECIFIC GRAVITY	 HMPE cover 0,97 (floating) 

COLOURS	 Platinum 

UV RESISTANCE	 Excellent, 

ABRASION RESISTANCE	 Excellent 

ALKALI RESISTANCE	 Excellent

ACERA | EYE-AND-EYE SLINGS - TECHNICAL SPECIFICATIONS

MOST CHEMICALS RESISTANCE	 Excellent

COLD & FROST RESISTANCE	 Excellent

WATER RESISTANCE	 Excellent (0% absorption)

HEAT RESISTANCE	 Low (145-150° melting)

ELONGATION	 Low (2-3% at break) 

OIL CONTENT IN FIBER	 >0,1%

- 13 - 
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Item no. Diameter 
mm.

MBL spliced (t) MBL spliced /kN) Work load Limit (WLL vertical and choker 
hitches SAFETY FACTOR 7:1 (Vertical (t)) 

Work load Limit (WLL vertical and choker 
hitches SAFETY FACTOR 7:1 (Vertical (kN)) 

AC-6-SLING 6 3,7 36 0,52 5,14

AC-8-SLING 8 6,3 62 0,90 8,86

AC-10-SLING 10 9,7 95 1,38 13,57

AC-12-SLING 12 13,8 135 1,97 19,29

AC-14-SLING 14 18,4 180 2,62 25,71

AC-16-SLING 16 23,5 230 3,35 32,86

AC-18-SLING 18 29,1 285 4,15 40,71

AC-20-SLING 20 34,7 340 4,95 48,57

AC-22-SLING 22 41,3 405 5,90 57,86

AC-24-SLING 24 47,9 470 6,85 67,14

AC-26-SLING 26 55,1 540 7,87 77,14

AC-28-SLING 28 62,7 615 8,96 87,86

AC-30-SLING 30 71,4 700 10,20 100

AC-32-SLING 32 79,5 780 11,36 111,43

AC-34-SLING 34 88,7 870 12,67 124,29

AC-36-SLING 36 98,4 965 14,06 137,86

AC-38-SLING 38 108,1 1060 15,44 151,43

AC-40-SLING 40 117,8 1155 16,83 165

AC-44-SLING 44 140,2 1375 20,03 196,43

AC-48-SLING 48 163,2 1600 23,31 228,57

AC-52-SLING 52 187,6 1840 26,80 262,86

AC-56-SLING 56 213,6 2095 30,52 299,29

AC-60-SLING 60 241,7 2370 34,52 338,57

AC-64-SLING 64 270,7 2655 38,68 379,29

AC-68-SLING 68 301,3 2955 43,05 422,14

AC-72-SLING 72 333,4 3270 47,64 467,14

AC-76-SLING 76 367,1 3600 52,44 514,29

AC-80-SLING 80 401,8 3940 57,40 562,86

AC-84-SLING 84 438 4295 62,57 613,57

AC-88-SLING 88 475,2 4660 67,88 665,71

AC-92-SLING 92 514,3 5044 74,48 720,57

AC-96-SLING 96 554,2 5435 79,17 776,43

AC-100-SLING 100 596 5845 85,15 835

AC-102-SLING 102 617,1 6052 88,16 864,57

AC-104-SLING 104 638,9 6265 91,27 895

AC-108-SLING 108 682,7 6695 97,53 956,43

AC-112-SLING 112 728,1 7140 104,01 1020

Nominal diameter as per definition in ISO 1968. Minimum strength defined as MBF/ M BL (Minimum Breaking Force, 
minimum breakload) of spliced application, and measured in kilogram force/kp, tested according to ISO 2307 and 
verified by DNV GL. Work Load Limits ( WLL ) is measured in metric tons and kilonewtons based on a safety factor 
7:1, as defined by the Machinery Directive 2006/42/EC. 

 

ACERA | EYE-AND-EYE SLINGS - HIGH PERFORMANCE SLINGS -UP TO 728 TON
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GILSONS
Greenline gilsons is made of Acera Amundsen HMPE  
and is covered with Acera cover.

The eyes can be equipped with at stainless steel  
thimble with gusset.

Wirh overbraiding through the eye,  
lifetime gets extended.

- 15 - 
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ACERA CUSTOMIZED BRIDLES

Choose your preferred bridle configuration from the drawings below 
and remember to inform the desired length

A	  Fully covered soft eyes
B	  Fully covered tubethimbles in the eyes
C	  No covers, tubethimbles in the eyes

Also available with PES cover.

Please contact our sales division for a quote.

A

       

      
B

               
C

   

MATERIAL	 HMPE with PE core

CONSTRUCTION	 Covered 12 strand with PE core

ELONGATION	 3,5%

COLOUR	 Yellow and 2 blue strands inside

DENSITY	 0,97

MELTING POINT	 144-152°C

MAX WORKING TEMP.	 60°C

WATER UPTAKE	 0%

UV RESISTANCE	 Excellent

ABRASION RESISTANCE	 Excellent

ACERA CUSTOMIZED BRIDLES - TECHNICAL SPECIFICATIONS
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ACERA DA GAMA HMPE RIBLINES
- Featured with HMPE riblines.

Main benefits:
        Stable construction 
        No stretch
        Light weight 
        Easy to mount
        Long lifetime due to solid cover

- 17 - 
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DANLINE (POLYSTEEL) 3-STRAND

Item no. Diameter mm BLL kg Weight kg/220m

00-D306 6 525 4,1

00-D308 8 1020 6,6

00-D310 10 1930 10,4

00-D312 12 2850 15

00-D314 14 3600 20

00-D316 16 4400 25

00-D318 18 5400 31

00-D320 20 6000 40

00-D322 22 8000 46

00-D324 24 9100 52

Item no. Diameter mm BLL kg Weight kg/220m

00-D326 26 10900 62

00-D328 28 12600 72

00-D332 32 14500 92

00-D336 36 19300 120

00-D340 40 22500 140

00-D344 44 26500 160

00-D348 48 31800 195

00-D352 52 36600 229

00-D356 56 42100 268

00-D360 60 48700 312

- 3-strand

Polysteel is a high tenacity material on the polyolefins base: 75% of Polypropylene, 25% of high density 
Polyethylene. It is mainly used in the  navigation (mooring, towing) and the fishery. Polysteel is a high 
tenacity product and is resistant to abrasion. The ropes are made of UV-stabilized high tenacity Polysteel 
in accordance with LVS EN ISO 14687:2004 (E).

Elongation: 25%
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Item no. Diameter mm. BLL kg Weight kg Length

00-D308K 8 1020 30,9 1100

00-D310K 10 1930 239 5000

00-D312K 12 2850 264,4 4000

00-D314K 14 3600 272 3000

00-D316K 16 4400 283,2 2500

00-D318K 18 5400 284,4 2000

00-D320K 20 6000 273,4 1500

00-D324K 24 9100 310,8 1200

00-D330K 30 13500 326,4 800

00-D332K 32 14500 371,2 800

FILLING DANLINE ON SPOOLS

Item no. Diameter mm Weight per spool kg Meter per spool

00-D306GGF 6 3,91 645

00-D308GGF 8 10,82 360

00-D310GGF 10 10,54 220

00-D312GGF 12 10,72 160

00-D314GGF 14 10,09 115

- 19 - 

DANLINE 3-STRAND BOXES
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DANLINE (POLYSTEEL) 4-STRAND

Item no. Diameter mm BLL kg Weight kg/220m

00-D420 20 6600 47

00-D422 22 8000 52

00-D424 24 9100 66

00-D426 26 10900 75

00-D428 28 12600 81

00-D430 30 13500 100

00-D432 32 14500 116

00-D434 34 19300 142

00-D436 36 20300 157

00-D438 38 22500 161

00-D440 40 26500 164

- 4-strand

Polysteel is a high tenacity material on the polyolefins base: 75% of Polypropylene, 25% of high density 
Polyethylene. It is mainly used in the  navigation (mooring, towing) and the fishery. Polysteel is a high 
tenacity product and is resistant to abrasion. The ropes are made of UV-stabilized high tenacity Polysteel 
in accordance with LVS EN ISO 14687:2004 (E).

Elongation: 25%



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

- 20 - 

Item no. Diameter mm BLL kg Weight kg/220m

00-D828 28 13200 78

00-D832 32 18200 102

00-D835 35 22000 129

00-D840 40 28400 159

00-D844 44 33900 192

00-D848 48 36600 228

00-D852 52 42100 268

00-D856 56 52800 312

00-D860 60 60500 358

00-D864 64 68200 409

00-D872 72 85800 516

00-D880 80 105600 638

DANLINE (POLYSTEEL) 8-STRAND
- 8-strand

Polysteel is a high tenacity material on the polyolefins base: 75% of Polypropylene, 25% 
of high density Polyethylene. It is mainly uses in the naviagtion (mooring, towing) and the 
fishery. Polysteel is a high tenacity product and is resistant to abrasion. 

The ropes are made of high tenacity Polysteel in accordance with LVS EN ISO 14687:2004 (E). 

- 21 - 
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BALTIC BLUE PRE-STRETCHED

- 12 strand

Item no. Diameter 
mm.

MBL kN pre-streched 
ropes (unspliced)

Weight 
kg/100m

Max length 
(m)

BB-10 10 27,0 45,3 3000

BB-12 12 36,3 65,2 1900

BB-14 14 46,6 88,8 1300

BB-16 16 58,5 116 1190

BB-18 18 72,3 147 930

BB-20 20 87,4 181 765

BB-22 22 104,0 219 620

BB-24 24 122,7 261 545

BB-26 26 141,6 306 430

BB-28 28 161,2 355 375

BB-32 32 203,0 464 280

BB-36 36 255,4 587 230

Item no. Diameter 
mm.

MBL kN pre-streched 
ropes (unspliced)

Weight 
kg/100m

Max length 
(m)

BB-38 38 282,5 654 200

BB-40 40 306,8 725 180

BB-44 44 370,0 877 150

BB-48 48 440,0 1040 125

Major Features:
      12-Braided Danline rope
      Pre-streched during heat treatment
      Elongation at 50% load: 4,5% - 7,5%
      Material: Polypropylene / Polyethylene
     Floats in water
     UV resistant
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GREENLINE 12-STRAND ROPE

- 12 strand

The Greenline gold rope is combination of Polypropylene and High modulus Polyethylene material. 

This  unique 12-strand rope construction is customized and designed for fishing industry and related industry. 

This composition of high performance Acera (HMPE) fibre and conventional PP fibre give the main product f 
eatures as: low elongation (2-3% at break), floating, abrasion resistance, handling usage, easy to splice, no corrosion,  
no rotation under load.

Item no. Diameter mm. Circ. inches BLL kp BLL kn Weight kg/100m

8314030030 20 2-1/2 15644 153 18,11

8314024030 24 3 19616 192 26,08

8314028030 28 3-1/2 23750 233 35,49

8314032030 32 4 28031 275 46,36

8314036030 36 4-1/2 32442 318 58,68

8314040030 40 5 36973 363 72,45

8314044030 44 5-1/2 41615 408 87,67

8314048030 48 6 46359 455 104,34

8314052030 52 6-1/2 51200 502 122,45

- 23 - 



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

- 22 - - 23 - 

Visiting address: Timm Marine AS, Brynshøgda 9, 0667 Oslo, Norway Tel.: +47 23 17 49 00 E-mail: post@timms.no www.timms.no
Mailing address: Timm Marine AS, PO Box 6382 Etterstad, N-0604 Oslo, Norway Fax: +47 85 03 39 84 Org. No.: NO 997 113 470

Timm mooring ropes are among the world’s  
best selling premium mixed polymer ropes and 
Timm Signal Master is our top seller. 

Featuring a high level of UV protection, buoyancy, 
low torque and a great abrasion resistance,  
TIMM Signal Master ensures a ship’s crew problem 
free mooring, and owners a cost efficient solution.

Double construction: core of SIGNAL B5 mixed 
polyolefin yarn covered with high performance  

 Polyester
High abrasion resistance

 Buoyant
UV stabilized
OCIMF approved product
Class leading strength-to-weight ratio

SUITABLE FOR: All ship classes

PRODUCT FEATURES:

COLOUR: white with 3 black tracers

CONSTRUCTION: 8- and 12-strand plaited

SPECIFIC GRAVITY: approx. 1,00

ELONGATION: 18 % at break

MELTING POINT: 165° / 260°

ABRASION RESISTANCE: very good

CHEMICAL RESISTANCE: very good

UV RESISTANCE: excellent

WATER ABSORPTION: < 1 %

Product is made according to ISO 10556. Tested breaking load is according to ISO 2307 and is measured without eye splices.

Dia. mm.
Circ. 

Inches

Approx 
weight 

kg/100 mtr

Tested 
breaking 

load kp

Tested 
breaking 

load kN

36 4,50 68 29040 285
40 5,00 84 35720 350
44 5,50 102 43080 423
48 6,00 121 51110 501
50 6,25 131 55380 543
52 6,50 142 59820 587
54 6,75 153 64430 632
56 7,00 164 69200 679
60 7,50 188 79250 777
62 7,75 201 84520 829
64 8,00 214 89960 882
68 8,50 241 101340 994
72 9,00 270 113390 1112
76 9,50 301 126100 1237
78 9,75 316 132700 1301
80 10,00 333 139470 1368
84 10,50 367 153500 1505
88 11,00 402 168190 1650
92 11,50 439 183550 1800
96 12,00 478 199560 1957

104 13,00 560 233540 2290

Timm Signal Master
Reliable, flexible and tough.
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Visiting address: Timm Marine AS, Brynshøgda 9, 0667 Oslo, Norway Tel.: +47 23 17 49 00 E-mail: post@timms.no www.timms.no
Mailing address: Timm Marine AS, PO Box 6382 Etterstad, N-0604 Oslo, Norway Fax: +47 85 03 39 84 Org. No.: NO 997 113 470

Timm mooring ropes are among the world’s  
best selling premium mixed polymer ropes and 
Timm Signal Master is our top seller. 

Featuring a high level of UV protection, buoyancy, 
low torque and a great abrasion resistance,  
TIMM Signal Master ensures a ship’s crew problem 
free mooring, and owners a cost efficient solution.

Double construction: core of SIGNAL B5 mixed 
polyolefin yarn covered with high performance  

 Polyester
High abrasion resistance

 Buoyant
UV stabilized
OCIMF approved product
Class leading strength-to-weight ratio

SUITABLE FOR: All ship classes

PRODUCT FEATURES:

COLOUR: white with 3 black tracers

CONSTRUCTION: 8- and 12-strand plaited

SPECIFIC GRAVITY: approx. 1,00

ELONGATION: 18 % at break

MELTING POINT: 165° / 260°

ABRASION RESISTANCE: very good

CHEMICAL RESISTANCE: very good

UV RESISTANCE: excellent

WATER ABSORPTION: < 1 %

Product is made according to ISO 10556. Tested breaking load is according to ISO 2307 and is measured without eye splices.

Dia. mm.
Circ. 

Inches

Approx 
weight 

kg/100 mtr

Tested 
breaking 

load kp

Tested 
breaking 

load kN

36 4,50 68 29040 285
40 5,00 84 35720 350
44 5,50 102 43080 423
48 6,00 121 51110 501
50 6,25 131 55380 543
52 6,50 142 59820 587
54 6,75 153 64430 632
56 7,00 164 69200 679
60 7,50 188 79250 777
62 7,75 201 84520 829
64 8,00 214 89960 882
68 8,50 241 101340 994
72 9,00 270 113390 1112
76 9,50 301 126100 1237
78 9,75 316 132700 1301
80 10,00 333 139470 1368
84 10,50 367 153500 1505
88 11,00 402 168190 1650
92 11,50 439 183550 1800
96 12,00 478 199560 1957

104 13,00 560 233540 2290

Timm Signal Master
Reliable, flexible and tough.
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TIMM MASTER 8- OR 12-STRAND

Timm mooring ropes are among the world’s best selling pre-
mium mixed polymer ropes and Timm Signal Master is our 
top seller.

Featuring a high level of UV protection, buoyancy, low torque 
and great abrasion resistance, Timm Signal Master ensures a 
ship’s crew problem free mooring, and owners a cost efficient 
solution.

Key benefits:
      Double construction: core of SIGNAL B5 mixed polyolefin 	
      yarn covered with high performance Polyester 
      High abrasion resistance 
      Buoyant 
      UV stabilized 
      OCIMF approved product
      Class leading strength-to-weight ratio

SUITABLE FOR: 	 All ship classes 

Reliable, flexible and tough.

COLOUR	 white with 3 black tracers 
CONSTRUCTION	 8- and 12-strand plaited
SPECIFIC GRAVITY	 approx. 1,00 
ELONGATION	 18 % at break 
MELTING POINT	 165° / 260° 
ABRASION RESISTANCE	 Very good 
CHEMICAL RESISTANCE	 Very good 
UV RESISTANCE	 Excellent
WATER ABSORPTION	 <1 % 

Product is made according to ISO 10556. 

Tested breaking load is according to ISO 2307, and is 
measured without eye splices.	

TIMM MASTER ROPE - TECHNICAL SPECIFICATIONS

Item no. Dia. 
mm

Circ.  
inches

Approx. weight
kg / 100 mtr

Tested breaking
load kp

Tested breaking
load kN

SiG-MAS-8ST36 36 4,50 68 29040 285

SiG-MAS-8ST40 40 5,00 84 35720 350

SiG-MAS-8ST44 44 5,50 102 43080 423

SiG-MAS-8ST48 48 6,00 121 51110 501

SiG-MAS-8ST50 50 6,25 131 55380 543

SiG-MAS-8ST52 52 6,50 142 59820 587

SiG-MAS-8ST54 54 6,75 153 64430 632

SiG-MAS-8ST56 56 7,00 164 69200 679

SiG-MAS-8ST60 60 7,50 188 79250 777

SiG-MAS-8ST62 62 7,75 201 84520 829

SiG-MAS-8ST64 64 8,00 214 89960 882

SiG-MAS-8ST68 68 8,50 241 101340 994

SiG-MAS-8ST72 72 9,00 270 113390 1112

SiG-MAS-8ST76 76 9,50 301 126100 1237

SiG-MAS-8ST78 78 9,75 316 132700 1301

SiG-MAS-8ST80 80 10,00 333 139470 1368

SiG-MAS-8ST84 84 10,50 367 153500 1505

SiG-MAS-8ST88 88 11,00 402 168190 1650

SiG-MAS-8ST92 92 11,50 439 183550 1800

SiG-MAS-8ST96 96 12,00 478 199560 1957

SiG-MAS-8ST104 104 12,50 560 233540 2290
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Visiting address: Timm Marine AS, Brynshøgda 9, 0667 Oslo, Norway Tel.: +47 23 17 49 00 E-mail: post@timms.no www.timms.no
Mailing address: Timm Marine AS, PO Box 6382 Etterstad, N-0604 Oslo, Norway Fax: +47 85 03 39 84 Org. No.: NO 997 113 470

Timm mooring ropes are among the world’s  
best selling premium mixed polymer ropes and 
Timm Signal Master is our top seller. 

Featuring a high level of UV protection, buoyancy, 
low torque and a great abrasion resistance,  
TIMM Signal Master ensures a ship’s crew problem 
free mooring, and owners a cost efficient solution.

Double construction: core of SIGNAL B5 mixed 
polyolefin yarn covered with high performance  

 Polyester
High abrasion resistance

 Buoyant
UV stabilized
OCIMF approved product
Class leading strength-to-weight ratio

SUITABLE FOR: All ship classes

PRODUCT FEATURES:

COLOUR: white with 3 black tracers

CONSTRUCTION: 8- and 12-strand plaited

SPECIFIC GRAVITY: approx. 1,00

ELONGATION: 18 % at break

MELTING POINT: 165° / 260°

ABRASION RESISTANCE: very good

CHEMICAL RESISTANCE: very good

UV RESISTANCE: excellent

WATER ABSORPTION: < 1 %

Product is made according to ISO 10556. Tested breaking load is according to ISO 2307 and is measured without eye splices.

Dia. mm.
Circ. 

Inches

Approx 
weight 

kg/100 mtr

Tested 
breaking 

load kp

Tested 
breaking 

load kN

36 4,50 68 29040 285
40 5,00 84 35720 350
44 5,50 102 43080 423
48 6,00 121 51110 501
50 6,25 131 55380 543
52 6,50 142 59820 587
54 6,75 153 64430 632
56 7,00 164 69200 679
60 7,50 188 79250 777
62 7,75 201 84520 829
64 8,00 214 89960 882
68 8,50 241 101340 994
72 9,00 270 113390 1112
76 9,50 301 126100 1237
78 9,75 316 132700 1301
80 10,00 333 139470 1368
84 10,50 367 153500 1505
88 11,00 402 168190 1650
92 11,50 439 183550 1800
96 12,00 478 199560 1957

104 13,00 560 233540 2290

Timm Signal Master
Reliable, flexible and tough.
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TIMM MASTER SNAP BACK ARRESTOR

Integrated Snap Back Arrestor.

TIMM MASTER SNAP BACK ARRESTOR - TECHNICAL SPECIFICATIONS

Premium mooring rope, Timm Master 12 SBA reduces dan-
gerous snap backs by utilizing the Timm Snap Back Arrestor 
(SBA) technology. The SBA is an energy absorbing core which 
sits within the Timm Master 12-strand braided, mixed poly-
mer rope. If the load bearing construction breaks, the SBA will 
absorb the snap back forces, resulting in a reduction of snap 
back. With safety measures like Timm™ Master 12 SBA, you 
can mitigate risks to personnel during mooring operations, 
creating a safer mooring environment. 

Key benefits:
      Reducing snap back if rope breaks
      Class leading strength-to-weight ratio
      Twist indication and possibility of improved life span
      High abrasion and UV resistance
      Type Approved by DNV GL
      Meets all OCIMF MEG4 requirements

SUITABLE FOR: 	 All ship classes 

COLOUR	 blue and white anti-twist  
	 colour indicators 
CONSTRUCTION	 12 strand braided rope  
	 with SBA in the core
DENSITY (kg/m3)	 0,99 
ELONGATION	 18 % at break 
MELTING POINT	 165° 
ABRASION RESISTANCE	 Very good 
CHEMICAL RESISTANCE	 Very good 
UV RESISTANCE	 Excellent
WATER ABSORPTION	 <1 % 

Product is made according to ISO 10556. 

Tested breaking load is according to ISO 2307, and is 
measured without eye splices.	

Visiting address: Timm Marine AS, Brynshøgda 9, 0667 Oslo, Norway Tel.: +47 23 17 49 00 E-mail: post@timms.no www.timms.no
Mailing address: Timm Marine AS, PO Box 6382 Etterstad, N-0604 Oslo, Norway Fax: +47 85 03 39 84 Org. No.: NO 997 113 470

Timm mooring ropes are among the world’s  
best selling premium mixed polymer ropes and 
Timm Signal Master is our top seller. 

Featuring a high level of UV protection, buoyancy, 
low torque and a great abrasion resistance,  
TIMM Signal Master ensures a ship’s crew problem 
free mooring, and owners a cost efficient solution.

Double construction: core of SIGNAL B5 mixed 
polyolefin yarn covered with high performance  

 Polyester
High abrasion resistance

 Buoyant
UV stabilized
OCIMF approved product
Class leading strength-to-weight ratio

SUITABLE FOR: All ship classes

PRODUCT FEATURES:

COLOUR: white with 3 black tracers

CONSTRUCTION: 8- and 12-strand plaited

SPECIFIC GRAVITY: approx. 1,00

ELONGATION: 18 % at break

MELTING POINT: 165° / 260°

ABRASION RESISTANCE: very good

CHEMICAL RESISTANCE: very good

UV RESISTANCE: excellent

WATER ABSORPTION: < 1 %

Product is made according to ISO 10556. Tested breaking load is according to ISO 2307 and is measured without eye splices.

Dia. mm.
Circ. 

Inches

Approx 
weight 

kg/100 mtr

Tested 
breaking 

load kp

Tested 
breaking 

load kN

36 4,50 68 29040 285
40 5,00 84 35720 350
44 5,50 102 43080 423
48 6,00 121 51110 501
50 6,25 131 55380 543
52 6,50 142 59820 587
54 6,75 153 64430 632
56 7,00 164 69200 679
60 7,50 188 79250 777
62 7,75 201 84520 829
64 8,00 214 89960 882
68 8,50 241 101340 994
72 9,00 270 113390 1112
76 9,50 301 126100 1237
78 9,75 316 132700 1301
80 10,00 333 139470 1368
84 10,50 367 153500 1505
88 11,00 402 168190 1650
92 11,50 439 183550 1800
96 12,00 478 199560 1957

104 13,00 560 233540 2290

Timm Signal Master
Reliable, flexible and tough.
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Item no. Dia. 
mm

Circ. inches Approx. weight
kg / 100 mtr

Tested breaking
load kp

Tested breaking
load kN

SBA12ST36 36 4,50 68 29040 285

SBA12ST40 40 5,00 84 35720 350

SBA12ST44 44 5,50 102 43080 423

SBA12ST48 48 6,00 121 51110 501

SBA12ST50 50 6,25 131 55380 543

SBA12ST52 52 6,50 142 59820 587

SBA12ST54 54 6,75 153 64430 632

SBA12ST56 56 7,00 164 69200 679

SBA12ST60 60 7,50 188 79250 777

SBA12ST62 62 7,75 201 84520 829

SBA12ST64 64 8,00 214 89960 882

SBA12ST68 68 8,50 241 101340 994

SBA12ST72 72 9,00 270 113390 1112

SBA12ST76 76 9,50 301 126100 1237

SBA12ST78 78 9,75 316 132700 1301

SBA12ST80 80 10,00 333 139470 1368

SBA12ST84 84 10,50 367 153500 1505

SBA12ST88 88 11,00 402 168190 1650

SBA12ST92 92 11,50 439 183550 1800

SBA12ST96 96 12,00 478 199560 1957

SBA12ST104 104 12,50 560 233540 2290
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EYE PROTECTION
The Eye protection sleeves are tight braided tubes where the strands are made of pre-braid-
ed Dyneema ® twines.

Where special extra protection is needed the sleeve layers can be two or even three on top 
of each other. Still the eye is soft but with enough stiffness to keep it suitable open for bol-
lards and hooks. The eye protection is also useful as a sliding sleeve to position where high 
abrasion is expected like in fairlead.

Item no. For rope diameter mm

RPS-0038 22-26

RPS-0045 28-32

RPS-0052 34-36

RPS-0065 38-42

RPS-0076 42-48

RPS-00100 50-64

RPS-00125 68-76

RPS-00150 78-112

TRANSPARENT PVC HOSE

Item no. Inner dia. mm. Outer dia. mm. gr/mt m.

PVC-2 2 4 12 200

PVC-3 3 5 15 200

PVC-4 4 7 32 200

PCV.5 5 8 40 200

PVC-6 6 9 45 200

PVC-7 7 10 57 100

PVC-8 8 12 78 100

PVC-10 10 14 95 100

For combination rope and other items that need protection.

Tube materials:	 Non-toxic transparent PVC
Cover materials: 	 Abrasion, ozone and weather resistant 	  
		  transparent PVC - allowing easy inspection 	
		  during service.

Item no. Inner dia. mm. Outer dia. mm. gr/mt m.

PVC-12 12 17 148 100

PVC-14 14 19 170 100

PVC-16 16 22 225 100

PVC-18 18 24 260 50

PVC-20 20 27 320 50

PVC-22 22 30 395 50

PVC-25 25 33 473 50

PVC-30 30 40 680 50
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DANLINE (POLYSTEEL) 3-STRAND - SILVER
- 3-strand

Item no. Diameter mm BLL kg Weight kg/220m

00-D306S 6 525 4,1

00-D308S 8 1020 6,6

00-D310S 10 1930 10,4

00-D312S 12 2850 15

00-D314S 14 3600 20

00-D316S 16 4400 25

00-D318S 18 5400 31

00-D320S 20 6000 40

00-D322S 22 8000 46

00-D324S 24 9100 52

Item no. Diameter mm BLL kg Weight kg/220m

00-D326S 26 10900 62

00-D328S 28 12600 72

00-D332S 32 14500 92

00-D336S 36 19300 120

00-D340S 40 22500 140

00-D344S 44 26500 160

00-D348S 48 31800 195

00-D352S 52 36600 229

00-D356S 56 42100 268

00-D360S 60 48700 312

Polyester ropes are mainly characterized by theis good resistance to climate conditions 
(excellent UV-resistance), to abrasion, and by their high tenacity. In contrast to the Nylon 
ropes, Polyester ropes are soft and flexible when wet. 

These ropes successfully find their application in the water sports, the navigation and 
the fishery. The ropes are made of high tenacity Polyester in accordance with LVS EN ISO 
1141:2004 (E).

- 27 - 
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ZIPPER LINE - PET

PE 16 strands braided ropes are made from high tenacity polyethylene and should be used when extra flexibility, high resistance and good 
wearing life are required.

Major Feature:
       Flexible and resistant
       Good abrasion resistance
       Excellent UV resistance

Item no. Diameter mm Spool length Weight kg/100m

220000-12 12 220 13,5

220000-14 14 220 17,6

2200-16 16 220 23,7

220000-18 18 220 24,8

220000-22 22 220 47

Specific Gravity: 0,95
Melting Point: 150°

Without core.
Colour: Black with green tracer or other on request.
Coils of 220 meters.
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DOLLY ROPE

One strand rope specially indicated to protect the low area of the trawl against the abrasion with the seabed.

Characteristics:
       Material: Raffia PP or Polyethylene
       Construction: 1 strand
       Colours: Orange PP Rafia or green Polyethylene
       Excellent abrasion resistance

Raffia PP

Item no. Diameter mm Weight 100m

4210B 10 5,5

4212B 12 7,5

4214B 14 9,5

4216B 16 13,5

4218B 18 16,5

4220B 20 20,0

4222B 22 24,5

4224B 24 28,5

4226B 26 33,0

4228B 28 39,0

4230B 30 44,0

Polyethylene

Item no. Diameter mm Weight 100m

42PE10B 10 6,5

42PE12B 12 9,0

42PE14B 14 11,5

42PE16B 16 14,5

42PE18B 18 18,0

42PE20B 20 22,5

42PE22B 22 27,0

42PE24B 24 31,0

42PE26B 26 36,0

42PE28B 28 42,0

42PE30B 30 49,0

- 29 - 



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

-28 - - 29 - 

ROUND BRAIDED NYLON

Item no. Nom. Diameter mm* Approx. weight Colli Length Min. breaking load

Dia. mm. Circ. inch Kg/m 220 kp

021-0120-270Z 12,0 1 1/2 0,100 220 2,700

021-0140-270Z 14,0 1 3/4 0,131 220 3,700

021-0160-270Z 16,0 2 0,175 220 4,800

021-0180-270Z 18,0 2 1/4 0,220 220 6,100

Nylon rope is an easy-to-handle rope even at low temperatures. Nylon is not absorbent,  
and the rope can therefore be stowed away when wet. Nylon is resistant to most chemicals,  
but can be damaged by strong acids. Nylon does not rot, and it has a very high breaking  
strength as well as a high grade of elasticity.

Suitable for:
         Cod end rope

MATERIAL	 Polyamide multifilaments
CONSTRUCTION	 Round Braided with core
COLOR	 White
ELONGATION AT BREAK	 Approx. 50%
MELTING POINT	 250°C
SPECIFIC GRAVITY	 1,14/cm3 

ROUND BRAIDED NYLON - TECHNICAL SPECIFICATIONS

* Dimensions stated are for information only
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CROSS BRAIDED

Item no. Nom. Diameter mm* Approx. weight Colli Length Min. breaking load

Dia. mm. Circ. inch Kg/m 220 kp

021-0015-060Z 1,5 3/16 0,630 220 120

021-0020-160Z 2,0 1/4 0,800 220 130

021-0025-160Z 2,5 5/16 0,990 220 140

021-0030-160Z 3 3/8 1,200 220 180

021-0040-160Z 4 1/2 1,420 220 330

021-0050-160Z 5 5/8 1,930 220 400

021-0060-160Z 6 3/4 2,520 220 480

021-0070-160Z 7 7/8 3,190 220 660

021-0080-160Z 8 1 3,940 220 900

021-0100-160Z 10 1 1/4 4,770 220 1,400

021-0120-160Z 12 1 1/2 5,680 220 1,800

Nylon rope is an easy-to-handle rope even at low temperatures. Nylon is not absorbent,  
and the rope can therefore be stowed away when wet. Nylon is resistant to most chemicals,  
but can be damaged by strong acids. Nylon does not rot, and it has a very high breaking  
strength as well as a high grade of elasticity.

Standard in coils of 220 m. or drums.

MATERIAL	 Polyamide multifilaments
CONSTRUCTION	 Cross Braided with core with the exeption of 1,5 mm (without core)
COLOR	 White
ELONGATION AT BREAK	 Approx. 50%
MELTING POINT	 250°C
SPECIFIC GRAVITY	 1,14/cm3 

ROUND BRAIDED NYLON - TECHNICAL SPECIFICATIONS

* Dimensions stated are for information only
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SQUARE BRAIDED NYLON

Nylon rope is an easy-to-handle product even at low temperatures. Nylon is not absorbent, 
and the rope can, therefore, be stowed away when wet. Nylon is resistant to most chemicals,  
but can be damaged by strong acids. Nylon does not rot, and it has a very high breaking strength  
as well as a high grade of elasticity.

Suitable for:
Mainly for mooring rope and tails. Illustrated tails can be delivered in lengths as per request.

Item no. Nom. Diameter mm* Approx. weight Colli Length Min. breaking load

Dia. mm. Circ. inch Kg/m** 220 kp

021-0320-050Z 32 4 0,630 220 20.000

021-0360-050Z 36 4 1/2 0,800 220 24.900

021-0400-050Z 40 5 0,990 220 30.000

021-0440-050Z 44 5 1/2 1,200 220 35.800

021-0480-050Z 48 6 1,420 220 42.000

021-0560-050Z 56 7 1,930 220 56.000

021-0640-050Z 64 8 2,520 220 72.000

021-0720-050Z 72 9 3,190 220 90.000

021-0800-050Z 80 10 3,940 220 110.000

021-0880-050Z 88 11 4,770 220 130.000

021-0960-050Z 96 12 5,680 220 154.000

* Dimensions stated are for information only
** Measured with a preload of approx. 1% according to EN 2307.

MANUFACTURED ACCORDING TO EN 1140 

MATERIAL	 Polyamide multifilaments
CONSTRUCTION	 Square Braided of 8 stands
COLOR	 White
ELONGATION AT BREAK	 Approx. 50%
MELTING POINT	 250°C
SPECIFIC GRAVITY	 1,14/cm3 

SQUARE BRAIDED NYLON - TECHNICAL SPECIFICATIONS
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3 STRAND NYLON ROPE

- 3 strand
          Specific gravity: 1.14
          Elongation: 45%
          Water absorption: 4%
          Melting point: 482F
          Colour: White
          Available in 3+ and 8 strand

Item no. Break load kp Dia. mm. Circ. in 279,0Weight kg/220 m.

00-ND308 1.350 8 1 9,2

00-ND310 2.080 10 1 1/4 14,3

00-ND312 3.000 12 1 1/2 20,6

00-ND314 4.100 14 1 3/4 28,0

00-ND316 5.300 16 2 36,5

00-ND318 6.700 18 2 1/4 46,0

00-ND320 8.300 20 2 1/2 57,0

00-ND322 10.000 22 2 3/4 69,0

00-ND324 12.000 24 3 82,0

00-ND326 13.700 26 3 1/4 97,0

00-ND328 15.800 28 3 1/2 112,0

00-ND332 20.000 32 4 146,0

00-ND336 24.800 36 4 1/2 184,0

00-ND340 24.800 40 5 228,0

00-ND344 36.000 44 5 1/2 279,0

00-ND348 42.000 48 6 330,0

00-ND352 49.000 52 6 1/2 388,0

00-ND356 56.000 56 7 446,0

00-ND360 64.000 60 7 1/2 514,0

00-ND364 72.000 64 8 582,0

00-ND368 81.000 68 8 1/2 660,0

00-ND372 90.000 72 9 738,0

00-ND380 110.000 80 10 911,0

00-ND388 131.000 88 11 1.102,0

00-ND396 154.000 96 12 1.313,0
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PP MOORING ROPE

The 8-strand braided mooring ropes of split film Polypropylene find their 
general application in the navigation (mooring, towing), the fishery.An 
attractive price of Polypropylene ropes is combined with various applica-
tion options. Polypropylene ropes are of average abrasion resistance and 
resistant to the chemically active habitat. The ropes are made of UV-stabi-
lized Polypropylene in accordance with LVS EN ISO 1346 : 2004 (E).

Standard length in coils– 110 m, 220 m. If required, loops of different length 
with protection can be made on both or one end of the rope.  

Any other length is available on customer’s request

Main properties:
     specific weight – 0,91 g/сm3 (do not sink in water)
     melting temperature – 170°C
     excellent insulation properties
      do not absorb watercolour on request of the customer (wide colour range)

Item no.                                     Dia. mm. Nominal weight , g/m Minimal breaking load, кN

G-0028PPMR                               28 354 105

G-0032PPMR 32 463 134

G-0036PPMR 36 586 167

G-0040PPMR 40 723 204

G-0044PPMR 44 875 243

G-0048PPMR 48 1040 286

G-0052PPMR 52 1220 332

G-0056PPMR 56 1420 381

G-0060PPMR 60 1630 433

G-0064PPMR 64 1850 488

G-0072PPMR 72* 2340 608

G-0080PPMR 80* 2890 740

*   maximal coil length – 110 m.
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POLYSTEEL MOORING ROPE

Polysteel is a high tenacity material on the polyolefins base: 75% of Polypro-
pylene, 25% of high density Polyethylene. It is mainly used in the navigation 
(mooring, towing) and the fishery. Polysteel is a high tenacity product and 
is resistant to abrasion. The ropes are made of UV-stabilized high tenacity 
Polysteel in accordance with LVS EN ISO 14687: 2004 (E).

If required, loops of different length with protection can be made on both 
or one end of the rope. Any other length is available on customer’s request. 
Standard length of rope in coil is 110 m, 220 m.

Main properties:
•    specific weight – 0,93 g/сm3 (do not sink in water)
•    melting temperature – 150°C
•    resistance to chemically active habitat
•    do not absorb water
•    colour on request of the customer (wide colour range)

Item no.                                     Dia. mm. Nominal weight , g/m Minimal breaking load, кN

G-28PSMR 28 355 139

G-32PSMR 32 464 179

G-36PSMR 36 587 224

G-40PSMR 40 725 274

G-44PSMR 44 877 327

G-48PSMR 48 1040 385

G-52PSMR 52 1220 448

G-56PSMR 56 1420 514

G-60PSMR 60 1630 583

G-64PSMR 64 1860 657

G-72PSMR 72* 2350 820

G-80PSMR 80* 2900 995

*   maximal coil length – 110 m.
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NYLON MOORING ROPE

One of the distinctive features of Nylon ropes is their high tenacity as well as the 
resistance to drop loads and to wear. The Nylon ropes find their standard ap-
plication in the navigation, the fishery, the construction. The ropes are made of 
UV-stabilized high tenacity Nylon in accordance with LVS EN ISO 1140 : 2004 (E).

Standard length of rope in coil is 110m, 220m. Any other length is available on 
customer’s request. If required, loops of different length with protection can be 
made on both or one end of the rope.

Main properties:
•   specific weight – 1,14 g/cм3 (sink in water)
•   melting temperature – 215°C
•   lower resistance to acids
•   standard colour – white (any other colour is available on customer’s request)
•   absorb humidity

Item no.                                     Dia. mm. Nominal weight , g/m Minimal breaking load, кN

G-40NMR 40 987 294

G-44NMR 44 1190 351

G-48NMR 48 1420 412

G-52NMR 52 1670 479

G-56NMR 56 1930 550

G-60NMR 60 2220 627

G-64NMR 64 2530 709

G-72NMR 72* 3200 887

G-80NMR 80* 3950 1080

*   maximal coil length – 110 m.
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SUPER 12 DOUBLE BRAID

Diameter mm Weight g/m Breaking Strength kN

10,0 64 31

12,0 92 42

14,0 107 47

16,0 119 54

18,0 138 67

SUPER 12 PLUS

The SUPER 12 DOUBLE Braid NET TWINE is a 12 strand Nylon product that has an in-house development  
coating and braided strands to improve resistance against abrasion. 
 
Other important characteristics of the SUPER 12 DOUBLE BRAIDED are:

Braided strands, stabilised and impregnated to improve abrasion properties. 

Perfect diameter stability. 

Easy to splice. 

This is a 12 strand Nylon product that has an in-house development coating which stands out for it's  
high resistance against abrasion.

Other important characteristics include: 

    Stabilised and impregnated to improve abrasion properties

    Perfect diameter stability 

    Easy to handle and splice

The SUPER 12 DOUBLE BRAID NET TWINES can be supplied in natural colour (without a marker)  
or with three markers (red, green or blue).

Diameter mm Weight g/m Breaking Strength kN

8,0 53 25

10,0 63 30

12,0 83 37

14,0 110 47

16,0 124 53

18,0 159 61

This material is supplied in natural colour or with three markers (red, green or blue)  
in plastic reels of around 24,0 kg.
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TIPTOLON BRAIDED

TIPTOLON PE BRAIDED

The Tiptolon Net Twines are stabilised and have less than 1% shrinkage in cold water.

 Some advantages of this product include:

Excellent water repellent

No shrinking or swelling of the twine

A firm and fixed diameter during use 

Diameter mm Weight g/m ±5% Spool Weight kg Breaking Strength kN Length per spool m

10,0 74 71 21,6 960

10,0 Leaded 106 102 21,6 960

12,0 90 81 23,5 900

12,0 Leaded 110 99 23,5 900

14,0 130 104 32,3 800

14,0 Leaded 150 120 32,3 800

18,0 231 23 48,0 100

Diameter mm Runnage m/Kg Breaking Strength kN

10,0 20,0 18,4

12,0 17,0 21,8

12,5 16,0 23,5

13,0 12,0 31,9

14,0 11,0 33,6

15,0 10,0 34,5

16,0 8,0 39,2

17,0 7,0 47,0

19,0 5,0 65,8

20,0 4,0 80,0

The Tiptolon Braided Net Twines are supplied on plastic reels between 9,0 kg and 19,0 kg.

Nylon braided core with Polyethylene braided cover. Tolerance weight ± 5%.
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FRAM BY NØSTED TRYGG-G95

Item no. Description. Dia. Mm Inside length mm. Inside width mm. Standard length drum: Kg /m Proof force (kN) Breaking Load (kN)

123110 11 mm LL 66x18mm 11 66 18 200 2,1 90 181

123130 13 mm LL 81x22mm 13 81 22 150 2,7 126 252

123131 13 mm KL 39x17mm 13 39 17 150 3,83 126 252

123160 16 mm KL 48x22mm 16 48 22 100 5,78 191 382

123161 16 mm LL 100x26mm 16 100 26 100 4,4 191 382

123162 16 mm ML 65x29mm 16 65 28 100 5,1 191 382

123190 19 mm KL 57x26mm 19 57 26 75 8 269 539

123191 19 mm ML 75x32mm 19 75 32 75 6,85 269 539

123192 19 mm LL 100x32mm 19 100 32 75 6,5 269 539

123220 22 mm KL 66x30mm 22 66 30 55 10,1 361 722

123221 22 mm ML 88x32mm 22 88 32 55 9,3 361 722

123222 22 mm LL 120x35mm 22 120 35 55 8,5 361 722

123250 25 mm LL 140x41mm 25 140 41 50 11 466 933

123251 25 mm KL 80x33mm 25 80 33 50 14,5 466 933

123262  26 mm ML 92x35mm 26 92 35 50 13,8 504 1009

123280 28 mm LL 150x45mm 28 150 45 30 14 585 1170

123320 32 mm LL 170x47mm 32 170 47 30 19 764 1528

123321 32 mm KL 96x44mm 32 96 44 30 21 764 1528

- Trawl chain in neutral black

       Available in yellow, Black, Blue or self-colored.
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FRAM BY NØSTED TRYGG-G80

Item no. Description. Dia. Mm Inside length mm. Inside width mm. Standard length drum: Kg /m Proof force (kN) Breaking Load (kN)

TN-0103002G 9 mm LL G80 57x16mm 9 57 16 300 1,4 51 10,2

TN-0101403G 10 mm SL G80 30x14mm 10 30 14 200 2,3 63 12,6

TN-0103003G 11 mm LL G80 66x18mm 11 66 18 200 2,1 76 15,2

TN-0103004G 13 mm LL G80 81x22mm 13 81 22 150 2,7 106 21,2

TN-0101405G 13 mm SL G80 39x17mm 13 39 17 150 3,4 106 21,2

TN-0102405G 13 mm ML G80 50x18mm 13 50 18 150 3 106 21,2

TN-0101406G 16 mm SL G80 48x22mm 16 48 22 100 5,7 161 32,2

TN-0103005G 16 mm LL G80 100x26mm 16 100 26 100 4,3 161 32,2

TN-0102406G 16 mm ML G80 65x29mm 16 65 28 100 5,1 161 32,2

TN-0103012G 16 mm LL G80 80x28mm 16 80 28 100 4,7 161 32,2

TN-0102407G 19 mm ML G80 75x32mm 19 75 32 75 7,1 227 45,4

TN-0103006G 19 mm LL G80 100x32mm 19 100 32 75 6,5 227 45,4

TN-0101407G  20 mm SL G80 60x26mm 20 60 28 55 8,5 252 50,3

TN-0101409G 22 mm SL G80 66x30mm 22 66 30 55 11 304 60,8

TN-0102408G 22 mm ML G80 88x32mm 22 88 30 55 9,4 304 60,8

TN-0103007G 22 mm LL G80 120x35mm 22 120 35 55 8,5 304 60,8

TN-0103008G 25 mm LL G80 140x41mm 25 140 41 50 11 393 78,5

TN-0102409G 26 mm ML G80 92x35mm 26 92 35 50 13,8 425 84,9

TN-0103009G 28 mm LL G80 150x45mm 28 150 45 30 14 493 98,5

TN-0103010G 32 mm LL G80 170x47mm 32 170 44 30 19 644 128,7

-  G80 Yellow

       Available in yellow, Black, Blue or self-colored.
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FRAM BY NØDSTED TRYGG-HOT DIPED GALVANIZED
- Hot diped galvanized

Item no. Description. Dia. Mm Inside length mm. Inside width mm. Standard length drum: Kg /m Proof force (kN) Breaking Load (kN)

115090 GALV 9 mm LL G64 
57x16mm

9 57 16 300 1,4 35 81

115100 GALV 10 mm SL G64 
30x13,5m

10 30 14 200 2,3 44 101

115110 GALV 11 mm LL G64 
66x18mm

11 66 18 200 2,1 53 122

115130 GALV 13 mm LL G64 
81x22mm

13 81 22 150 2,7 74 170

115131 GALV 13 mm SL G64 
39x17mm

13 39 17 150 3,4 74 170

115132 GALV 13 mm ML G64 
50x18mm

13 50 18 150 3 74 170

115160 GALV 16 mm SL G64 
48x21mm

16 48 22 100 5,7 112 257

115161 GALV 16 mm LL G64 
100x26mm

16 100 26 100 4,3 112 257

115162 GALV 16 mm ML G64 
65x29mm

16 65 28 100 5,1 112 257

115190 GALV 19 mm SL G64 
57x26mm

19 57 26 75 8 158 363

115191 GALV 19 mm ML G64 
75x32mm

19 75 32 75 7,1 158 363

115192 GALV 19 mm LL G64 
100x32mm

19 100 32 75 6,5 158 363

115200 GALV 20 mm SL G64 
60x26mm

20 60 28 55 8,5 175 402

115220 GALV 22 mm SL G64 
66x30mm

22 66 30 55 11 212 487

115221 GALV 22 mm ML G64 
88x32mm

22 88 30 55 9,4 212 487

115222 GALV 22 mm LL G64 
120x35mm

22 120 35 55 8,5 212 487

215250 AQUA 25 mm LL G64 
140x41mm

25 140 41 50 11 262 602

215262 AQUA 26 mm ML G64 
92x35mm

26 92 35 50 13,8 296 680

215280 AQUA 28 mm LL G64 
150x45mm

28 150 45 30 14 343 788

215220 AQUA 32 mm LL G64 
170x47mm 

32 170 44 30 19 448 1029

215380 AQUA 38 mm LL G64 
185x57mm

38 185 57 25 26,5 632 1452

Galvanized chain is only available in THERMOGALVANIZED (Aqua) in dimensions from 25 mm and larger.
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SHORT LINK CHAIN GRADE 20
Item no. Size mm Inside length mm Outside width mm BLL kN Weight kg/m

G20CHAIN-S-9 9 27 30,6 3000 1,80

G20CHAIN-S-10 10 28 34 3750 2,20

G20CHAIN-S-13 13 36 44,2 6000 3,80

G20CHAIN-S-16 16 45 54,4 9375 5,70

G20CHAIN-S-19 19 53 64,6 13500 7,97

G20CHAIN-S-22 22 62 75 18225 11,00

G20CHAIN-S-26 26 73 88,4 24000 15,00

CHAIN GRADE 20

LONG LINK CHAIN GRADE 20
Item no. Size mm Inside length mm Outside width mm BLL kg Weight kg/m

G20CHAIN-L-9 9 59 36 2400 1,41

G20CHAIN-L-11 11 78 48 4240 2.55

G20CHAIN-L-13 13 82 52 4725 2.95

G20CHAIN-L-16 16 100 64 7500 4.45

G20CHAIN-L-19 19 119 72 10650 6.25

G20CHAIN-L-22 22 127 82 14250 8.55

G20CHAIN-L-30 30 150 110 27000 12.40

MID LINK CHAIN GRADE 20
Item no. Size mm Inside length mm Outside width mm BLL kN Weight kg/m

G20CHAIN-M-8 8 28 29 2400 1,31

G20CHAIN-M-10 10 35 36 3750 2,00

G20CHAIN-M-13 13 45 47 6000 3,50

G20CHAIN-M-16 16 56 58 9375 5,20

G20CHAIN-M-19 19 63 65 12000 6,50

G20CHAIN-M-22 22 80 83 18750 11,00

G20CHAIN-M-26 26 91 94 2400 14,00
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TRAWLEX CHAIN - PARSON CHAIN G95

Link Dimensions (mm.) Breaking load (t)

Item no. Stock no. Chain dia. (mm.) Pitch Width Trawlex® Grade 80 Weight (kg.) Standard length (m)

TRAW-SL 2781650 10 30 14 15,5 12 2,2 200

TRAW-SL 2781652 13 39 18,1 26,5 20 3,61 150

TRAW-SL 2781635 16 48 22,4 41 30 5,41 110

TRAW-SL 2781644 19 57 26,6 57 45 781 75

All breaking loads are in metric tonnes. To maximize the benefits of the improved  
strength of the chain, only use compatible  
Trawlex® fittings.

CROSBY TRAWLEX® SHORT LINK CHAIN

Link Dimensions (mm.) Breaking load (t)

Item no. Chain dia. (mm.) Pitch Width Trawlex® Grade 80 Weight (kg.) Standard length (m)

2784579 10 40 15 15,5 12 1,85 250

2784561 13 52 19,5 26,5 20 3,21 150

2784507 16 64 22,4 41 30 4,86 110

2784516 16 64 22,4 41 30 4,86 600

2781653 16 64 22,4 41 30 4,86 600

2784570 19 76 27 57 45 6,92 75

2784525 19 76 27 57 45 6,92 300

2781662-Profil 19 76 27 57 45 6,92 75

2784543 19 76 27 57 45 6,92 300

2781671 22 86 26 70 60 9,24 60

2784552 22 86 26 70 60 9,24 110

2781680 26 92 30 95 85 13,66 50

CROSBY TRAWLEX® MID LINK CHAIN

Link Dimensions (mm.) Breaking load (t)

Item no. Chain dia. (mm.) Pitch Width Trawlex® Grade 80 Weight (kg.) Standard length (m)

2781699 9 53 15 12,5 10 1,36 200

2781706 11 63 18 18,5 15 2,03 150

2781715 13 80 22 26,5 20 2,83 150

2781720 13 80 22 26,5 20 2,83 600

2784339 16 100 24,5 40 30 4,34 100

2784348 16 100 24,5 40 30 4,34 600

2781724-Profil 16 100 24,5 40 30 4,34 100

2784320 16 100 24,5 40 30 4,34 600

2784357 19 100 25 57 45 6,31 108

2781733-Profil 19 100 25 57 45 6,31 108

2781742 22 120 35,5 70 60 8,74 70

2781751 28 150 46 105 95 14,41 50

CROSBY TRAWLEX® LONG LINK CHAIN
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MID LINK

LONG LINK

SHORT LINK

GUNNEBO CHAIN GRADE 80

- Grade 80

Item no. Thickness dia. mm Inside length mm Inside width mm BLL tonnes Weigth kg/m

GB-S-CHAIN10-8 10 30 14,6 12,6 2,2

GB-S-CHAIN13-8 13 39 18,4 21,4 3,7

GB-S-CHAIN16-8 16 48 22,6 32,2 5,8

GB-S-CHAIN19-8 19 57 26 45,4 7,78

GB-S-CHAIN26-8 26 78 35 86,0 14,8

Item no. Thickness dia. mm Inside length mm Inside width mm BLL tonnes Weigth kg/m

GB-M-CHAIN10-8 10 40 14 12,6 2

GB-M-CHAIN13-8 13 55 20 21,4 3,29

GB-M-CHAIN16-8 16 65 22 32,2 5

GB-M-CHAIN19-8 19 75 29 45,4 7,06

GB-M-CHAIN22-8 22 88 30 61,0 9,4

GB-M-CHAIN26-8 26 91 35 86,0 15

Item no. Thickness dia. mm Inside length mm Inside width mm BLL tonnes Weigth kg/m

GB-L-CHAIN06-8 6 35 10 4,5 0,6

GB-L-CHAIN09-8 9 53 15 10,2 1,4

GB-L-CHAIN11-8 11 64 18 15,4 2,1

GB-L-CHAIN13-8 13 80 22 21,4 2,9

GB-L-CHAIN16-8 16 100 27 32,2 4,3

GB-L-CHAIN19-8 19 100 28 45,4 6,4

GB-L-CHAIN22-8 22 120 36 61,0 8,3
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New - Grade 3 
Second-hand  stud link chain is also available.

Item no. Chain dia. mm. Stud, studless tension KN BLL KN

G-3-34ANC 34 745 1065

G-3-36ANC 36 832 1189

G-3-38ANC 38 923 1319

G-3-40ANC 40 1019 1456

G-3-42ANC 42 1119 1599

G-3-44ANC 44 1223 1748

G-3-46ANC 46 1331 1903

G-3-48ANC 48 444 2064

G-3-50ANC 50 1560 2230

G-3-52ANC 52 1681 2403

G-3-54ANC 54 1806 2581

G-3-56ANC 56 1934 2764

G-3-58ANC 58 2066 2953

G-3-60ANC 60 2202 3147

STUD LINK ANCHOR CHAIN
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SAFETY HOOK

Item no.
WLL 
tonnes

Size mm BLL 
tonnes

Inside length 
mm.

Opening 
mm.

Small eye dia. 
mm.

Weight

1207-1506 1,12 6 6 110,5 34 22 0,50

1207-1508 2,00 7/8 7/8 136 46 25 0,80

1207-1510 3,15 10 10 169 56 32 1,50

1207-1513 5,30 13 13 208 69 40 2,80

1207-1516 8,00 16 16 254,5 86 50 5,40

1207-1520 12,50 18/20 18/20 290 100 61 10,00

1207-1522 15,00 22 22 320 98 72 13,40

1207-1526 21,20 26 26 343 99 80 14,50

- Grade 80

SAFETY HOOK DACROMET

Item no.
WLL 
tonnes

Size mm BLL 
tonnes

Inside length 
mm.

Opening 
mm.

Small eye dia. 
mm.

Weight

1204-1506 1,12 6 6 110,5 34 22 0,50

1204-1508 2,00 7/8 7/8 136 46 25 0,80

1204-1510 3,15 10 10 169 56 32 1,50

1204-1513 5,30 13 13 208 69 40 2,80

1204-1516 8,00 16 16 254,5 86 50 5,40

1204-1520 12,50 18/20 18/20 290 100 61 10,00

1204-1522 15,00 22 22 320 98 72 13,40

1204-1526 21,20 26 26 343 99 80 14,50

- Grade 80

Dacromet is a trademark of Metal Coatings International, and it describes a zinc-rich 
dip-spin coating. It is a way of applying a sacrificial coating of zinc.
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VIKING LINK
– Grade 80

Item no.
Size in 
tonnes

WLL 
tonnes

BLL 
tonnes

Small eye 
dia. mm

Length 
mm

Width 
mm

Weight  
kg

1401-1415 1,5 1,5 7,50 28 102 61 0,5

1401-1430 3,0 3,0 15,0 30 119 72 0,73

1401-1450 5,0 5,0 25,0 35 137 84,5 1,2

1401-1480 8,0 8,0 40,0 42 153 96 2,10

1401-14100 10,0 10,0 50,0 55 197 120 4,16

G-HOOK

Item no.
Size in 
tonnes

WLL 
tonnes

BLL 
tonnes

Small eye 
dia. mm.

Length 
mm.

Width 
mm.

Opening 
mm.

1404-1403 3 3 15 28,5 119 72,5 18

1404-1405 5 5 25 35 136,5 83,5 18

1404-1408 8 8 40 42 150 90,5 18

1404-1410 10 10 50 41 185 116 19

1404-1415 15 15 75 51 216 139 19,5

1404-1420 20 20 100 62 242 156 28

OFG - HOOK

Item no.
Size in 
tonnes

WLL 
tonnes.

BLL 
tonnes

Closed eye 
dia. mm.

Total length 
mm.

Opening 
mm.

Open eye 
mm.

1402-1403 3,15 3,15 12,6 32 113 12 20

1402-1405 5,3 5,3 21,2 40 143,5 15 26

1402-1408 8 8 32 50 176 18,4 32

1402-1412 12,5 12,5 50 60 216,5 22 38

– Grade 80

- Grade 80
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LASHING SWIVEL HOOK

Item no. For chain mm. WLL tonnes. Opening mm. Weight

LKD-06 6 1,12 22 0,37

LKD-08 7/8 2,00 26 1,05

LKD-10 10 3,14 28 1,24

LKD-13 13 5,30 35 2,26

LKD-16 16 8,00 43 4,66

LKD-20 18/20 12,50 55 7,40

LKD-22 22 15,00 61 10,6

LKD-26 26 21,00 81 21,4

LKD-32 32 30,00 82,5 32,0

– Grade 80
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SAFETY HOOK

- Grade 80

No. WLL tonnes Size mm BLL tonnes Inside length mm Opening mm Small eye dia. mm Weight
SKG-06 1,12 6 4,48 110,5 34 22 0,50
SKG-08 2,00 7/8 8 136 46 25 0,80
SKG-10 3,15 10 12,6 169 56 32 1,50
SKG-13 5,30 13 21,2 208 69 40 2,80
SKG-16 8,00 16 32 254,5 86 50 5,40
SKG-20 12,50 18/20 50 290 100 61 10,00
SKG-22 15,00 22 60 320 98 72 13,40
SKG-26 21,20 26 84,8 343 99 80 14,50

LASHING SWIVEL HOOK

- Grade 80

No. For chain mm WLL tonnes Opening mm Weight
LKD-06 6 1,12 22 0,37
LKD-08 7/8 2,00 26 1,05
LKD-10 10 3,14 28 1,24
LKD-13 13 5,30 35 2,26
LKD-16 16 8,00 43 4,66
LKD-20 18/20 12,50 55 7,40
LKD-22 22 15,00 61 10,6
LKD-26 26 21,00 81 21,4
LKD-32 32 30,00 82,5 32,0
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SAFETY HOOK

- Grade 80

No. WLL tonnes Size mm BLL tonnes Inside length mm Opening mm Small eye dia. mm Weight
SKG-06 1,12 6 4,48 110,5 34 22 0,50
SKG-08 2,00 7/8 8 136 46 25 0,80
SKG-10 3,15 10 12,6 169 56 32 1,50
SKG-13 5,30 13 21,2 208 69 40 2,80
SKG-16 8,00 16 32 254,5 86 50 5,40
SKG-20 12,50 18/20 50 290 100 61 10,00
SKG-22 15,00 22 60 320 98 72 13,40
SKG-26 21,20 26 84,8 343 99 80 14,50

LASHING SWIVEL HOOK

- Grade 80

No. For chain mm WLL tonnes Opening mm Weight
LKD-06 6 1,12 22 0,37
LKD-08 7/8 2,00 26 1,05
LKD-10 10 3,14 28 1,24
LKD-13 13 5,30 35 2,26
LKD-16 16 8,00 43 4,66
LKD-20 18/20 12,50 55 7,40
LKD-22 22 15,00 61 10,6
LKD-26 26 21,00 81 21,4
LKD-32 32 30,00 82,5 32,0
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SAFETY HOOK

- Grade 80

No. WLL tonnes Size mm BLL tonnes Inside length mm Opening mm Small eye dia. mm Weight
SKG-06 1,12 6 4,48 110,5 34 22 0,50
SKG-08 2,00 7/8 8 136 46 25 0,80
SKG-10 3,15 10 12,6 169 56 32 1,50
SKG-13 5,30 13 21,2 208 69 40 2,80
SKG-16 8,00 16 32 254,5 86 50 5,40
SKG-20 12,50 18/20 50 290 100 61 10,00
SKG-22 15,00 22 60 320 98 72 13,40
SKG-26 21,20 26 84,8 343 99 80 14,50

LASHING SWIVEL HOOK

- Grade 80

No. For chain mm WLL tonnes Opening mm Weight
LKD-06 6 1,12 22 0,37
LKD-08 7/8 2,00 26 1,05
LKD-10 10 3,14 28 1,24
LKD-13 13 5,30 35 2,26
LKD-16 16 8,00 43 4,66
LKD-20 18/20 12,50 55 7,40
LKD-22 22 15,00 61 10,6
LKD-26 26 21,00 81 21,4
LKD-32 32 30,00 82,5 32,0
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SLIP HOOK

Item no.
WLL tonnes For chain 

dim. mm.
Total outside 
length mm.

Eye dia. 
mm.

Opening 
mm.

Weight 
kg

G-12_SL 2,8 12'' 320 27 49 3,4

G-14-SL 4,8 14'' 350 27 50 5,0

G-15-SL 7,0 15'' 385 36 40 8,8

G-16-SL 11,0 16'' 385 36 64 15,0



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

- 52 - 

GUNNEBO FOUNDRY HOOK GRADE 100

Item no. WLL tonnes Opening mm. Inside length mm. Eye dia. mm. Weight kg.

GB-OKE-7/8-10 2,5 63 124 28 0,75

GB-OKE-10-10 4,0 76 151 34 1,40

GB-OKE-13-10 6,7 90 184 44 2,77

GB-OKE-16-10 10,0 102 218 56 4,94

GB-OKE-20-10 16,0 114 247 60 7,18

GB-OKE-22-10 20,0 120 275 64 11,25

GB-OKE-26-10 27,0 113 300 70 16,04

– Grade 100

GUNNEBO SAFETY HOOK GRADE 100
– Grade 100

Item no.
WLL tonnes For chain 

dim. mm.
Total inside 
length mm.

Eye dia. 
mm.

Opening 
mm.

Weight kg

GB-BK06-10 1,5 6 109 22 29 0,50

GB-BK08-10 2,5 8 138 28 37 0,90

GB-BK10-10 4,0 10 168 34 45 1,45

GB-BK13-10 6,7 13 207 44 55 3,00

GB-BK16-10 10,0 16 254 56 62 5,70

GB-BK20-10 16,0 19 289 60 68 9,30

GB-BK22-10 20,0 22 320 70 80 11,40

GB-BK26-10 27,0 28 342 80 100 16,50
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GUNNEBO SAFETY HOOK GRADE 80
– Grade 80

– Grade 100

GUNNEBO SAFETY HOOK GRADE 100

Gunnebo safety hook grade 80

­ Grade 80

No. WLL tonnes For chain dim. mm Total inside length mm Eye dia. mm Opening mm Weight kg
GB­BK32­8 32,8 32 400 90 120 23,8

Gunnebo safety hook grade 100

­ Grade 100

No. WLL tonnes For chain dim. mm Total inside length mm Eye dia. mm Opening mm Weight kg
GB­BK06­10 1,5 6 109 22 29 0,50
GB­BK08­10 2,5 8 138 28 37 0,90
GB­BK10­10 4,0 10 168 34 45 1,45
GB­BK13­10 6,7 13 207 44 55 3,00
GB­BK16­10 10,0 16 254 56 62 5,70
GB­BK20­10 16,0 19 289 60 68 9,30
GB­BK22­10 20,0 22 320 70 80 11,40
GB­BK26­10 27,0 28 342 80 100 16,50
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Gunnebo safety hook grade 80

­ Grade 80

No. WLL tonnes For chain dim. mm Total inside length mm Eye dia. mm Opening mm Weight kg
GB­BK32­8 32,8 32 400 90 120 23,8

Gunnebo safety hook grade 100

­ Grade 100

No. WLL tonnes For chain dim. mm Total inside length mm Eye dia. mm Opening mm Weight kg
GB­BK06­10 1,5 6 109 22 29 0,50
GB­BK08­10 2,5 8 138 28 37 0,90
GB­BK10­10 4,0 10 168 34 45 1,45
GB­BK13­10 6,7 13 207 44 55 3,00
GB­BK16­10 10,0 16 254 56 62 5,70
GB­BK20­10 16,0 19 289 60 68 9,30
GB­BK22­10 20,0 22 320 70 80 11,40
GB­BK26­10 27,0 28 342 80 100 16,50
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SAFETY HOOK OBK GRABIQ

Item no. WLL t A L B E F G H Weight kg

OBK-6-10 1,5 12 103 26 22 9 15 17 0,365

OBK-7/8-10 2,6 14 139 37 28 10 20 22 0,764

OBK-10-10 4,0 16 170 47 34 13 22 29 1,329

OBK-13-10 6,8 21 206 53 44 15 28 38 2,534

OBK-16-10 10,3 26 251 68 56 19 29 45 4,433

OBK-18/20-10 16,0 28 293 74 60 22 44 56 8,3

Safety hook with eye connector and grip latch. 
 
Fulfills requirements in: 
 
EN 1677:2008 (WLL +25%), ASTM A952/A952M and AS 3776:2015

Safety factor 4: 1 
 
All dimensions in mm

A

F

E

L

H

G

B

SAFETY HOOK BK HDG
– Hot dip galvanized

Item no. WLL t A L B E F G H Weight kg

BK-6-8 HDG 1,12 12 109 29 22 10 15 21 0,461

BK-7/8-8 HDG 2,0 14 138 37 28 11 17 26 0,875

BK-10-8 HDG 3,2 16 168 45 34 13 21 31 1,449

BK-13-8 HDG 5,4 20 207 55 44 16 30 40 3

Hot dip galvanized coating for an increased service lifetime, making the products well suited for 
use in maritime environments.
 
Material:                  		   High Tensile Steel, Quenched and Tempered, Grade 8/80
Temperature range: 	  -40°C to +200°C
Safety factor:            		  4:1
Standards:                		  EN 1677-1:2008
                                		  EN 1677-3:2008 
                               		   ISO 1461:2009
                               		   Applicable parts of NS9415:2009
 
All dimensions in mm
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GUNNEBO CONNECTOR GRADE 80
– Grade 80

Item no.
WLL 
tonnes

For chain size 
mm

Inside wide 
mm

Inside length 
mm

Weight kg

GB-10-8 3,2 10 25 6 0,3

GB-13-8 5,4 13 30 33 0,7

GB-16-8 8,2 16 36 40 1,2

GB-20-8 12,8 18/20 43 47 1,9

GB-22-8 15,5 22 50 59 3,0

GB-26-8 21,6 26 58 61 5,2

GB-32-8 32,8 32 70 77 9,5

GUNNEBO LOCKING SET FOR COUPLING LINKS SKA
– Grade 80

Item no. For connector size Weight kg/100 pcs.

SKA-6-8 5/6-8 0,013

SKA-8-8 7/8-8 0,022

SKA-10-8 10-8 0,047

SKA-13-8 13-8 0,095

SKA-16-8 16-8 0,153

SKA-20-8 18/20-8 0,266

SKA-22-8 22-8 0,35

SKA-26-8 26-8 0,638

SKA-32-8 32-8 1,094
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GUNNEBO CONNECTOR GRADE 100

Item no. WLL tonnes
For chain size 

mm.
Inside width 

mm
Inside length 

mm
Weight kg

GB-06-10 1,5 6 15 16 0,1

GB-08-10 2,5 8 18 22 0,2

GB-10-10 4,0 10 25 26 0,3

GB-13-10 6,7 13 29 33 0,7

GB-16-10 10,0 16 36 40 1,4

GB-20-10 16,0 20 43 44 2,2

GB-22-10 20,0 22 50 59 3,5

GB-26-10 27,0 26 58 61 5,7

GB-32-10 40,0 32 70 77 9,5

– Grade 100

GUNNEBO LOCKING SET FOR COUPLING LINKS SKA
– Grade 100

Item no. For connector size Weight kg/100 pcs.

SKA-6-10 5/6-10 0,013

SKA-8-10 7/8-10 0,022

SKA-10-10 10-10 0,047

SKA-13-10 13-10 0,096

SKA-16-10 16-10 0,154

SKA-20-10 18/20-10 0,271

SKA-22-10 22-10 0,45

SKA-26-10 26-10 0,65

SKA-32-10 32-10 1,094



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

- 56 - - 57 - 

GUNNEBO COUPLING LINK G HDG

Hot dip galvanized coating for an increased service lifetime, making the  
products well suited for  use in maritime environments.

Materials:		 High Tensile Steel, Quenched and tempered, Grade 8/80.
Temperature:	 -40°C to +200°C
Safety factor:	 4:1
Standards:	 EN 1677-1:2008
		  ISO 1461:2009
		  Applicable parts to NS9415:2009
		

– Grade 80

Item no.
WLL 
tonnes

L B F A C Weight kg

G-6-8 HDG 1,12 45 15 7 8 17 0,09

G-8-8 HDG 2,0 56 18 9 11 22 0,17

G-10-8 HDG 3,2 68 25 11 13 26 0,336

G-13-8 HDG 5,4 89 30 15 16 33 0,759

GUNNEBO LOCKING SET FOR COUPLING LINKS SKA
– Grade 100

Item no. For connector size Weight kg/100 pcs.

SKA-6-10 5/6-10 0,013

SKA-8-10 7/8-10 0,022

SKA-10-10 10-10 0,047

SKA-13-10 13-10 0,096

SKA-16-10 16-10 0,154

SKA-20-10 18/20-10 0,271

SKA-22-10 22-10 0,45

SKA-26-10 26-10 0,65

SKA-32-10 32-10 1,094
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Component Connector TL Chain Connector KJ

Pin Bush Pin Bush

Model Stock no. Model Stock no. Model Stock no. Model Stock no.

TL7PIN 2784222 TL7BUSH 2784142 KJ7PIN 2783116 KJ7BUSH 2783063

TL10PIN 2784231 TL10BUSH 2784151 KJ10PIN 2783125 KJ10BUSH 2783072

TL13PIN 2784240 TL13BUSH 2784160 KJ13PIN 2783134 KJ13BUSH 2783081

TL16PIN 2784259 TL16BUSH 2784179 KJ16PIN 2783143 KJ16BUSH 2783090

TL19PIN 2784268 TL19BUSH 2784188 KJ19PIN 2783152 KJ19BUSH 2783107

TL23PIN 2784277 TL23BUSH 2784197 - - - -

TL26PIN 2784286 TL26BUSH 2784204 - - - -

TL32PIN 2784295 TL32BUSH 2784213 - - - -

Individually tested to 2,5 x WLL

CROSBY SPARE PIN-CENTER

Chain Dimensions (mm.)

Model Stock no. dia. (mm.) A B C D E Weight (kg)

TL7N 2780583 7 67 49 48 14,3 9 0,11

TL10N 2780592 10 89 66 64 19,2 13 0,36

TL13N 2780609 13 118 85 85 26,5 17 0,66

TL16N 278618 16 144 96 106 32 19 1,08

TL19N 2780627 19 168 115 122 38,5 23 1,77

TL23N 2780636 23 206 140 150 49 28 2,8

TL26N 2780645 26 230 163 166 57 32 4,4

TL32N 2780654 32 278 210 200 63 39 8,4

Individually tested to 2,5 x WLL

CROSBY TRAWLEX® CONNECTOR
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COUPLING PIN KITS FOR CONNECTING LINK

Item no. WLL tonnes Weight kg/100 pcs.

0917-1606 1,12 0,15

0917-1608 2,00 0,20

0917-1610 3,15 0,50

0917-1613 5,30 1,25

0917-1616 8,00 2,35

0917-1620 12,50 4,1

0917-1622 15,00 5,9

0917-1626 21,20 8,1

0917-1632 31,50 10,2

CONNECTING LINK
– Grade 80

Item no.
WLL 
tonnes

For chain size 
mm

Inside wide 
mm

Inside length 
mm

Weight kg

GFG LINK 7/8 2.00 7/8 18 62.5 0.146

GFG LINK 10 3.15 10 25 68 0.30

GFG LINK 13 5.30 13 29 87 0.70

GFG LINK 16 8 16 34.5 108.4 1.10

GFG LINK 20 12.5 18/20 41 121.5 1.80

GFG LINK 22 15 22 48 141.5 3.2

GFG LINK 26 21.2 26 57.5 158 4.5

GFG LINK 32 31.5 32 67 205 9
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GREEN PIN® DEE SHACKLE BN
– Standard dee shackle with safety bolt - G-4153 

32
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Green Pin® Dee Shackle BN

Standard dee shackle with safety bolt

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVB Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  
*
 DNV GL 2.7-1 b  

*
 DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 43 81 82 13 0.39

3.25 16 19 40 16 27 51 97 98 17 0.67

4.75 19 22 46 19 31 59 112 114 19 1.08

6.5 22 25 52 22 36 73 134 130 22 1.66

8.5 25 28 59 25 43 85 154 150 25 2.46

9.5 28 32 66 28 47 90 167 166 27 3.4

12 32 35 72 32 51 94 180 178 30 4.51

13.5 35 38 80 35 57 115 209 197 33 6.1

17 38 42 88 38 60 127 230 202 19 7.63

25 45 50 103 45 74 149 271 249 23 12.88

35 50 57 111 50 83 171 305 269 26 17.35

42.5 57 65 130 57 95 190 345 301 29 25.94

55 65 70 145 65 105 203 376 330 32 35.33

85 75 83 162 73 127 229 427 380 39 52.97

In inch

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 3 7/32

 1/2 0.85

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 3 27/32
 21/32 1.48

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 4 1/2
 3/4 2.39

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 5 1/8

 7/8 3.66

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 5 29/32

 31/32 5.42

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 6 17/32 1 1/16 7.5

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 7 1 3/16 9.95

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 7 3/4 1 5/16 13.45

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 7 15/16 3/4 16.82

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 9 13/16
 29/32 28.4

35 2 2 1/4 4 3/8 1 31/32 3 9/32 6 23/32 12 10 19/32 1 1/32 38.25

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 7 15/32 13 19/32 11 27/32 1 5/32 57.19

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 8 14 13/16 13 1 1/4 77.89

85 3 3 1/4 6 3/8 2 7/8 5 9 1/32 16 13/16 14 31/32 1 17/32 116.77

CAD  RFID

G-4153

* For shackles ≥ WLL 2 t

GREEN PIN® BOW SHACKLE BN
– Standard bow shackle with safety bolt - G-4163 
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Green Pin® Bow Shackle BN

Standard bow shackle with safety bolt

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889 and meets performance requirements of US Fed. Spec. RR-C-271 Type IVA 

Class 3, grade A, from 2 t and upward these shackles comply with ASME B30.26
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  
*
 DNV GL 2.7-1 b  

*
 DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut each

limit

a b c d e f g h  i j k  

t mm mm mm mm mm mm mm mm mm mm mm kg

0.5 7 8 16.5 7 12 29 20 48.5 42 34 4 0.06

0.75 9 10 20 9 13.5 32 22 56 50 40 5 0.11

1 10 11 22.5 10 17 36.5 26 63.5 60 46 8 0.16

1.5 11 13 26.5 11 19 43 29 74 67 51 11 0.22

2 13.5 16 34 13 22 51 32 89 82 58 13 0.42

3.25 16 19 40 16 27 64 43 110 98 75 17 0.74

4.75 19 22 46 19 31 76 51 129 114 89 19 1.18

6.5 22 25 52 22 36 83 58 144 130 102 22 1.77

8.5 25 28 59 25 43 95 68 164 150 118 25 2.58

9.5 28 32 66 28 47 108 75 185 166 131 27 3.66

12 32 35 72 32 51 115 83 201 178 147 30 4.91

13.5 35 38 80 35 57 133 92 227 197 162 33 6.54

17 38 42 88 38 60 146 99 249 202 175 19 8.19

25 45 50 103 45 74 178 126 300 249 216 23 14.22

35 50 57 111 50 83 197 138 331 269 238 26 19.53

42.5 57 65 130 57 95 222 160 377 301 274 29 28.33

55 65 70 145 65 105 260 180 433 330 310 32 39.59

85 75 83 162 73 127 329 190 527 380 340 39 62

In inch

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut each

limit

a b c d e f g h  i j k  

t inch inch inch inch inch inch inch inch inch inch inch lbs

0.5  1/4
 5/16

 21/32
 9/32

 15/32 1 5/32
 25/32 1 29/32 1 21/32 1 11/32

 5/32 0.13

0.75  5/16
 3/8

 25/32
 11/32

 17/32 1 1/4
 7/8 2 7/32 1 31/32 1 9/16

 3/16 0.25

1  3/8
 7/16

 7/8
 13/32

 21/32 1 7/16 1 1/32 2 1/2 2 3/8 1 13/16
 5/16 0.34

1.5  7/16
 1/2 1 1/32

 7/16
 3/4 1 11/16 1 5/32 2 29/32 2 5/8 2  7/16 0.48

2  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 3 7/32 2 9/32

 1/2 0.92

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 3 27/32 2 15/16
 21/32 1.62

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 4 1/2 3 1/2
 3/4 2.59

6.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32 5 21/32 5 1/8 4 1/32

 7/8 3.9

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 5 29/32 4 21/32

 31/32 5.69

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 6 17/32 5 5/32 1 1/16 8.06

12 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 7 5 25/32 1 3/16 10.81

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 7 3/4 6 3/8 1 5/16 14.42

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 7 15/16 6 7/8
 3/4 18.06

25 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/16 9 13/16 8 1/2
 29/32 31.34

35 2 2 1/4 4 3/8 1 31/32 3 9/32 7 3/4 5 7/16 13 1/32 10 19/32 9 3/8 1 1/32 43.77

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 8 3/4 6 5/16 14 27/32 11 27/32 10 23/32 1 5/32 62.46

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 10 1/4 7 3/32 17 1/16 13 12 7/32 1 1/4 87.27

85 3 3 1/4 6 3/8 2 7/8 5 12 15/16 7 15/32 20 3/4 14 31/32 13 3/8 1 17/32 136.69

CAD  RFID

G-4163

* For shackles ≥ WLL 2 t

32

S
H

A
C

K
L

E
S

1

Green Pin® Dee Shackle BN

Standard dee shackle with safety bolt

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVB Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  
*
 DNV GL 2.7-1 b  

*
 DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 43 81 82 13 0.39

3.25 16 19 40 16 27 51 97 98 17 0.67

4.75 19 22 46 19 31 59 112 114 19 1.08

6.5 22 25 52 22 36 73 134 130 22 1.66

8.5 25 28 59 25 43 85 154 150 25 2.46

9.5 28 32 66 28 47 90 167 166 27 3.4

12 32 35 72 32 51 94 180 178 30 4.51

13.5 35 38 80 35 57 115 209 197 33 6.1

17 38 42 88 38 60 127 230 202 19 7.63

25 45 50 103 45 74 149 271 249 23 12.88

35 50 57 111 50 83 171 305 269 26 17.35

42.5 57 65 130 57 95 190 345 301 29 25.94

55 65 70 145 65 105 203 376 330 32 35.33

85 75 83 162 73 127 229 427 380 39 52.97

In inch

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 3 7/32

 1/2 0.85

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 3 27/32
 21/32 1.48

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 4 1/2
 3/4 2.39

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 5 1/8

 7/8 3.66

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 5 29/32

 31/32 5.42

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 6 17/32 1 1/16 7.5

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 7 1 3/16 9.95

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 7 3/4 1 5/16 13.45

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 7 15/16 3/4 16.82

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 9 13/16
 29/32 28.4

35 2 2 1/4 4 3/8 1 31/32 3 9/32 6 23/32 12 10 19/32 1 1/32 38.25

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 7 15/32 13 19/32 11 27/32 1 5/32 57.19

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 8 14 13/16 13 1 1/4 77.89

85 3 3 1/4 6 3/8 2 7/8 5 9 1/32 16 13/16 14 31/32 1 17/32 116.77

CAD  RFID

G-4153

* For shackles ≥ WLL 2 t

Item no. Working 
load limit

diameter 
bow

diameter 
pin

diameter 
eye

width 
eye

width 
inside

length 
inside

length length 
bolt

thickness 
nut

weight 
each

t a mm b mm c mm d mm e mm f mm g mm h mm i mm kg

GPGDmB13 2 13,5 16 34 13 22 43 81 82 13 0,39

GPGDmB16 3,25 16 19 40 16 27 51 97 98 17 0,67

GPGDmB19 4,75 19 22 46 19 31 59 112 114 19 1,08

GPGDmB22 6,5 22 25 52 22 36 73 134 130 22 1,66

GPGDmB25 8,5 25 28 59 25 43 85 154 150 25 2,46

GPGDmB28 9,5 28 32 66 28 47 90 167 166 27 3,4

GPGDmB32 12 32 35 72 32 51 94 180 178 30 4,51

GPGDmB35 13,5 35 38 80 35 57 115 209 197 33 6,1

GPGDmB38 17 38 42 88 38 60 127 230 202 19 7,63

GPGDmB45 25 45 50 103 45 74 149 271 249 23 12,88

GPGDmB50 35 50 57 111 50 83 171 305 269 26 17,35

GPGDmB52 42,5 57 65 130 57 95 190 345 301 29 25,94

GPGDmB65 55 65 70 145 65 105 203 376 330 32 35,33

GPGDmB75 85 75 83 162 73 127 229 427 380 39 52,97
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Green Pin® Dee Shackle BN

Standard dee shackle with safety bolt

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVB Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  
*
 DNV GL 2.7-1 b  

*
 DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 43 81 82 13 0.39

3.25 16 19 40 16 27 51 97 98 17 0.67

4.75 19 22 46 19 31 59 112 114 19 1.08

6.5 22 25 52 22 36 73 134 130 22 1.66

8.5 25 28 59 25 43 85 154 150 25 2.46

9.5 28 32 66 28 47 90 167 166 27 3.4

12 32 35 72 32 51 94 180 178 30 4.51

13.5 35 38 80 35 57 115 209 197 33 6.1

17 38 42 88 38 60 127 230 202 19 7.63

25 45 50 103 45 74 149 271 249 23 12.88

35 50 57 111 50 83 171 305 269 26 17.35

42.5 57 65 130 57 95 190 345 301 29 25.94

55 65 70 145 65 105 203 376 330 32 35.33

85 75 83 162 73 127 229 427 380 39 52.97

In inch

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 3 7/32

 1/2 0.85

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 3 27/32
 21/32 1.48

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 4 1/2
 3/4 2.39

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 5 1/8

 7/8 3.66

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 5 29/32

 31/32 5.42

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 6 17/32 1 1/16 7.5

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 7 1 3/16 9.95

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 7 3/4 1 5/16 13.45

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 7 15/16 3/4 16.82

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 9 13/16
 29/32 28.4

35 2 2 1/4 4 3/8 1 31/32 3 9/32 6 23/32 12 10 19/32 1 1/32 38.25

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 7 15/32 13 19/32 11 27/32 1 5/32 57.19

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 8 14 13/16 13 1 1/4 77.89

85 3 3 1/4 6 3/8 2 7/8 5 9 1/32 16 13/16 14 31/32 1 17/32 116.77

CAD  RFID

G-4153

* For shackles ≥ WLL 2 t

Item no. Working load 
limit

diameter 
bow

diameter 
pin

diameter 
eye

width 
eye

width 
inside

length 
inside

width 
bow

length length 
bolt

width thickness 
nut

weight 
each

t a mm b mm c mm d mm e mm f mm g mm h mm i mm j mm k mm kg

GPGHmB06 0,5 7 8 16,5 7 12 29 20 48,5 42 34 4 0,06

GPGHmB08 0,75 9 10 20 9 13,5 32 22 56 50 40 5 0,11

GPGHmB10 1 10 11 22,5 10 17 36,5 26 63,5 60 46 8 0,16

GPGHmB11 1,5 11 13 26,5 11 19 43 29 74 67 51 11 0,22

GPGHmB13 2 13,5 16 34 13 22 51 32 89 82 58 13 0,42

GPGHmB16 3,25 16 19 40 16 27 64 43 110 98 75 17 0,74

GPGHmB19 4,75 19 22 46 19 31 76 51 129 114 89 19 1,18

GPGHmB22 6,5 22 25 52 22 36 83 58 144 130 102 22 1,77

GPGHmB25 8,5 25 28 59 25 43 95 68 164 150 118 25 2,58

GPGHmB28 9,5 28 32 66 28 47 108 75 185 166 131 27 3,66

GPGHmB32 12 32 35 72 32 51 115 83 201 178 147 30 4,91

GPGHmB35 13,5 35 38 80 35 57 133 92 227 197 162 33 6,54

GPGHmB38 17 38 42 88 38 60 146 99 249 202 175 19 8,19

GPGHmB45 25 45 50 103 45 74 178 126 300 249 216 23 14,22

GPGHmB50 35 50 57 111 50 83 197 138 331 369 238 26 19,53

GPGHmB57 42,5 57 65 130 57 95 222 160 377 301 274 29 28,33

GPGHmB65 55 65 70 145 65 105 260 180 433 330 310 32 39,59

GPGHmB75 85 75 83 162 73 127 329 190 527 380 340 39 62
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Green Pin® Fishing Dee Shackle SQ

Dee shackle with square headed screw pin

• Material: bow and pin high tensile steel, grade 6, quenched and tempered 
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271, grade A
• Finish: hot dipped galvanized

• Certification: 2.1  2.2  3.1  MTC a  CE

working diameter diameter diameter width width length length length width weight

load bow pin eye eye inside inside bolt bolt each

limit  head

a b c d e f g h i  

t mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 43 81 57.5 22 0.32

3.25 16 19 40 16 27 51 97 71 27 0.58

4.75 19 22 46 19 31 59 112 82 32 0.92

6.5 22 25 52 22 36 73 134 93 32 1.33

8.5 25 28 59 25 43 85 154 108 36 2.03

9.5 28 32 66 28 47 90 167 120 41 2.88

12 32 35 72 32 51 94 180 137 50 3.96

13.5 35 38 80 35 57 115 209 149 50 5.24

17 38 42 88 38 60 127 230 164 60 6.8

25 45 50 103 45 74 149 271 192 60 11.22

In inch

working diameter diameter diameter width width length length length width weight

load bow pin eye eye inside inside bolt bolt each

limit  head

a b c d e f g h i  

t inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 2 1/4

 7/8 0.7

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 2 25/32 1 1/16 1.28

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 3 7/32 1 1/4 2.03

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 3 21/32 1 1/4 2.93

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 4 1/4 1 13/32 4.48

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 4 23/32 1 5/8 6.35

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 5 13/32 1 31/32 8.72

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 5 7/8 1 31/32 11.56

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 6 15/32 2 3/8 15

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 7 9/16 2 3/8 24.74

G-4154

-62 - 

GREEN PIN® FISHING DEE SHACKLE SQ
– Dee shackle with square headed screw pin - G-4154 

GREEN PIN® FISHING BOW SHACKLE SQ

– Bow shackle with square headed screw pin - G-4164 
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Green Pin® Fishing Bow Shackle SQ

Bow shackle with square headed screw pin

• Material: bow and pin high tensile steel, grade 6, quenched and tempered 
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271, grade A
• Finish: hot dipped galvanized

• Certification: 2.1  2.2  3.1  MTC a  CE

working diameter diameter diameter width width length width length length width width weight

load bow pin eye eye inside inside bow bolt bolt each

limit  head

a b c d e f g h  i j k  

t mm mm mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 51 32 89 57.5 58 22 0.34

3.25 16 19 40 16 27 64 43 110 71 75 27 0.63

4.75 19 22 46 19 31 76 51 129 82 89 32 1

6.5 22 25 52 22 36 83 58 144 93 102 32 1.44

8.5 25 28 59 25 43 95 68 164 108 118 36 2.21

9.5 28 32 66 28 47 108 75 185 120 131 41 3.18

12 32 35 72 32 51 115 83 201 137 147 50 4.32

13.5 35 38 80 35 57 133 92 227 149 162 50 5.67

17 38 42 88 38 60 146 99 249 164 175 60 7.36

25 45 50 103 45 74 178 126 300 192 216 60 12.38

In inch

working diameter diameter diameter width width length width length length width width weight

load bow pin eye eye inside inside bow bolt bolt each

limit  head

a b c d e f g h  i j k  

t inch inch inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 2 1/4 2 9/32

 7/8 0.75

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 2 25/32 2 15/16 1 1/16 1.39

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 3 7/32 3 1/2 1 1/4 2.21

6.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32 5 21/32 3 21/32 4 1/32 1 1/4 3.17

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 4 1/4 4 21/32 1 13/32 4.86

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 4 23/32 5 5/32 1 5/8 7.01

12 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 5 13/32 5 25/32 1 31/32 9.52

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 5 7/8 6 3/8 1 31/32 12.49

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 6 15/32 6 7/8 2 3/8 16.23

25 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/26 7 9/16 8 1/2 2 3/8 27.29

G-4164
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Green Pin® Fishing Bow Shackle SQ

Bow shackle with square headed screw pin

• Material: bow and pin high tensile steel, grade 6, quenched and tempered 
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271, grade A
• Finish: hot dipped galvanized

• Certification: 2.1  2.2  3.1  MTC a  CE

working diameter diameter diameter width width length width length length width width weight

load bow pin eye eye inside inside bow bolt bolt each

limit  head

a b c d e f g h  i j k  

t mm mm mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 51 32 89 57.5 58 22 0.34

3.25 16 19 40 16 27 64 43 110 71 75 27 0.63

4.75 19 22 46 19 31 76 51 129 82 89 32 1

6.5 22 25 52 22 36 83 58 144 93 102 32 1.44

8.5 25 28 59 25 43 95 68 164 108 118 36 2.21

9.5 28 32 66 28 47 108 75 185 120 131 41 3.18

12 32 35 72 32 51 115 83 201 137 147 50 4.32

13.5 35 38 80 35 57 133 92 227 149 162 50 5.67

17 38 42 88 38 60 146 99 249 164 175 60 7.36

25 45 50 103 45 74 178 126 300 192 216 60 12.38

In inch

working diameter diameter diameter width width length width length length width width weight

load bow pin eye eye inside inside bow bolt bolt each

limit  head

a b c d e f g h  i j k  

t inch inch inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 2 1/4 2 9/32

 7/8 0.75

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 2 25/32 2 15/16 1 1/16 1.39

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 3 7/32 3 1/2 1 1/4 2.21

6.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32 5 21/32 3 21/32 4 1/32 1 1/4 3.17

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 4 1/4 4 21/32 1 13/32 4.86

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 4 23/32 5 5/32 1 5/8 7.01

12 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 5 13/32 5 25/32 1 31/32 9.52

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 5 7/8 6 3/8 1 31/32 12.49

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 6 15/32 6 7/8 2 3/8 16.23

25 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/26 7 9/16 8 1/2 2 3/8 27.29

G-4164

Item no. Working 
load limit

diameter 
bow

diameter 
pin

diameter 
eye

width 
eye

width 
inside

length 
inside

length length 
bolt

width
bolt
head

weight 
each

t a mm b mm c mm d mm e mm f mm g mm h mm i mm kg

GPGDvk13 2 13,5 16 34 13 22 43 81 57,5 22 0,32

GPGDvk16 3,25 16 19 40 16 27 51 97 71 27 0,58

GPGDvk19 4,75 19 22 46 19 31 59 112 82 32 0,92

GPGDvk22 6,5 22 25 52 22 36 73 134 93 32 1,33

GPGDvk25 8,5 25 28 59 25 43 85 154 108 36 2,03

GPGDvk28 9,5 28 32 66 28 47 90 167 120 51 2,88

GPGDvk32 12 32 35 72 32 51 94 180 137 50 3,96

GPGDvk35 13,5 35 38 80 35 57 115 209 149 50 5,24

GPGDvk38 17 38 42 88 38 60 127 230 164 60 6,8

GPGDvk45 25 45 50 103 45 74 149 271 192 60 11,22
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Green Pin® Dee Shackle BN

Standard dee shackle with safety bolt

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVB Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  
*
 DNV GL 2.7-1 b  

*
 DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 43 81 82 13 0.39

3.25 16 19 40 16 27 51 97 98 17 0.67

4.75 19 22 46 19 31 59 112 114 19 1.08

6.5 22 25 52 22 36 73 134 130 22 1.66

8.5 25 28 59 25 43 85 154 150 25 2.46

9.5 28 32 66 28 47 90 167 166 27 3.4

12 32 35 72 32 51 94 180 178 30 4.51

13.5 35 38 80 35 57 115 209 197 33 6.1

17 38 42 88 38 60 127 230 202 19 7.63

25 45 50 103 45 74 149 271 249 23 12.88

35 50 57 111 50 83 171 305 269 26 17.35

42.5 57 65 130 57 95 190 345 301 29 25.94

55 65 70 145 65 105 203 376 330 32 35.33

85 75 83 162 73 127 229 427 380 39 52.97

In inch

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 3 7/32

 1/2 0.85

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 3 27/32
 21/32 1.48

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 4 1/2
 3/4 2.39

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 5 1/8

 7/8 3.66

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 5 29/32

 31/32 5.42

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 6 17/32 1 1/16 7.5

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 7 1 3/16 9.95

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 7 3/4 1 5/16 13.45

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 7 15/16 3/4 16.82

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 9 13/16
 29/32 28.4

35 2 2 1/4 4 3/8 1 31/32 3 9/32 6 23/32 12 10 19/32 1 1/32 38.25

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 7 15/32 13 19/32 11 27/32 1 5/32 57.19

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 8 14 13/16 13 1 1/4 77.89

85 3 3 1/4 6 3/8 2 7/8 5 9 1/32 16 13/16 14 31/32 1 17/32 116.77

CAD  RFID

G-4153

* For shackles ≥ WLL 2 t

Item no. Working load 
limit

diameter 
bow

diameter 
pin

diameter 
eye

width 
eye

width 
inside

length 
inside

width 
bow

length length 
bolt

width width
bolt
head

weight 
each

t a mm b mm c mm d mm e mm f mm g mm h mm i mm j mm k mm kg

GPGHvk13 2 13,5 16 34 13 22 51 32 89 57,5 58 22 0,34

GPGHvk16 3,25 16 19 40 16 27 64 43 110 71 75 27 0,63

GPGHvk19 4,75 19 22 46 19 31 76 51 129 82 89 32 1

GPGHvk22 6,5 22 25 52 22 36 83 58 144 93 102 32 1,44

GPGHvk25 8,5 25 28 59 25 43 95 68 164 108 118 36 2,21

GPGHvk28 9,5 28 32 66 28 47 108 75 185 120 131 41 3,18

GPGHvk32 12 32 35 72 32 51 115 83 201 137 147 50 4,32

GPGHvk35 13,5 35 38 80 35 57 133 92 227 149 162 50 5,67

GPGHvk38 17 38 42 88 38 60 146 99 249 164 175 60 7,36

GPGHvk45 25 45 50 103 45 74 178 126 300 192 216 60 12,38
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GREEN PIN® DEE SHACKLE SC
– Standard dee shackle with screw collar pin - G-4151 
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Green Pin® Dee Shackle SC

Standard dee shackle with screw collar pin

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN13889 and meets performance requirements of US Fed. Spec. RR-C-271 Type IVB 

Class 3, grade A, from 2 t upward these shackles comply with ASME B30.26
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length length length weight

load bow pin eye eye inside inside bolt each

limit

a b c d e f g h  

t mm mm mm mm mm mm mm mm kg

0.33 5 6 12 5 9.5 19 33 29.5 0.02

0.5 7 8 16.5 7 12 22 41.5 38 0.05

0.75 9 10 20 9 13.5 26 50 46.5 0.09

1 10 11 22.5 10 17 32 59 54 0.14

1.5 11 13 26.5 11 19 37 68 59.5 0.19

2 13.5 16 34 13 22 43 81 73 0.32

3.25 16 19 40 16 27 51 97 89 0.54

4.75 19 22 46 19 31 59 112 103 0.87

6.5 22 25 52 22 36 73 134 119 1.34

8.5 25 28 59 25 43 85 154 137 2.08

9.5 28 32 66 28 47 90 167 153 2.77

12 32 35 72 32 51 94 180 170 3.72

13.5 35 38 80 35 57 115 209 186 5.14

17 38 42 88 38 60 127 230 203 6.85

25 45 50 103 45 74 149 271 243 11.45

35 50 57 111 50 83 171 305 272 16.86

42.5 57 65 130 57 95 190 345 310 24.61

55 65 70 145 65 105 203 376 344 32.65

In inch

working diameter diameter diameter width width length length length weight

load bow pin eye eye inside inside bolt each

limit

a b c d e f g h  

t inch inch inch inch inch inch inch inch lbs

0.33  3/16
 1/4

 15/32
 3/16

 3/8
 3/4 1 5/16 1 5/32 0.04

0.5  1/4
 5/16

 21/32
 9/32

 15/32
 7/8 1 5/8 1 1/2 0.11

0.75  5/16
 3/8

 25/32
 11/32

 17/32 1 1/32 1 31/32 1 27/32 0.2

1  3/8
 7/16

 7/8
 13/32

 21/32 1 1/4 2 5/16 2 1/8 0.3

1.5  7/16
 1/2 1 1/32

 7/16
 3/4 1 15/32 2 11/16 2 11/32 0.42

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 2 7/8 0.7

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 3 1/2 1.19

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 4 1/16 1.92

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 4 11/16 2.95

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 5 13/32 4.59

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 6 1/32 6.1

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 6 11/16 8.2

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 7 5/16 11.33

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 8 15.1

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 9 9/16 25.23

35 2 2 1/4 4 3/8 1 31/32 3 9/32 6 23/32 12 10 23/32 37.17

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 7 15/32 13 19/32 12 7/32 54.26

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 8 14 13/16 13 17/32 71.98

CAD  RFID

G-4151

 
GREEN PIN® BOW SHACKLE SC
– Standard shackle with screw collar pin - G-4161 
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Green Pin® Bow Shackle SC

Standard bow shackle with screw collar pin

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889 and meets performance requirements of US Fed. Spec. RR-C-271 Type IVA 

Class 2, grade A, from 2 t and upward these shackles comply with ASME B30.26
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length width length length width weight

load bow pin eye eye inside inside bow bolt each

limit

a b c d e f g h  i j

t mm mm mm mm mm mm mm mm mm mm kg

0.33 5 6 12 5 9.5 22 16 36 29.5 26 0.02

0.5 7 8 16.5 7 12 29 20 48.5 38 34 0.05

0.75 9 10 20 9 13.5 32 22 56 46.5 40 0.1

1 10 11 22.5 10 17 36.5 26 63.5 54 46 0.14

1.5 11 13 26.5 11 19 43 29 74 59.5 51 0.19

2 13.5 16 34 13 22 51 32 89 73 58 0.36

3.25 16 19 40 16 27 64 43 110 89 75 0.63

4.75 19 22 46 19 31 76 51 129 103 89 1.01

6.5 22 25 52 22 36 83 58 144 119 102 1.5

8.5 25 28 59 25 43 95 68 164 137 118 2.21

9.5 28 32 66 28 47 108 75 185 153 131 3.16

12 32 35 72 32 51 115 83 201 170 147 4.31

13.5 35 38 80 35 57 133 92 227 186 162 5.55

17 38 42 88 38 60 146 99 249 203 175 7.43

25 45 50 103 45 74 178 126 300 243 216 12.84

35 50 57 111 50 83 197 138 331 272 238 18.15

42.5 57 65 130 57 95 222 160 377 310 274 26.29

55 65 70 145 65 105 260 180 433 344 310 37.6

In inch

working diameter diameter diameter width width length width length length width weight

load bow pin eye eye inside inside bow bolt each

limit

a b c d e f g h  i j

t inch inch inch inch inch inch inch inch inch inch lbs

0.33  3/16
 1/4

 1/2
 3/16

 3/8 
 7/8

 5/8 1 13/32 1 5/32 1 1/32 0.05

0.5  1/4
 5/16

 21/32
 9/32

 15/32 1 5/32
 25/32 1 29/32 1 1/2 1 11/32 0.11

0.75  5/16
 3/8

 25/32
 11/32

 17/32 1 1/4
 7/8 2 7/32 1 27/32 1 9/16 0.22

1  3/8
 7/16

 7/8
 13/32

 21/32 1 7/16 1 1/32 2 1/2 2 1/8 1 13/16 0.3

1.5  7/16
 1/2

 11/32
 7/16

 3/4 1 11/16 1 5/32 2 29/32 2 11/32 2 0.42

2  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 2 7/8 2 9/32 0.79

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 3 1/2 2 15/16 1.38

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 4 1/16 3 1/2 2.22

6.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32  5 21/3 4 11/16 4 1/32 3.31

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 5 13/32 4 21/32 4.86

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 6 1/32 5 5/32 6.97

12 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 6 11/16 5 25/32 9.49

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 7 5/16 6 3/8 12.24

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 8 6 7/8 16.37

25 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/16 9 9/16 8 1/2 28.31

35 2 2 1/4 4 3/8 1 31/32 3 9/32 7 3/4 5 7/16 13 1/32 10 23/32 9 3/8 40.01

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 8 3/4 6 5/16 14 27/32 12 7/32 10 25/32 57.96

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 10 1/4 7 3/32 17 1/16 13 17/32 12 7/32 82.89

CAD  RFID

G-4161
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Green Pin® Dee Shackle BN

Standard dee shackle with safety bolt

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVB Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  
*
 DNV GL 2.7-1 b  

*
 DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 43 81 82 13 0.39

3.25 16 19 40 16 27 51 97 98 17 0.67

4.75 19 22 46 19 31 59 112 114 19 1.08

6.5 22 25 52 22 36 73 134 130 22 1.66

8.5 25 28 59 25 43 85 154 150 25 2.46

9.5 28 32 66 28 47 90 167 166 27 3.4

12 32 35 72 32 51 94 180 178 30 4.51

13.5 35 38 80 35 57 115 209 197 33 6.1

17 38 42 88 38 60 127 230 202 19 7.63

25 45 50 103 45 74 149 271 249 23 12.88

35 50 57 111 50 83 171 305 269 26 17.35

42.5 57 65 130 57 95 190 345 301 29 25.94

55 65 70 145 65 105 203 376 330 32 35.33

85 75 83 162 73 127 229 427 380 39 52.97

In inch

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 3 7/32

 1/2 0.85

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 3 27/32
 21/32 1.48

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 4 1/2
 3/4 2.39

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 5 1/8

 7/8 3.66

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 5 29/32

 31/32 5.42

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 6 17/32 1 1/16 7.5

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 7 1 3/16 9.95

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 7 3/4 1 5/16 13.45

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 7 15/16 3/4 16.82

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 9 13/16
 29/32 28.4

35 2 2 1/4 4 3/8 1 31/32 3 9/32 6 23/32 12 10 19/32 1 1/32 38.25

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 7 15/32 13 19/32 11 27/32 1 5/32 57.19

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 8 14 13/16 13 1 1/4 77.89

85 3 3 1/4 6 3/8 2 7/8 5 9 1/32 16 13/16 14 31/32 1 17/32 116.77

CAD  RFID

G-4153

* For shackles ≥ WLL 2 t
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Green Pin® Dee Shackle BN

Standard dee shackle with safety bolt

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVB Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  
*
 DNV GL 2.7-1 b  

*
 DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 43 81 82 13 0.39

3.25 16 19 40 16 27 51 97 98 17 0.67

4.75 19 22 46 19 31 59 112 114 19 1.08

6.5 22 25 52 22 36 73 134 130 22 1.66

8.5 25 28 59 25 43 85 154 150 25 2.46

9.5 28 32 66 28 47 90 167 166 27 3.4

12 32 35 72 32 51 94 180 178 30 4.51

13.5 35 38 80 35 57 115 209 197 33 6.1

17 38 42 88 38 60 127 230 202 19 7.63

25 45 50 103 45 74 149 271 249 23 12.88

35 50 57 111 50 83 171 305 269 26 17.35

42.5 57 65 130 57 95 190 345 301 29 25.94

55 65 70 145 65 105 203 376 330 32 35.33

85 75 83 162 73 127 229 427 380 39 52.97

In inch

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 3 7/32

 1/2 0.85

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 3 27/32
 21/32 1.48

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 4 1/2
 3/4 2.39

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 5 1/8

 7/8 3.66

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 5 29/32

 31/32 5.42

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 6 17/32 1 1/16 7.5

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 7 1 3/16 9.95

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 7 3/4 1 5/16 13.45

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 7 15/16 3/4 16.82

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 9 13/16
 29/32 28.4

35 2 2 1/4 4 3/8 1 31/32 3 9/32 6 23/32 12 10 19/32 1 1/32 38.25

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 7 15/32 13 19/32 11 27/32 1 5/32 57.19

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 8 14 13/16 13 1 1/4 77.89

85 3 3 1/4 6 3/8 2 7/8 5 9 1/32 16 13/16 14 31/32 1 17/32 116.77

CAD  RFID

G-4153

* For shackles ≥ WLL 2 t
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Green Pin® Bow Shackle SC

Standard bow shackle with screw collar pin

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889 and meets performance requirements of US Fed. Spec. RR-C-271 Type IVA 

Class 2, grade A, from 2 t and upward these shackles comply with ASME B30.26
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length width length length width weight

load bow pin eye eye inside inside bow bolt each

limit

a b c d e f g h  i j

t mm mm mm mm mm mm mm mm mm mm kg

0.33 5 6 12 5 9.5 22 16 36 29.5 26 0.02

0.5 7 8 16.5 7 12 29 20 48.5 38 34 0.05

0.75 9 10 20 9 13.5 32 22 56 46.5 40 0.1

1 10 11 22.5 10 17 36.5 26 63.5 54 46 0.14

1.5 11 13 26.5 11 19 43 29 74 59.5 51 0.19

2 13.5 16 34 13 22 51 32 89 73 58 0.36

3.25 16 19 40 16 27 64 43 110 89 75 0.63

4.75 19 22 46 19 31 76 51 129 103 89 1.01

6.5 22 25 52 22 36 83 58 144 119 102 1.5

8.5 25 28 59 25 43 95 68 164 137 118 2.21

9.5 28 32 66 28 47 108 75 185 153 131 3.16

12 32 35 72 32 51 115 83 201 170 147 4.31

13.5 35 38 80 35 57 133 92 227 186 162 5.55

17 38 42 88 38 60 146 99 249 203 175 7.43

25 45 50 103 45 74 178 126 300 243 216 12.84

35 50 57 111 50 83 197 138 331 272 238 18.15

42.5 57 65 130 57 95 222 160 377 310 274 26.29

55 65 70 145 65 105 260 180 433 344 310 37.6

In inch

working diameter diameter diameter width width length width length length width weight

load bow pin eye eye inside inside bow bolt each

limit

a b c d e f g h  i j

t inch inch inch inch inch inch inch inch inch inch lbs

0.33  3/16
 1/4

 1/2
 3/16

 3/8 
 7/8

 5/8 1 13/32 1 5/32 1 1/32 0.05

0.5  1/4
 5/16

 21/32
 9/32

 15/32 1 5/32
 25/32 1 29/32 1 1/2 1 11/32 0.11

0.75  5/16
 3/8

 25/32
 11/32

 17/32 1 1/4
 7/8 2 7/32 1 27/32 1 9/16 0.22

1  3/8
 7/16

 7/8
 13/32

 21/32 1 7/16 1 1/32 2 1/2 2 1/8 1 13/16 0.3

1.5  7/16
 1/2

 11/32
 7/16

 3/4 1 11/16 1 5/32 2 29/32 2 11/32 2 0.42

2  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 2 7/8 2 9/32 0.79

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 3 1/2 2 15/16 1.38

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 4 1/16 3 1/2 2.22

6.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32  5 21/3 4 11/16 4 1/32 3.31

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 5 13/32 4 21/32 4.86

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 6 1/32 5 5/32 6.97

12 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 6 11/16 5 25/32 9.49

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 7 5/16 6 3/8 12.24

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 8 6 7/8 16.37

25 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/16 9 9/16 8 1/2 28.31

35 2 2 1/4 4 3/8 1 31/32 3 9/32 7 3/4 5 7/16 13 1/32 10 23/32 9 3/8 40.01

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 8 3/4 6 5/16 14 27/32 12 7/32 10 25/32 57.96

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 10 1/4 7 3/32 17 1/16 13 17/32 12 7/32 82.89

CAD  RFID

G-4161

Item no. Working 
load limit

diameter 
bow

diameter 
pin

diameter 
eye

width 
eye

width 
inside

length 
inside

length length 
bolt

weight 
each

t a mm b mm c mm d mm e mm f mm g mm h mm kg

GPGDBB05 0,33 5 6 12 5 9,5 19 33 29,5 0,02

GPGDBB06 0,5 7 8 16,5 7 12 22 41,5 38 0,05

GPGDBB08 0,75 9 10 20 9 13,5 26 50 46,5 0,09

GPGDBB10 1 10 11 22,5 10 17 32 59 54 0,14

GPGDBB11 1,5 11 13 26,5 11 19 37 68 59,5 0,19

GPGDBB13 2 13,5 16 34 13 22 43 81 73 0,32

GPGDBB16 3,25 16 19 40 16 27 51 97 89 0,54

GPGDBB19 4,75 19 22 46 19 31 59 112 103 0,87

GPGDBB22 6,5 22 25 52 22 36 73 134 119 1,34

GPGDBB25 8,5 25 28 59 25 43 85 154 137 2,08

GPGDBB28 9,5 28 32 66 28 47 90 167 153 2,77

GPGDBB32 12 32 35 72 32 51 94 180 170 3,72

GPGDBB35 13,5 35 38 80 35 57 115 209 186 5,14

GPGDBB38 17 38 42 88 38 60 127 230 203 6,85

GPGDBB45 25 45 50 103 45 74 149 271 243 11,45

GPGDBB50 35 50 57 111 50 83 171 305 272 16,86

GPGDBB57 42,5 57 65 130 57 95 190 345 310 24,61

GPGDBB65 55 65 70 145 65 105 203 376 344 32,65

Item no. Working 
load limit

diameter 
bow

diameter 
pin

diameter 
eye

width 
eye

width 
inside

length 
inside

width
bow

length length
bolt

width weight 
each

t a mm b mm c mm d mm e mm f mm g mm h mm i mm j mm kg

GPGHBB05 0,33 5 6 12 5 9,5 22 16 36 29,5 26 0,02

GPGHBB06 0,5 7 8 16,5 7 12 29 20 48,5 38 34 0,05

GPGHBB08 0,75 9 10 20 9 13,5 32 22 56 46,5 40 0,1

GPGHBB10 1 10 11 22,5 10 17 36,5 26 63,5 54 46 0,14

GPGHBB11 1,5 11 13 26,5 11 19 43 29 74 59,5 51 0,19

GPGHBB13 2 13,5 16 34 13 22 51 32 89 73 58 0,36

GPGHBB16 3,25 16 19 40 16 27 64 43 110 89 75 0,63

GPGHBB19 4,75 19 22 46 19 31 76 51 129 103 89 1,01

GPGHBB22 6,5 22 25 52 22 36 83 58 144 119 102 1,5

GPGHBB25 8,5 25 28 59 25 43 95 68 164 137 118 2,21

GPGHBB28 9,5 28 32 66 28 47 108 75 185 153 131 3,16

GPGHBB32 12 32 35 72 32 51 115 83 201 170 147 4,31

GPGHBB35 13,5 35 38 80 35 57 133 92 227 186 162 5,55

GPGHBB38 17 38 42 88 38 60 146 99 249 203 175 7,43

GPGHBB45 25 45 50 103 45 74 178 126 300 243 216 12,84

GPGHBB50 35 50 57 111 50 83 197 138 331 272 238 18,15

GPGHBB57 42,5 57 65 130 57 95 222 160 377 310 274 26,29

GPGHBB65 55 65 70 145 65 105 260 180 433 344 310 37,6
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GREEN PIN SUPER® BOW SHACKLE BN
– Grade 8 bow shackle with safety bolt - G-5263 
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Green Pin Super® Bow Shackle BN

Grade 8 bow shackle with safety bolt

• Material: bow and pin alloy steel, grade 8, quenched and tempered 
• Safety Factor: MBL equals 5 x WLL
• Standard: ASME B30.26 and meets performance requirements of US Fed. Spec. RR-C-271 

Type IVA Class 3, grade B
• Finish: hot dipped galvanized (175 ton shackle is painted)
• Temperature Range: -20°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  MTC b  
*
 LROS  

*
 CE  ABS PDA  ABS MA

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut  each

limit

a b c d e f g h  i j k  

t mm mm mm mm mm mm mm mm mm mm mm kg

3.3 13.5 16 34 13 22 51 32 89 82 58 13 0.40

5 16 19 40 16 27 64 43 110 98 75 17 0.73

7 19 22 46 19 31 76 51 129 114 89 19 1.19

9.5 22 25 52 22 36 83 58 144 130 102 22 1.73

12.5 25 28 59 25 43 95 68 164 150 118 25 2.56

15 28 32 66 28 47 108 75 185 166 131 27 3.6

18 32 35 72 32 51 115 83 201 178 147 30 4.95

21 35 38 80 35 57 133 92 227 197 162 33 6.62

30 38 42 88 38 60 146 99 249 217 175 34 8.11

40 45 50 103 45 74 178 126 300 260 216 40 15

55 57 57 117 57 83 197 138 341 303 252 46 23 

85 70 70 143 70 105 260 180 437 363 320 56 44

120 83 83 162 83 127 329 190 535 425 356 66 72

150** 95 95 208 95 147 400 238 647 524 428 50 112

175** 105 108 238 105 169 410 275 688 567 485 50 160

In inch

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut  each

limit

a b c d e f g h  i j k  

t inch inch inch inch inch inch inch inch inch inch inch lbs

3.3  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 3 7/32 2 9/32

 1/2 0.88

5  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 3 27/32 2 15/16
 21/32 1.61

7  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 4 1/2 3 1/2
 3/4 2.62

9.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32 5 21/32 5 1/8 4 1/32

 7/8 3.81

12.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 5 29/32 4 21/32

 31/32 5.64

15 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 6 17/32 5 5/32 1 1/16 7.94

18 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 7 5 25/32 1 3/16 10.91

21 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 7 3/4 6 3/8 1 5/16 14.59

30 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 8 17/32 6 7/8 1 5/16 17.88

40 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/16 10 1/4 8 1/2 1 9/16 33.07

55 2 2 1/4 4 19/32 2 1/4 3 9/32 7 3/4 5 7/16 13 7/16 11 15/16 9 29/32 1 25/32 50.71

85 2 1/2 2 3/4 5 5/8 2 3/4 4 1/8 10 1/4 7 3/32 17 7/32 14 9/32 12 19/32 2 7/32 97

120 3 3 1/4 6 3/8 3 9/32 5 12 15/16 7 15/32 21 1/16 16 23/32 14 1/32 2 5/8 158.73

150** 3 3/4 3 3/4 8 3/16 3 3/4 5 25/32 15 3/4 9 3/8 25 15/32 20 5/8 16 27/32 1 31/32 246.92

175** 4 4 1/4 9 3/8 4 1/8 6 21/32 16 5/32 10 13/16 27 3/32 22 5/16 19 3/32 1 31/32 352.74

CAD  RFID

G-5263

* For shackles ≥ WLL 150t
** With round headed bolt
** Excluded from ABS Type Approval

GREEN PIN POLAR® BOW SHACKLE BN

– Grade 8 bow shackle with safety bolt for use under low temperatures - G-5163 
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Green Pin Polar® Bow Shackle BN

Grade 8 bow shackle with safety bolt for use under low temperatures

• Material: bow and pin alloy steel, grade 8, quenched and tempered
• Safety Factor: MBL equals 7 x WLL 

for shackles with WLL 55 and 85 tons the MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVA Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -60°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  DNV GL 2.7-1 b  DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut each

limit

a b c d e f g h i j k  

t mm mm mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 51 32 89 82 58 13 0.42

3.25 16 19 40 16 27 64 43 110 98 75 17 0.74

4.75 19 22 46 19 31 76 51 129 114 89 19 1.18

6.5 22 25 52 22 36 83 58 144 130 102 22 1.77

8.5 25 28 59 25 43 95 68 164 150 118 25 2.58

9.5 28 32 66 28 47 108 75 185 166 131 27 3.66

12 32 35 72 32 51 115 83 201 178 147 30 4.91

13.5 35 38 80 35 57 133 92 227 197 162 33 6.54

17 38 42 88 38 60 146 99 249 202 175 19 8.19

25 45 50 103 45 74 178 126 300 249 216 23 14.22

35 50 57 116 50 83 197 138 334 269 238 26 19.85

42.5 57 65 130 57 95 222 160 377 301 274 29 28.33

55 65 70 145 65 105 260 180 433 330 310 32 39.59

85 75 83 162 73 127 329 190 527 380 340 39 62

In inch

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut  each

limit

a b c d e f g h  i j k  

t inch inch inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 3 7/32 2 9/32

 1/2 0.92

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 3 27/32 2 15/16
 21/32 1.62

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 4 1/2 3 1/2
 3/4 2.59

6.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32 5 21/32 5 1/8 4 1/32

 7/8 3.9

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 5 29/32 4 21/32

 31/32 5.69

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 6 17/32 5 5/32 1 1/16 8.06

12 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 7 5 25/32 1 3/16 10.81

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 7 3/4 6 3/8 1 5/16 14.42

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 7 15/16 6 7/8
 3/4 18.06

25 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/16 9 13/16 8 1/2
 29/32 31.34

35 2 2 1/4 4 9/16 1 31/32 3 9/32 7 3/4 5 7/16 13 5/32 10 19/32 9 3/8 1 1/32 43.77

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 8 3/4 6 5/16 14 27/32 11 27/32 10 25/32 1 5/32 62.46

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 10 1/4 7 3/32 17 1/16 13 12 7/32 1 1/4 87.27

85 3 3 1/4 6 3/8 2 7/8 5 12 15/16 7 15/32 20 3/4 14 31/32 13 3/8 1 17/32 136.69

CAD  RFID

G-5163
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Green Pin Super® Bow Shackle BN

Grade 8 bow shackle with safety bolt

• Material: bow and pin alloy steel, grade 8, quenched and tempered 
• Safety Factor: MBL equals 5 x WLL
• Standard: ASME B30.26 and meets performance requirements of US Fed. Spec. RR-C-271 

Type IVA Class 3, grade B
• Finish: hot dipped galvanized (175 ton shackle is painted)
• Temperature Range: -20°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  MTC b  
*
 LROS  

*
 CE  ABS PDA  ABS MA

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut  each

limit

a b c d e f g h  i j k  

t mm mm mm mm mm mm mm mm mm mm mm kg

3.3 13.5 16 34 13 22 51 32 89 82 58 13 0.40

5 16 19 40 16 27 64 43 110 98 75 17 0.73

7 19 22 46 19 31 76 51 129 114 89 19 1.19

9.5 22 25 52 22 36 83 58 144 130 102 22 1.73

12.5 25 28 59 25 43 95 68 164 150 118 25 2.56

15 28 32 66 28 47 108 75 185 166 131 27 3.6

18 32 35 72 32 51 115 83 201 178 147 30 4.95

21 35 38 80 35 57 133 92 227 197 162 33 6.62

30 38 42 88 38 60 146 99 249 217 175 34 8.11

40 45 50 103 45 74 178 126 300 260 216 40 15

55 57 57 117 57 83 197 138 341 303 252 46 23 

85 70 70 143 70 105 260 180 437 363 320 56 44

120 83 83 162 83 127 329 190 535 425 356 66 72

150** 95 95 208 95 147 400 238 647 524 428 50 112

175** 105 108 238 105 169 410 275 688 567 485 50 160

In inch

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut  each

limit

a b c d e f g h  i j k  

t inch inch inch inch inch inch inch inch inch inch inch lbs

3.3  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 3 7/32 2 9/32

 1/2 0.88

5  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 3 27/32 2 15/16
 21/32 1.61

7  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 4 1/2 3 1/2
 3/4 2.62

9.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32 5 21/32 5 1/8 4 1/32

 7/8 3.81

12.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 5 29/32 4 21/32

 31/32 5.64

15 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 6 17/32 5 5/32 1 1/16 7.94

18 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 7 5 25/32 1 3/16 10.91

21 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 7 3/4 6 3/8 1 5/16 14.59

30 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 8 17/32 6 7/8 1 5/16 17.88

40 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/16 10 1/4 8 1/2 1 9/16 33.07

55 2 2 1/4 4 19/32 2 1/4 3 9/32 7 3/4 5 7/16 13 7/16 11 15/16 9 29/32 1 25/32 50.71

85 2 1/2 2 3/4 5 5/8 2 3/4 4 1/8 10 1/4 7 3/32 17 7/32 14 9/32 12 19/32 2 7/32 97

120 3 3 1/4 6 3/8 3 9/32 5 12 15/16 7 15/32 21 1/16 16 23/32 14 1/32 2 5/8 158.73

150** 3 3/4 3 3/4 8 3/16 3 3/4 5 25/32 15 3/4 9 3/8 25 15/32 20 5/8 16 27/32 1 31/32 246.92

175** 4 4 1/4 9 3/8 4 1/8 6 21/32 16 5/32 10 13/16 27 3/32 22 5/16 19 3/32 1 31/32 352.74

CAD  RFID

G-5263

* For shackles ≥ WLL 150t
** With round headed bolt
** Excluded from ABS Type Approval

42

S
H

A
C

K
L

E
S

1

Green Pin Super® Bow Shackle BN

Grade 8 bow shackle with safety bolt

• Material: bow and pin alloy steel, grade 8, quenched and tempered 
• Safety Factor: MBL equals 5 x WLL
• Standard: ASME B30.26 and meets performance requirements of US Fed. Spec. RR-C-271 

Type IVA Class 3, grade B
• Finish: hot dipped galvanized (175 ton shackle is painted)
• Temperature Range: -20°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  MTC b  
*
 LROS  

*
 CE  ABS PDA  ABS MA

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut  each

limit

a b c d e f g h  i j k  

t mm mm mm mm mm mm mm mm mm mm mm kg

3.3 13.5 16 34 13 22 51 32 89 82 58 13 0.40

5 16 19 40 16 27 64 43 110 98 75 17 0.73

7 19 22 46 19 31 76 51 129 114 89 19 1.19

9.5 22 25 52 22 36 83 58 144 130 102 22 1.73

12.5 25 28 59 25 43 95 68 164 150 118 25 2.56

15 28 32 66 28 47 108 75 185 166 131 27 3.6

18 32 35 72 32 51 115 83 201 178 147 30 4.95

21 35 38 80 35 57 133 92 227 197 162 33 6.62

30 38 42 88 38 60 146 99 249 217 175 34 8.11

40 45 50 103 45 74 178 126 300 260 216 40 15

55 57 57 117 57 83 197 138 341 303 252 46 23 

85 70 70 143 70 105 260 180 437 363 320 56 44

120 83 83 162 83 127 329 190 535 425 356 66 72

150** 95 95 208 95 147 400 238 647 524 428 50 112

175** 105 108 238 105 169 410 275 688 567 485 50 160

In inch

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut  each

limit

a b c d e f g h  i j k  

t inch inch inch inch inch inch inch inch inch inch inch lbs

3.3  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 3 7/32 2 9/32

 1/2 0.88

5  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 3 27/32 2 15/16
 21/32 1.61

7  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 4 1/2 3 1/2
 3/4 2.62

9.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32 5 21/32 5 1/8 4 1/32

 7/8 3.81

12.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 5 29/32 4 21/32

 31/32 5.64

15 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 6 17/32 5 5/32 1 1/16 7.94

18 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 7 5 25/32 1 3/16 10.91

21 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 7 3/4 6 3/8 1 5/16 14.59

30 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 8 17/32 6 7/8 1 5/16 17.88

40 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/16 10 1/4 8 1/2 1 9/16 33.07

55 2 2 1/4 4 19/32 2 1/4 3 9/32 7 3/4 5 7/16 13 7/16 11 15/16 9 29/32 1 25/32 50.71

85 2 1/2 2 3/4 5 5/8 2 3/4 4 1/8 10 1/4 7 3/32 17 7/32 14 9/32 12 19/32 2 7/32 97

120 3 3 1/4 6 3/8 3 9/32 5 12 15/16 7 15/32 21 1/16 16 23/32 14 1/32 2 5/8 158.73

150** 3 3/4 3 3/4 8 3/16 3 3/4 5 25/32 15 3/4 9 3/8 25 15/32 20 5/8 16 27/32 1 31/32 246.92

175** 4 4 1/4 9 3/8 4 1/8 6 21/32 16 5/32 10 13/16 27 3/32 22 5/16 19 3/32 1 31/32 352.74

CAD  RFID

G-5263

* For shackles ≥ WLL 150t
** With round headed bolt
** Excluded from ABS Type Approval
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Green Pin® Dee Shackle BN

Standard dee shackle with safety bolt

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVB Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  
*
 DNV GL 2.7-1 b  

*
 DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 43 81 82 13 0.39

3.25 16 19 40 16 27 51 97 98 17 0.67

4.75 19 22 46 19 31 59 112 114 19 1.08

6.5 22 25 52 22 36 73 134 130 22 1.66

8.5 25 28 59 25 43 85 154 150 25 2.46

9.5 28 32 66 28 47 90 167 166 27 3.4

12 32 35 72 32 51 94 180 178 30 4.51

13.5 35 38 80 35 57 115 209 197 33 6.1

17 38 42 88 38 60 127 230 202 19 7.63

25 45 50 103 45 74 149 271 249 23 12.88

35 50 57 111 50 83 171 305 269 26 17.35

42.5 57 65 130 57 95 190 345 301 29 25.94

55 65 70 145 65 105 203 376 330 32 35.33

85 75 83 162 73 127 229 427 380 39 52.97

In inch

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 3 7/32

 1/2 0.85

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 3 27/32
 21/32 1.48

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 4 1/2
 3/4 2.39

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 5 1/8

 7/8 3.66

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 5 29/32

 31/32 5.42

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 6 17/32 1 1/16 7.5

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 7 1 3/16 9.95

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 7 3/4 1 5/16 13.45

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 7 15/16 3/4 16.82

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 9 13/16
 29/32 28.4

35 2 2 1/4 4 3/8 1 31/32 3 9/32 6 23/32 12 10 19/32 1 1/32 38.25

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 7 15/32 13 19/32 11 27/32 1 5/32 57.19

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 8 14 13/16 13 1 1/4 77.89

85 3 3 1/4 6 3/8 2 7/8 5 9 1/32 16 13/16 14 31/32 1 17/32 116.77

CAD  RFID

G-4153

* For shackles ≥ WLL 2 t
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Green Pin Polar® Bow Shackle BN

Grade 8 bow shackle with safety bolt for use under low temperatures

• Material: bow and pin alloy steel, grade 8, quenched and tempered
• Safety Factor: MBL equals 7 x WLL 

for shackles with WLL 55 and 85 tons the MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVA Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -60°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  DNV GL 2.7-1 b  DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut each

limit

a b c d e f g h i j k  

t mm mm mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 51 32 89 82 58 13 0.42

3.25 16 19 40 16 27 64 43 110 98 75 17 0.74

4.75 19 22 46 19 31 76 51 129 114 89 19 1.18

6.5 22 25 52 22 36 83 58 144 130 102 22 1.77

8.5 25 28 59 25 43 95 68 164 150 118 25 2.58

9.5 28 32 66 28 47 108 75 185 166 131 27 3.66

12 32 35 72 32 51 115 83 201 178 147 30 4.91

13.5 35 38 80 35 57 133 92 227 197 162 33 6.54

17 38 42 88 38 60 146 99 249 202 175 19 8.19

25 45 50 103 45 74 178 126 300 249 216 23 14.22

35 50 57 116 50 83 197 138 334 269 238 26 19.85

42.5 57 65 130 57 95 222 160 377 301 274 29 28.33

55 65 70 145 65 105 260 180 433 330 310 32 39.59

85 75 83 162 73 127 329 190 527 380 340 39 62

In inch

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut  each

limit

a b c d e f g h  i j k  

t inch inch inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 3 7/32 2 9/32

 1/2 0.92

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 3 27/32 2 15/16
 21/32 1.62

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 4 1/2 3 1/2
 3/4 2.59

6.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32 5 21/32 5 1/8 4 1/32

 7/8 3.9

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 5 29/32 4 21/32

 31/32 5.69

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 6 17/32 5 5/32 1 1/16 8.06

12 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 7 5 25/32 1 3/16 10.81

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 7 3/4 6 3/8 1 5/16 14.42

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 7 15/16 6 7/8
 3/4 18.06

25 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/16 9 13/16 8 1/2
 29/32 31.34

35 2 2 1/4 4 9/16 1 31/32 3 9/32 7 3/4 5 7/16 13 5/32 10 19/32 9 3/8 1 1/32 43.77

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 8 3/4 6 5/16 14 27/32 11 27/32 10 25/32 1 5/32 62.46

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 10 1/4 7 3/32 17 1/16 13 12 7/32 1 1/4 87.27

85 3 3 1/4 6 3/8 2 7/8 5 12 15/16 7 15/32 20 3/4 14 31/32 13 3/8 1 17/32 136.69

CAD  RFID

G-5163
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Green Pin Polar® Bow Shackle BN

Grade 8 bow shackle with safety bolt for use under low temperatures

• Material: bow and pin alloy steel, grade 8, quenched and tempered
• Safety Factor: MBL equals 7 x WLL 

for shackles with WLL 55 and 85 tons the MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVA Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -60°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  DNV GL 2.7-1 b  DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut each

limit

a b c d e f g h i j k  

t mm mm mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 51 32 89 82 58 13 0.42

3.25 16 19 40 16 27 64 43 110 98 75 17 0.74

4.75 19 22 46 19 31 76 51 129 114 89 19 1.18

6.5 22 25 52 22 36 83 58 144 130 102 22 1.77

8.5 25 28 59 25 43 95 68 164 150 118 25 2.58

9.5 28 32 66 28 47 108 75 185 166 131 27 3.66

12 32 35 72 32 51 115 83 201 178 147 30 4.91

13.5 35 38 80 35 57 133 92 227 197 162 33 6.54

17 38 42 88 38 60 146 99 249 202 175 19 8.19

25 45 50 103 45 74 178 126 300 249 216 23 14.22

35 50 57 116 50 83 197 138 334 269 238 26 19.85

42.5 57 65 130 57 95 222 160 377 301 274 29 28.33

55 65 70 145 65 105 260 180 433 330 310 32 39.59

85 75 83 162 73 127 329 190 527 380 340 39 62

In inch

working diameter diameter diameter width width length width length length width thickness weight

load bow pin eye eye inside inside bow bolt nut  each

limit

a b c d e f g h  i j k  

t inch inch inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 2 1 1/4 3 1/2 3 7/32 2 9/32

 1/2 0.92

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 17/32 1 11/16 4 11/32 3 27/32 2 15/16
 21/32 1.62

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 3 2 5 3/32 4 1/2 3 1/2
 3/4 2.59

6.5  7/8 1 2 1/16
 7/8 1 13/32 3 9/32 2 9/32 5 21/32 5 1/8 4 1/32

 7/8 3.9

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 3/4 2 11/16 6 15/32 5 29/32 4 21/32

 31/32 5.69

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 4 1/4 2 15/16 7 9/32 6 17/32 5 5/32 1 1/16 8.06

12 1 1/4 1 3/8 2 27/32 1 1/4 2 4 17/32 3 9/32 7 29/32 7 5 25/32 1 3/16 10.81

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 5 1/4 3 5/8 8 15/16 7 3/4 6 3/8 1 5/16 14.42

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 3/4 3 29/32 9 13/16 7 15/16 6 7/8
 3/4 18.06

25 1 3/4 2 4 1/16 1 25/32 2 29/32 7 4 31/32 11 13/16 9 13/16 8 1/2
 29/32 31.34

35 2 2 1/4 4 9/16 1 31/32 3 9/32 7 3/4 5 7/16 13 5/32 10 19/32 9 3/8 1 1/32 43.77

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 8 3/4 6 5/16 14 27/32 11 27/32 10 25/32 1 5/32 62.46

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 10 1/4 7 3/32 17 1/16 13 12 7/32 1 1/4 87.27

85 3 3 1/4 6 3/8 2 7/8 5 12 15/16 7 15/32 20 3/4 14 31/32 13 3/8 1 17/32 136.69

CAD  RFID

G-5163

Item no. Working 
load limit

t

dia
 bow
a mm

dia
 pin
b mm

dia
 eye
c mm

width 
eye
d mm

width 
inside
e mm

length 
inside
f mm

width 
bow
g mm

length

h mm

length
bolt
i mm

width

j mm

thichness
nut
k mm

weight 
each
kg

SUGHMB13 3,3 13,5 16 34 13 22 51 32 89 82 58 13 0,40

SUGHMB16 5 16 19 40 16 27 64 43 110 98 75 17 0,73

SUGHMB19 7 19 22 46 19 31 76 51 129 114 89 19 1,19

SUGHMB22 9,5 22 25 52 22 36 83 58 144 130 102 22 1,73

SUGHMB25 12,5 25 28 59 25 43 95 68 164 150 118 25 2,56

SUGHMB28 15 28 32 66 28 47 108 75 185 166 131 27 3,6

SUGHMB32 18 32 35 72 32 51 115 83 201 178 147 30 4,95

SUGHMB35 21 35 38 80 35 57 133 92 227 197 162 33 6,62

SUGHMB38 30 38 42 88 38 60 146 99 249 217 175 34 8,11

SUGHMB45 40 45 50 103 45 74 178 126 300 260 216 40 15

SUGHMB57 55 57 57 117 57 83 197 138 341 303 252 46 23

SUGHMB70 85 70 70 143 70 105 260 180 437 363 320 56 44

SUGHMB83 120 83 83 162 83 127 329 190 535 425 356 66 72

HDSUHM0150 150 95 95 208 95 147 400 238 647 524 428 50 112

HDSUHM0175 175 105 108 238 102 169 410 275 688 561 485 60 160
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1

Green Pin® Dee Shackle BN

Standard dee shackle with safety bolt

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVB Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  
*
 DNV GL 2.7-1 b  

*
 DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 43 81 82 13 0.39

3.25 16 19 40 16 27 51 97 98 17 0.67

4.75 19 22 46 19 31 59 112 114 19 1.08

6.5 22 25 52 22 36 73 134 130 22 1.66

8.5 25 28 59 25 43 85 154 150 25 2.46

9.5 28 32 66 28 47 90 167 166 27 3.4

12 32 35 72 32 51 94 180 178 30 4.51

13.5 35 38 80 35 57 115 209 197 33 6.1

17 38 42 88 38 60 127 230 202 19 7.63

25 45 50 103 45 74 149 271 249 23 12.88

35 50 57 111 50 83 171 305 269 26 17.35

42.5 57 65 130 57 95 190 345 301 29 25.94

55 65 70 145 65 105 203 376 330 32 35.33

85 75 83 162 73 127 229 427 380 39 52.97

In inch

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 3 7/32

 1/2 0.85

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 3 27/32
 21/32 1.48

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 4 1/2
 3/4 2.39

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 5 1/8

 7/8 3.66

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 5 29/32

 31/32 5.42

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 6 17/32 1 1/16 7.5

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 7 1 3/16 9.95

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 7 3/4 1 5/16 13.45

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 7 15/16 3/4 16.82

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 9 13/16
 29/32 28.4

35 2 2 1/4 4 3/8 1 31/32 3 9/32 6 23/32 12 10 19/32 1 1/32 38.25

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 7 15/32 13 19/32 11 27/32 1 5/32 57.19

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 8 14 13/16 13 1 1/4 77.89

85 3 3 1/4 6 3/8 2 7/8 5 9 1/32 16 13/16 14 31/32 1 17/32 116.77

CAD  RFID

G-4153

* For shackles ≥ WLL 2 t

Item no. Working 
load limit

dia
 bow

dia
 pin

dia
 eye

width 
eye

width 
inside

length 
inside

width 
bow

length length
bolt

width thichness
nut

weight 
each

t a mm b mm c mm d mm e mm f mm g mm h mm i mm j mm k mm kg

POGHMB13 2 13,5 16 34 13 22 51 32 89 82 58 13 0,42

POGHMB16 3,25 16 19 40 16 27 64 43 110 98 75 17 0,74

POGHMB19 4,75 19 22 46 19 31 76 51 129 114 89 19 1,18

POGHMB22 6,5 22 25 52 22 36 83 58 144 130 102 22 1,77

POGHMB25 8,5 25 28 59 25 43 95 68 164 150 118 25 2,58

POGHMB28 9,5 28 32 66 28 47 108 75 185 166 131 27 3,66

POGHMB32 12 32 35 72 32 51 115 83 201 178 147 30 4,91

POGHMB35 13,5 35 38 80 35 57 133 92 227 197 162 33 6,54

POGHMB38 17 38 42 88 38 60 146 99 249 202 175 19 8,19

POGHMB45 25 45 50 103 45 74 178 126 300 249 216 23 14,22

POGHMB50 35 50 57 116 50 83 197 138 334 269 238 26 19,85

POGHMB57 42,5 57 65 130 57 95 222 160 377 301 274 29 28,33

POGHMB65 55 65 70 145 65 105 260 180 433 330 310 32 39,59

POGHMB75 85 75 83 162 73 127 329 190 527 380 340 39 62

32

S
H

A
C

K
L

E
S

1

Green Pin® Dee Shackle BN

Standard dee shackle with safety bolt

• Material: bow and pin high tensile steel, grade 6, quenched and tempered
• Safety Factor: MBL equals 6 x WLL
• Standard: EN 13889, ASME B30.26 and meets performance requirements of US Fed. Spec.  

RR-C-271 Type IVB Class 3, grade A
• Finish: hot dipped galvanized
• Temperature Range: -40°C up to +200°C

• Certification: 2.1  2.2  3.1  MTC a  DNV GL 2.7-1 a  
*
 DNV GL 2.7-1 b  

*
 DNV GL 0378  CE  ABS PDA  ABS MA

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t mm mm mm mm mm mm mm mm mm kg

2 13.5 16 34 13 22 43 81 82 13 0.39

3.25 16 19 40 16 27 51 97 98 17 0.67

4.75 19 22 46 19 31 59 112 114 19 1.08

6.5 22 25 52 22 36 73 134 130 22 1.66

8.5 25 28 59 25 43 85 154 150 25 2.46

9.5 28 32 66 28 47 90 167 166 27 3.4

12 32 35 72 32 51 94 180 178 30 4.51

13.5 35 38 80 35 57 115 209 197 33 6.1

17 38 42 88 38 60 127 230 202 19 7.63

25 45 50 103 45 74 149 271 249 23 12.88

35 50 57 111 50 83 171 305 269 26 17.35

42.5 57 65 130 57 95 190 345 301 29 25.94

55 65 70 145 65 105 203 376 330 32 35.33

85 75 83 162 73 127 229 427 380 39 52.97

In inch

working diameter diameter diameter width width length length length thickness weight

load bow pin eye eye inside inside bolt nut each

limit

a b c d e f g h i  

t inch inch inch inch inch inch inch inch inch lbs

2  1/2
 5/8 1 11/32

 1/2
 7/8 1 11/16 3 3/16 3 7/32

 1/2 0.85

3.25  5/8
 3/4 1 9/16

 5/8 1 1/16 2 3 13/16 3 27/32
 21/32 1.48

4.75  3/4
 7/8 1 13/16

 3/4 1 7/32 2 5/16 4 13/32 4 1/2
 3/4 2.39

6.5  7/8 1 2 1/16
 7/8 1 13/32 2 7/8 5 9/32 5 1/8

 7/8 3.66

8.5 1 1 1/8 2 5/16
 31/32 1 11/16 3 11/32 6 1/16 5 29/32

 31/32 5.42

9.5 1 1/8 1 1/4 2 19/32 1 3/32 1 27/32 3 17/32 6 9/16 6 17/32 1 1/16 7.5

12 1 1/4 1 3/8 2 27/32 1 1/4 2 3 11/16 7 3/32 7 1 3/16 9.95

13.5 1 3/8 1 1/2 3 5/32 1 3/8 2 1/4 4 17/32 8 7/32 7 3/4 1 5/16 13.45

17 1 1/2 1 5/8 3 15/32 1 1/2 2 3/8 5 9 1/16 7 15/16 3/4 16.82

25 1 3/4 2 4 1/16 1 25/32 2 29/32 5 7/8 10 21/32 9 13/16
 29/32 28.4

35 2 2 1/4 4 3/8 1 31/32 3 9/32 6 23/32 12 10 19/32 1 1/32 38.25

42.5 2 1/4 2 9/16 5 1/8 2 1/4 3 3/4 7 15/32 13 19/32 11 27/32 1 5/32 57.19

55 2 1/2 2 3/4 5 23/32 2 9/16 4 1/8 8 14 13/16 13 1 1/4 77.89

85 3 3 1/4 6 3/8 2 7/8 5 9 1/32 16 13/16 14 31/32 1 17/32 116.77

CAD  RFID

G-4153

* For shackles ≥ WLL 2 t
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BLUE PIN SHACKLE D-TYPE WITH SPLIT & NUT

Item no. Size mm. WLL tonnes Inside width 
mm.

Inside length 
mm.

Weight kg

GFG-20-BPS-D 13x16 2,0 22 43 0,32

GFG-325-BPS-D 16x19 3,25 27 51 0,58

GFG-475-BPS-D 19x22 4,75 31 59 0,92

GFG-65-BPS-D 22x25 6,50 36 73 1,33

GFG-85-BPS-D 25x29 8,50 43 81 1,74

BLUE PIN SHACKLE D-TYPE

- Grade 60

Blue pin shackle d­type with split & nut

­ grade 60

No. Size mm WLL tonnes Inside width mm Inside length mm Weight kg
BPS­D­M 2,00 13x16 2,0 22 43 0,32
BPS­D­M 3,25 16x19 3,25 27 51 0,58
BPS­D­M 4,75 19x22 4,75 31 59 0,92
BPS­D­M 6,50 22x25 6,50 36 73 1,33

Blue pin shackle d­type

­ Grade 60

No. Size WLL tonnes Inside width Inside length Weight
BPS­D 2,00 13x16 2,0 22 43 0,32
BPS­D 3,25 16x19 3,25 27 51 0,58
BPS­D 4,75 19x22 4,75 31 59 0,92
BPS­D 8,50 25x28 8,50 43 85 2,78
BPS­D 6,50 22x25 6,50 36 73 1,33
BPS­D 9,50 28x32 9,50 47 90 3,87
BPS­D 12,00 32x35 12,00 51 94 5,26
BPS­D 13,50 35x38 13,50 57 115 6,94
BPS­D 17,00 38x42 17,00 60 127 8,79

Marsvej 6 • 9300 Sæby • Denmark
www.greenlinefishinggear.com • info@greenline.nu

Blue pin shackle d­type with split & nut

­ grade 60

No. Size mm WLL tonnes Inside width mm Inside length mm Weight kg
BPS­D­M 2,00 13x16 2,0 22 43 0,32
BPS­D­M 3,25 16x19 3,25 27 51 0,58
BPS­D­M 4,75 19x22 4,75 31 59 0,92
BPS­D­M 6,50 22x25 6,50 36 73 1,33

Blue pin shackle d­type

­ Grade 60

No. Size WLL tonnes Inside width Inside length Weight
BPS­D 2,00 13x16 2,0 22 43 0,32
BPS­D 3,25 16x19 3,25 27 51 0,58
BPS­D 4,75 19x22 4,75 31 59 0,92
BPS­D 8,50 25x28 8,50 43 85 2,78
BPS­D 6,50 22x25 6,50 36 73 1,33
BPS­D 9,50 28x32 9,50 47 90 3,87
BPS­D 12,00 32x35 12,00 51 94 5,26
BPS­D 13,50 35x38 13,50 57 115 6,94
BPS­D 17,00 38x42 17,00 60 127 8,79

Marsvej 6 • 9300 Sæby • Denmark
www.greenlinefishinggear.com • info@greenline.nu

– Grade 60

Item no. Size mm. WLL tonnes Inside width 
mm.

Inside length 
mm.

Weight kg

1121-2213 13x16 2,0 22 43 0,32

1121-2216 16x19 3,25 27 51 0,58

1121-2219 19x22 4,75 31 59 0,92

1121-2222 25x28 8,50 43 85 2,78

1121-2225 22x25 6,50 36 73 1,33

1121-2228 28x32 9,50 47 90 3,87

1121-2232 32x35 12,00 51 94 5,26

GFG-135-D 35x38 13,50 57 115 6,94

GFG-17-D 38x42 17,00 60 127 8,79
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BLUE PIN SHACKLE BOW TYPE

- Grade 60

No.Size mmWLL tonnesOpening mmMaterial thickness mmBolt thickness mmWeight
BPS-H-200T162,002213,5160,34
BPS-H-325T193,252716190,63
BPS-H-475T224,753222191,00
BPS-H-650T256,503722251,44
BPS-H-850T288,504329282,21
BPS-H-950T329,504632323,18
BPS-H-1200T3512,005235354,32
BPS-H-1350T3813,505738385,67
BPS-H-1700T4517,006041457,36
BPS-H-2500T5025,0073515012,38

ANCHOR SHACKLE BOLT TYPE WITH SAFETY PIN & NUT

- CE marked - Hot diped coated - Grade 60

No.Size mmWLL tonnesOpening mmMaterial thinkness mmBolt thickness mmWeight
BPS-200T162,002213,5160,34
BPS-325T193,252716190,63
BPS-475T224,753222191,00
BPS-650T256,503722251,44
BPS-850T288,504329282,21
BPS-950T329,504632323,18
BPS-1200T3512,005235354,32
BPS-1350T3813,505738385,67
BPS-1700T4517,006041457,36
BPS-2500T5025,0073515012,38
BPS-3500T5735,0082,50615723,70

Marsvej 6 • 9300 Sæby • Denmark • www.greenlinefishinggear.com • info@greenline.nu
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– Grade 60

item no.
Size 
mm.

WLL tonnes Opening 
mm.

Material  
thickness mm.

Bolt thickness 
mm.

Weight 
kg.

BPS-200T 16 2,00 22 13,5 16 0,34

BPS-325T 19 3,25 27 16 19 0,63

BPS-475T 22 4,75 32 22 19 1,00

BPS-650T 25 6,50 37 22 25 1,44

BPS-850T 28 8,50 43 29 28 2,21

BPS-950T 32 9,50 46 32 32 3,18

BPS-1200T 35 12,00 52 35 35 4,32

BPS-1350T 38 13,50 57 38 38 5,67

BPS-1700T 45 17,00 60 41 45 7,36

BPS-2500T 50 25,00 73 51 50 12,38

BPS-3500T 57 35,00 82,50 61 57 23,70

BLUE PIN SHACKLE BOW TYPE WITH SAFETY PIN & NUT

BLUE PIN SHACKLE BOW TYPE

Item no. Size 
mm.

WLL tonnes Opening 
mm.

Material  
thickness mm.

Bolt thickness 
mm.

Weight 
kg.

1120-2213 16 2,00 22 13,5 16 0,34

1120-2216 19 3,25 27 16 19 0,63

1120-2219 22 4,75 32 22 19 1,00

1120-2222 25 6,50 37 22 25 1,44

1120-2225 28 8,50 43 29 28 2,21

1120-2228 32 9,50 46 32 32 3,18

1120-2232 35 12,00 52 35 35 4,32

1120-2235 38 13,50 57 38 38 5,67

1120-2238 45 17,00 60 41 45 7,36

1120-2245 50 25,00 73 51 50 12,38

– Grade 60

BLUE PIN SHACKLE BOW TYPE

- Grade 60

No. Size mm WLL tonnes Opening mm Material thickness mm Bolt thickness mm Weight
BPS-H-200T 16 2,00 22 13,5 16 0,34
BPS-H-325T 19 3,25 27 16 19 0,63
BPS-H-475T 22 4,75 32 22 19 1,00
BPS-H-650T 25 6,50 37 22 25 1,44
BPS-H-850T 28 8,50 43 29 28 2,21
BPS-H-950T 32 9,50 46 32 32 3,18

BPS-H-1200T 35 12,00 52 35 35 4,32
BPS-H-1350T 38 13,50 57 38 38 5,67
BPS-H-1700T 45 17,00 60 41 45 7,36
BPS-H-2500T 50 25,00 73 51 50 12,38

ANCHOR SHACKLE BOLT TYPE WITH SAFETY PIN & NUT

- CE marked - Hot diped coated - Grade 60

No. Size mm WLL tonnes Opening mm Material thinkness mm Bolt thickness mm Weight
BPS-200T 16 2,00 22 13,5 16 0,34
BPS-325T 19 3,25 27 16 19 0,63
BPS-475T 22 4,75 32 22 19 1,00
BPS-650T 25 6,50 37 22 25 1,44
BPS-850T 28 8,50 43 29 28 2,21
BPS-950T 32 9,50 46 32 32 3,18

BPS-1200T 35 12,00 52 35 35 4,32
BPS-1350T 38 13,50 57 38 38 5,67
BPS-1700T 45 17,00 60 41 45 7,36
BPS-2500T 50 25,00 73 51 50 12,38
BPS-3500T 57 35,00 82,50 61 57 23,70

Marsvej 6 • 9300 Sæby • Denmark • www.greenlinefishinggear.com • info@greenline.nu
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TRAWLING SHACKLE D-TYPE BLUE
– CE marked

TRAWLING SHACKLE BOW TYPE

Item no. WLL tonnes Size mm. Opening mm. Weight kg

1123-5210 1,0 10x12 18 0,17

1123-5212 1,5 12x16 24 0,32

1123-5216 2,5 16x19 32 0,70

1123-5219 3,0 16x22 37 1,20

1123-5222 4,0 22x25 43 1,65

1123-5225 5,0 25x28 50 2,40

1123-522832 6,0 28x32 49 3,15

– CE marked - Blue painted

Item no. WLL tonnes Size Opening mm Weight kg

1122-5210 1 10x12 18 0,15

1122-5212 1,5 12x16 27 0,30

1122-5216 2,5 16x19 30 0,60

1122-5219 3,0 19x22 32 1,05

1122-5222 4 22x25 37 1,45

1122-5225 5 25x28 38 2,10

1122-5222832 6 28x32 53 2,90

TRAWLING SHACKLE D-TYPE BLUE

- CE marked

No. WLL tonnes Size Weight
SSB 10 1,0 10x12 0,15
SSB 13 1,5 12x16 0,30
SSB 16 2,5 16x19 0,60
SSB 19 3,0 19x22 1,05
SSB 22 4,0 22x25 1,45
SSB 25 5,0 25x28 2,10

TRAWLING SHACKLE BOW TYPE

- CE marked - Blue painted

No. WLL tonnes Size mm Opening mm BLL tonnes
SSH-10 0,3 10x12 18 1,0
SSH-13 0,5 12x16 24 1,5
SSH-16 0,8 16x19 32 2,5
SSH-19 1,1 19x22 37 3,0
SSH-22 1,5 22x25 43 4,0
SSH-25 2,0 25x28 50 5,0

Marsvej 6 • 9300 Sæby • Denmark • www.greenlinefishinggear.com • info@greenline.nu
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TRAWLING SHACKLE D-TYPE BLUE

- CE marked

No. WLL tonnes Size Weight
SSB 10 1,0 10x12 0,15
SSB 13 1,5 12x16 0,30
SSB 16 2,5 16x19 0,60
SSB 19 3,0 19x22 1,05
SSB 22 4,0 22x25 1,45
SSB 25 5,0 25x28 2,10

TRAWLING SHACKLE BOW TYPE

- CE marked - Blue painted

No. WLL tonnes Size mm Opening mm BLL tonnes
SSH-10 0,3 10x12 18 1,0
SSH-13 0,5 12x16 24 1,5
SSH-16 0,8 16x19 32 2,5
SSH-19 1,1 19x22 37 3,0
SSH-22 1,5 22x25 43 4,0
SSH-25 2,0 25x28 50 5,0

Marsvej 6 • 9300 Sæby • Denmark • www.greenlinefishinggear.com • info@greenline.nu
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STAINLESS D-SHACKLE

Item no.
Size mm. WLL tonnes Inside width 

mm.
Inside length 

mm.
Weight kg

RDS-04 4 70 8 14 0,013

RDS-05 5 80 10 19 0,019

RDS-06 6 100 13 25 0,034

RDS-08 8 200 16 32 0,071

RDS-10 10 320 19 38 0,13

RDS-12 12 520 25 51 0,20

RDS-16 16 800 32 64 0,50

RDS-20 20 1100 38 76 0,80

RDS-22 22 1500 44 89 1,30

RDS-24 24 2100 51 100 2,00

STAINLESS SHACKLE WITH HEX BOLT

- Stainless steel AISI 316

– Stainless steel AISI 316

Item no.
Size mm. Inside width 

mm.
Inside length 

mm.
Weight kg

G-8482405 5 10 19 0,013

G-8482406 6 12 21 0,022

G-8482408 8 16 28 0,055

G-8482410 10 20 35 0,101

G-8482412 12 24 45 0,176

G-8482414 14 28 49 0,279

G-8482416 16 32 52 0,417

G-8482419 19 38 63 0,722

G-8482422 22 44 76 1,096
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SELF-COLOURED D-SHACKLES

Item no.
Size mm. WLL tonnes Inside width 

mm.
Inside length 

mm.
Weight kg

1129-5206 6 0.1 6 12 3.5

1129-5208 8 0.2 8 16 7.0

1129-5210 10 0.3 10 20 13.5

1129-5211 11 0.4 11 22 17.5

1129-5212 12 0.5 12 25 25.0

1129-5214 14 0.6 14 28 38.0

1129-5216 16 0.8 16 32 55.0

1129-5219 19 1.1 19 38 92.0

1129-5222 22 1.5 22 44 138.0

1129-5225 25 2.0 25 51 225.0

1129-5228 28 2.6 28 56 316.0

1129-5232 32 3.2 32 64 470.0

1129-5238 38 4.5 38 76 700.0

– Painted / E-galv. /Self-Color / Hot Dipped Galv.

TRAWLING SHACKLE V TYPE
– Blue Painted.

item no.
Size 
mm.

WLL tonnes Opening 
mm.

Material  
thickness mm.

Bolt thickness 
mm.

Weight 
kg.

1130-2232 32 9,0 78 32 32 4,7
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ACERA SOFT SHACKLES

Item no. Size DIA. 
mm.

ABL Average break load 
(kg)

SWL Safe Work load 
(kg)

AC-SS-04 4 1070 535

AC-SS-05 5 1610 805

AC-SS-06 6 2670 1335

AC-SS-08 8 4280 2140

AC-SS-10 10 7500 3750

AC-SS-12 12 10770 5385

AC-SS-14 14 15250 7625

AC-SS-16 16 19900 9950

AC-SS-18 18 23970 11985

AC-SS-20 20 28790 14395

Acera Rope Shackle is made from Acera. The new gene-
ration high tenacity, ultra strong and ultra light coated 
HMPE (High Modulus PolyEthylene) fibers. 

Quick and easy locking. They tighten under tension, but 
still very easy to release even after heavy load. No tools 
needed. Avialable as well in heavy duty double, triple 
construction. 

ACERA SOFT SHACKLES - TECHNICAL SPECIFICATIONS

CONSTRUCTION	 Handspliced eye and special 	
	 Handmade diamond knot 
FIBER	 Acera™ HMPE
SPECIFIC GRAVITY	 0,97 (floating) 
COLOURS	 Platinum, White, Blue, Red
UV RESISTANCE	 Excellent 
ABRASION RESISTANCE	 Excellent 
ACID RESISTANCE	 Excellent 
ALKALI RESISTANCE	 Excellent 
MOST CHEMICALS RESISTANCE	 Excellent 
COLD & FROST RESISTANCE	 Excellent 
WATER RESISTANCE	 Excellent (0% absorption) 
HEAT RESISTANCE	 Low (145-150° melting) 

SUITABLE FOR: 
     Fishery
     Offshore
      Mooring
      Towing

Key benefits:
      20 times lighter than steel shackles
      No rust
      Safe - will never open by accident
      Soft and easy to use
      Easy to release, even under extreme load
      No damages - to the deck, car etc.

     Will not hangle wear points - i.e. mooring eyes
     Quiet - no met alrubbing sound
     Floating
     Custom made
     Heavy loads upon request

Item no. Size DIA. 
mm.

ABL Average break load 
(kg)

SWL Safe Work load 
(kg)

AC-SS-22 22 33880 16940

AC-SS-24 24 39800 19900

AC-SS-26 26 45730 22865

AC-SS-28 28 51660 25830

AC-SS-30 30 58430 29215

AC-SS-32 32 6050 22025

AC-SS-34 34 72830 36415

AC-SS-36 36 79600 39800

AC-SS-38 38 88070 44035

AC-SS-40 40 95700 47850
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TUBE THIMBLE WITHOUT GUSSET – Hot diped galvanised

Item no. Size for wire mm. Inside hole mm. Inside length mm. Inside eye width mm. Weight

GFG712 10 12 24 23 0,24

GFG715 12 15 31 27 0,46

GFG717 14 17 38 27 0,48

GFG719 16 19 46 32 0,68

GFG722 18 22 47 35 1,05

GFG725 22 25 61 45 1,40

GFG728 24 28 56 45 1,90

GFG730 25 30 68 47 2,30

GFG735 32 40 73 60 2,83

GFG740 36 45 80 65 3,32

GFG745 38 45 94 70 4,26

GFG750 42 50 97 75 5,21

GFG755 48 55 99 80 5,93

GFG760 51 60 86 118 6,60

TUBE THIMBLE WITHOUT GUSSET

- Hot diped galvanised

No. Size for wire mm Inside hole mm Inside length mm Inside eye width mm Weight
GRK-712 10 12 24 23 0,24
GRK-715 12 15 31 27 0,46
GRK-717 14 17 38 27 0,48
GRK-719 16 19 46 32 0,68
GRK-722 18 22 47 35 1,05
GRK-725 22 25 61 45 1,40
GRK-728 24 28 56 45 1,90
GRK-730 25 30 68 47 2,30
GRK-735 32 35 73 60 2,83
GRK-740 36 40 80 65 3,32
GRK-745 38 45 94 70 4,26
GRK-750 42 50 97 75 5,21
GRK-755 48 55 99 80 5,93
GRK-760 51 60 86 118 6,60

TUBE THIMBLE WITH GUSSET

- Hot diped galvanised

No. Size for wire mm Inside hole mm Inside length mm Inside eye width mm Weight
GRK-712K 10 12 24 23 0,36
GRK-715K 12 15 31 27 0,52
GRK-717K 14 17 38 27 0,55
GRK-719K 16 19 46 32 0,65
GRK-722K 18 22 47 35 0,96
GRK-725K 22 25 61 45 1,46
GRK-728K 24 28 56 45 1,75
GRK-730K 25 30 68 47 2,12
GRK-735K 32 35 73 60 2,55
GRK-740K 36 40 80 65 3,35
GRK-745K 38 45 94 70 3,91
GRK-750K 42 50 97 75 4,65
GRK-755K 48 55 99 80 4,95
GRK-760K 51 60 86 118 6,93
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TUBE THIMBLE WITH GUSSET – Hot diped galvanised

TUBE THIMBLE WITHOUT GUSSET

- Hot diped galvanised

No. Size for wire mm Inside hole mm Inside length mm Inside eye width mm Weight
GRK-712 10 12 24 23 0,24
GRK-715 12 15 31 27 0,46
GRK-717 14 17 38 27 0,48
GRK-719 16 19 46 32 0,68
GRK-722 18 22 47 35 1,05
GRK-725 22 25 61 45 1,40
GRK-728 24 28 56 45 1,90
GRK-730 25 30 68 47 2,30
GRK-735 32 35 73 60 2,83
GRK-740 36 40 80 65 3,32
GRK-745 38 45 94 70 4,26
GRK-750 42 50 97 75 5,21
GRK-755 48 55 99 80 5,93
GRK-760 51 60 86 118 6,60

TUBE THIMBLE WITH GUSSET

- Hot diped galvanised

No. Size for wire mm Inside hole mm Inside length mm Inside eye width mm Weight
GRK-712K 10 12 24 23 0,36
GRK-715K 12 15 31 27 0,52
GRK-717K 14 17 38 27 0,55
GRK-719K 16 19 46 32 0,65
GRK-722K 18 22 47 35 0,96
GRK-725K 22 25 61 45 1,46
GRK-728K 24 28 56 45 1,75
GRK-730K 25 30 68 47 2,12
GRK-735K 32 35 73 60 2,55
GRK-740K 36 40 80 65 3,35
GRK-745K 38 45 94 70 3,91
GRK-750K 42 50 97 75 4,65
GRK-755K 48 55 99 80 4,95
GRK-760K 51 60 86 118 6,93
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Item no. Size for wire mm. Inside hole mm. Inside length mm. Inside eye width mm. Weight

GFG712G 10 12 24 23 0,36

GFG715G 12 15 31 27 0,52

GFG717G 14 17 38 27 0,55

GFG719G 16 19 46 32 0,65

GFG722G 18 22 47 35 0,96

GFG725G 22 25 61 45 1,46

GFG728G 24 28 56 45 1,75

GFG730G 25 30 68 47 2,12

GFG735G 32 35 73 60 2,55

GFG740G 36 40 80 65 3,35

GFG745G 38 45 94 70 3,91

GFG750G 42 50 97 75 4,65

GFG755G 48 55 99 80 4,95

GFG760G 51 60 86 118 6,93
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STAINLESS TUBE THIMBLE WITHOUT GUSSET
– Stainless Steel AISI 316

Item no. Size for wire mm. Inside hole mm. Inside length mm. Inside eye width mm. Weight

G812 10 12 34 20 0,35

G815 12 15 32 27 0,41

G819 16 16 46 31 0,62

G824 21 24 57 47 1,11

G827 24 27 62 45 1,36

G831 28 31 66 48 1,92

G839 35 39 83 60 1,79

G848 44 48 82 74 2,90

G860 54 60 90 81 5,90

STAINLESS TUBE THIMBLE WITH GUSSET
– Stainless Steel AISI 316

Item no. Size for wire mm. Inside hole mm. Inside length mm. Inside eye width mm. Weight

G812K 10 12 34 20 0,35

G815K 12 15 32 27 0,41

G819K 16 19 46 31 0,62

G824K 21 24 57 46 1,11

G827K 24 27 62 45 1,36

G831K 28 31 66 48 1,92

G839K 35 39 83 60 1,79

G848K 44 48 82 74 2,90

G860K 54 60 90 81 5,90

STAINLESS TUBE THIMBLE WITHOUT GUSSET

- Stainless Steel AISI 316

No. Size for wire mm Inside hole mm Inside length mm Inside eye width mm Weight
G812 10 12 34 20 0,35
G815 12 15 32 27 0,41
G819 16 16 46 31 0,62
G824 21 24 57 47 1,11
G827 24 27 62 45 1,36
G831 28 31 66 48 1,92
G839 35 39 83 60 1,79
G848 44 48 82 74 2,90
G860 54 60 90 81 5,90

STAINLESS TUBE THIMBLES WITH GUSSET

- Stainless steel AISI 316

No. Size for wire mm Inside hole mm Inside length mm Inside eye width mm Weight
G812K 10 12 34 20 0,35
G815K 12 15 32 27 0,41
G819K 16 19 46 31 0,62
G824K 21 24 57 46 1,11
G827K 24 27 62 45 1,36
G831K 28 31 66 48 1,92
G839K 35 39 83 60 1,79
G848K 44 48 82 74 2,90
G860K 54 60 90 81 5,90
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WIRE ROPE THIMBLE ITALY TYPE

Item no. Size for wire mm. Inside length mm. Inside width mm. Weight kg/100

5510-3706 6 16 10 0,007

5510-3707 7 28 18 0,012

5510-3708 8 32 20 0,015

5510-3710 10 40 26 0,029

5510-3712 12 45 28 0,052

5510-3714 14 56 34 0,055

5510-3716 16 62 37 0,110

5510-3718 18 65 42 0,120

5510-3720 20 78 45 0,215

5510-3722 22 88 50 0,270

5510-3724 24 96 58 0,375

– Stainless Steel AISI 316

WIRE ROPE THIMBLE ITALY TYPE

- Stainless steel AISI 316

No. Size for wire mm Inside length mm Inside width mm Weight
WK-06 6 16 10 0,007
WK-07 7 28 18 0,012
WK-08 8 32 20 0,015
WK-10 10 40 26 0,029
WK-12 12 45 28 0,052
WK-14 14 56 34 0,055
WK-16 16 62 37 0,110
WK-18 18 65 42 0,120
WK-20 20 78 45 0,215
WK-22 22 88 50 0,270
WK-24 24 96 58 0,375

WIRE ROPE THIMBLE HEAVY TYPE

- Hot diped galvanised

No. Size for wire mm Inside length mm Inside width mm Outside width mm Weight kg/100
HEAVY-TH12 12 60,5 31,8 60,5 15,77
HEAVY-TH14 14 69,9 38,1 69,9 23,18
HEAVY-TH16 16 82,5 44,5 79,3 34,41
HEAVY-TH20 20 95,2 50,1 96,8 71,86
HEAVY-TH22 22 107,9 57,1 107,9 80,82
HEAVY-TH26 26 114,3 63,5 120,7 142,68
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WIRE ROPE THIMBLE HEAVY TYPE

Item no. Size for wire mm. Inside length mm. Inside width mm. Outside width mm. Weight kg/100

2206-5111 12 60,5 31,8 60,5 15,77

2206-5113 14 69,9 38,1 69,9 23,18

2206-5116 16 82,5 44,5 79,3 34,41

2206-5119 20 95,2 50,1 96,8 71,86

2206-51222 22 107,9 57,1 107,9 80,82

2206-5125 26 114,3 63,5 120,7 142,68

– Hot diped galvanized
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STAINLESS STEEL SWIVEL FLEX TYPE
– Stainless Steel AISI 316

Item no.
Size mm. WLL tonnes Small eye 

dia. mm.
Big eye dia.mm. Total length 

mm.
Weight kg

1462-3713 13 1,6 28 28 160 0,56

1462-3716 16 3,2 37 38 200 1,2

1462-3719 19 4,7 40 40 235 2,0

1462-3722 22 6,3 40 40 255 2,9

1462-3725 25 8,3 45 50 320 4,7

1462-3732 32 12,0 54 55 360 9,2

1462-3738 38 18,0 60 58 410 14,6

1462-3745 45 28,0 70 70 515 24,0

STAINLESS STEEL SWIVEL BIG EYE FLEX

Item no.
Size WLL tonnes Small eye dia. 

mm.
Big eye 
dia. mm.

Total length mm Weight (kg).

00016-DLF 16 3.2 38 55 225 1.6

00019-DLF 19 4.7 40 55 260 2.2

00022-DLF 22 6.3 40 60 285 3.2.

00025-DLF 25 8.3 50 68 330 5

– Stainless Steel AISI 316
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GUNNEBO ROLLER BEARING
– Grade 80

Item no. WLL tonnes For chain size Length mm. (L) Width mm. (D) Weight kg

GB-SKLI8-8 2,0 7-8 75 48 0,75

GB-SKLI10-8 3,2 10 97 59 1,40

GB-SKLI13-8 5,4 13 120 75 2,80

GB-SKLI16-8 8,2 16 137 90 4,75

GB-SKLI20-8 12,8 19 159 104 7,10

GB-SKLI22-8 15,5 22 160 109 9,60

GB-SKLI26-8 21,6 26 207 135 17,82

STAINLESS STEEL SWIVEL

Item no.
Size mm. WLL tonnes Small eye dia. 

mm.
Big eye dia. 

mm.
Total length 

mm.
Weight kg

1461-3713 13 1,6 27 28 140 0,36

1461-3716 16 3,2 35 38 180 0,89

1461-3719 19 4,7 38 39 230 1,85

1461-3722 22 6,3 40 40 250 2,0

1461-3725 25 8,3 42 50 278 4,10

1461-3732 32 12 50 50 350 8,15

1461-3738 38 18 58 58 390 13,0

1461-3745 45 28 70 70 515 23,7

– Stainless Steel AISI 316
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GREENLINE STEEL SWIVEL FLEX
– Big Eye

GREENLINE SWIVEL
– Green painted.

Item no.
Size mm. WLL tonnes Small eye 

dia. mm.
Big eye dia. 

mm.
Total length 

mm.
Weight kg

1448-2412 12 1,1 28 14 140 0,40

1448-2416 16 2,47 22 28 150 0,87

1448-2419 19 3,8 28 40 185 1,30

1448-2422 22 5,3 47 48 230 2,20

1448-2425 25 7,2 47 52 265 3,65

1448-2428 28 9,0 47 52 280 4,30

1448-2432 32 12,5 55 57 308 7,30

Item no.
Size WLL tonnes Small eye dia. 

mm.
Big eye 
dia. mm.

Total length mm Weight (kg).

G-ALLOY-FLEX16 16 3.2 38 55 225 1.6

G-ALLOY-FLEX19 19 4.7 40 55 260 2.2

G-ALLOY-FLEX22 22 6.3 40 60 285 3.2.

G-ALLOY-FLEX25 25 8.3 50 68 330 5

- 81 - 
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STAINLESS STEEL SWIVEL D-TYPE

STAINLESS STEEL SWIVEL BOW-TYPE

Item no.
Big eye lenght 
dia mm.

Big eye width 
dia. mm.

Small eye length 
dia. mm.

Small eye width 
dia. mm

Total outside 
length mm.

Weight kg

G-12SSSD 35 30 28 33 140 0,40

G-16SSSD 40 38 33 41 180 0,76

G-19SSSD 50 38 35 47 200 1,30

Item no.
Big eye lenght 
dia mm.

Big eye width 
dia. mm.

Small eye length 
dia. mm.

Small eye width 
dia. mm

Total outside 
length mm.

Weight kg

G-12SSSB 46 45 28 33 157 0,44

G-16SSSB 63 58 33 41 206 0,97

G-19SSSB 71 69 35 47 231 1,53

– Stainless Steel AISI 316

– Stainless Steel AISI 316
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STAINLESS CARABINE HOOK
– Stainless Steel AISI 316

Item no. Thickness dia. mm. Outside length mm. Opening mm. Small eye dia. mm.

KH-316-06 6 60 8 9

KH-316-07 7 70 8 10

KH-316-08 8 80 9 12

KH-316-09 9 90 10 12

KH-316-10 10 100 11 15

KH-316-11 11 120 16 18

KH-316-12 12 140 19 20

KH-316-13 13 160 25 22

STAINLESS CARABINE HOOK

- Stainless steel AISI 316

No. Thickness dia. mm Outside length mm Opening mm Small eye dia. mm
KH-316-06 6 60 8 9
KH-316-07 7 70 8 10
KH-316-08 8 80 9 12
KH-316-09 9 90 10 12
KH-316-10 10 100 11 15
KH-316-11 11 120 16 18
KH-316-12 12 140 19 20
KH-316-13 13 160 25 22

STAINLESS CARABINE HOOK WITH LOCK SCREW

- Stainless steel AISI 316

No. Thickness dia. mm Outside length mm Opening mm Small eye dia. mm
KHML-316-06 6 60 7 9
KHML-316-07 7 70 10 10
KHML-316-08 8 80 11 11
KHML-316-09 9 90 11 13
KHML-316-10 10 100 12 16
KHML-316-11 11 120 19 18
KHML-316-12 12 140 20 20
KHML-316-14 14 180 42 22
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STAINLESS CARABINE HOOK WITH LOCK SCREW

– Stainless Steel AISI 316

STAINLESS CARABINE HOOK

- Stainless steel AISI 316

No. Thickness dia. mm Outside length mm Opening mm Small eye dia. mm
KH-316-06 6 60 8 9
KH-316-07 7 70 8 10
KH-316-08 8 80 9 12
KH-316-09 9 90 10 12
KH-316-10 10 100 11 15
KH-316-11 11 120 16 18
KH-316-12 12 140 19 20
KH-316-13 13 160 25 22

STAINLESS CARABINE HOOK WITH LOCK SCREW

- Stainless steel AISI 316

No. Thickness dia. mm Outside length mm Opening mm Small eye dia. mm
KHML-316-06 6 60 7 9
KHML-316-07 7 70 10 10
KHML-316-08 8 80 11 11
KHML-316-09 9 90 11 13
KHML-316-10 10 100 12 16
KHML-316-11 11 120 19 18
KHML-316-12 12 140 20 20
KHML-316-14 14 180 42 22
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Item no. Thickness dia. mm. Outside length mm. Opening mm. Small eye dia. mm.

KHML-316-06 6 60 7 9

KHML-316-07 7 70 10 10

KHML-316-08 8 80 11 11

KHML-316-09 9 90 11 13

KHML-316-10 10 100 12 16

KHML-316-11 11 120 19 18

KHML-316-12 12 140 20 20

KHML-316-14 14 180 42 22
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CARABINE HOOK
– E-galv.

Item no. Thickness dia. mm. Outside length mm. Opening mm. Small eye dia. mm.

KH-GALV-06 6 60 7 9

KH-GALV-07 7 70 10 10

KH-GALV-08 8 80 11 11

KH-GALV-09 9 90 11 13

KH-GALV-10 10 100 12 16

KH-GALV-11 11 120 19 18

KH-GALV-12 12 140 20 20

KH-GALV-14 14 180 42 22

CARABINE HOOK WITH LOCK SCREW

– E-galv.

Item no. Thickness dia. mm. Outside length mm. Opening mm. Small eye dia. mm.

KHML-GALV-06 6 60 7 9

KHML-GALV-07 7 70 7,5 10

KHML-GALV-08 8 80 8,5 11

KHML-GALV-09 9 90 9 13

KHML-GALV-10 10 100 10 16

KHML-GALV-11 11 120 16 18

KHML-GALV-12 12 140 18 20

KHML-GALV-14 14 180 39 22

STAINLESS CARABINE HOOK

- Stainless steel AISI 316

No. Thickness dia. mm Outside length mm Opening mm Small eye dia. mm
KH-316-06 6 60 8 9
KH-316-07 7 70 8 10
KH-316-08 8 80 9 12
KH-316-09 9 90 10 12
KH-316-10 10 100 11 15
KH-316-11 11 120 16 18
KH-316-12 12 140 19 20
KH-316-13 13 160 25 22

STAINLESS CARABINE HOOK WITH LOCK SCREW

- Stainless steel AISI 316

No. Thickness dia. mm Outside length mm Opening mm Small eye dia. mm
KHML-316-06 6 60 7 9
KHML-316-07 7 70 10 10
KHML-316-08 8 80 11 11
KHML-316-09 9 90 11 13
KHML-316-10 10 100 12 16
KHML-316-11 11 120 19 18
KHML-316-12 12 140 20 20
KHML-316-14 14 180 42 22
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STAINLESS CARABINE HOOK

- Stainless steel AISI 316

No. Thickness dia. mm Outside length mm Opening mm Small eye dia. mm
KH-316-06 6 60 8 9
KH-316-07 7 70 8 10
KH-316-08 8 80 9 12
KH-316-09 9 90 10 12
KH-316-10 10 100 11 15
KH-316-11 11 120 16 18
KH-316-12 12 140 19 20
KH-316-13 13 160 25 22

STAINLESS CARABINE HOOK WITH LOCK SCREW

- Stainless steel AISI 316

No. Thickness dia. mm Outside length mm Opening mm Small eye dia. mm
KHML-316-06 6 60 7 9
KHML-316-07 7 70 10 10
KHML-316-08 8 80 11 11
KHML-316-09 9 90 11 13
KHML-316-10 10 100 12 16
KHML-316-11 11 120 19 18
KHML-316-12 12 140 20 20
KHML-316-14 14 180 42 22
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STAINLESS QUICK LINK SHORT TYPE
– Stainless Steel AISI 316

STAINLESS QUICK LINK LONG TYPE
– Stainless Steel AISI 316

Item no. Thickness dia. mm. Outside length mm. Opening mm. Small eye dia. mm.

PLED-316-03,5 3,5 36 5 10

PLED-316-04 4 39,5 5,5 11,5

PLED-316-05 5 48,5 6,5 13

PLED-316-06 6 57 7,5 14,5

PLED-316-07 7 66 8,5 16

PLED-316-08 8 74 10,5 17,5

PLED-316-09 9 80 11 19

PLED-316-10 10 89 12 20,5

PLED-316-11 11 100 17 21

PLED-316-12 12 104,5 15 23,5

PLED-316-14 14 121 17 26,5

Item no. Thickness dia. mm. Inside length mm. Inside width  mm. Opening. mm.

LK-PLED-316-04 4 45 11,5 5,5

LK-PLED-316-06 6 58,5 14,5 7,5

LK-PLED-316-08 8 72 17,5 10,5

LK-PLED-316-10 10 85,5 20,5 12

LK-PLED-316-12 12 100 23,5 15

LK-PLED-316-14 14 112 25,5 18

STAINLESS QUICK LINK SHORT TYPE

- Stainless steel AISI 316

No. Thickness dia. mm Outside length mm Opening mm Small eye dia. mm
PLED-316-03,5 3,5 36 5 10
PLED-316-04 4 39,5 5,5 11,5
PLED-316-05 5 48,5 6,5 13
PLED-316-06 6 57 7,5 14,5
PLED-316-07 7 66 8,5 16
PLED-316-08 8 74 10,5 17,5
PLED-316-09 9 80 11 19
PLED-316-10 10 89 12 20,5
PLED-316-11 11 100 17 21
PLED-316-12 12 104,5 15 23,5
PLED-316-14 14 121 17 26,5

STAINLESS QUICK LINK LONG TYPE

- Stainless steel AISI 316

No. Thickness dia. mm Inside length mm Inside width mm Opening mm
K-PLED-316-04 4 45 11,5 5,5
K-PLED-316-06 6 58,5 14,5 7,5
K-PLED-316-08 8 72 17,5 10,5
K-PLED-316-10 10 85,5 20,5 12
K-PLED-316-12 12 100 23,5 15
K-PLED-316-14 14 112 25,5 18
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QUICK LINK WITH WIDE JAW
– E-galv.

Item no. Thickness dia. mm. Outside length mm. Opening mm. Small eye dia. mm.

PLED-GALV-03,5 3,5 46 5 10

PLED-GALV-04 4 53 5,5 11,5

PLED-GALV-05 5 62 6,5 13

PLED-GALV-06 6 70,5 7,5 14,5

PLED-GALV-07 7 79 8,5 16

PLED-GALV-08 8 88 10,5 17,5

PLED-GALV-10 10 105,5 12 20,5

PLED-GALV-12 12 124 15 23,5

QUICK LINK WITH WIDE JAW

- E-galv.

No. Thickness dia. mm Outside length mm Opening mm Small eye dia. mm
PLED­GALV­03,5 3,5 46 5 10
PLED­GALV­04 4 53 5,5 11,5
PLED­GALV­05 5 62 6,5 13
PLED­GALV­06 6 70,5 7,5 14,5
PLED­GALV­07 7 79 8,5 16
PLED­GALV­08 8 88 10,5 17,5
PLED­GALV­10 10 105,5 12 20,5
PLED­GALV­12 12 124 15 23,5
PLED­GALV­14 14

QUICK LINK PEAR SHAPED

- E-galv.

No. Thickness dia. mm Outside length mm Opening mm Outside width mm
PLED­P­GALV­06 6 80 14 42,8
PLED­P­GALV­08 8 100 17 50,8
PLED­P­GALV­10 10 117 20,5 63,5
PLED­P­GALV­12 12 140 23 76
PLED­P­GALV­14 14 151 21 69
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WELDED STAINLESS STEEL PEAR LINK
– Stainless Steel, AISI 316

WLL 5:1 Dia. mm. Weight

Item no. ton A B C kg/10

00-SPL12 1 70 35 15 0,22

00-SPL12L 0,8 125 65 24 0,33

00-SPL16 1,8 110 60 28 0,5

00-SPL19 3 120 70 36 0,8

00-SPL22 4,1 130 85 45 1,4

00-SPL25 5,1 160 100 45 2,2

00-SPL30 7,2 160 100 45 3

STAINLESS SKIRT RING

A B C

Item no. Dia. mm. mm. mm.

000-12-110 SKIRT 12 110 40 40

000-14-110 SKIRT 14 110 40 40

A

B C
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OVAL RING
– Stainless Steel AISI 316

Item no. Size Inside width mm. Inside length mm.

5413-3712   12 31 70

5413-3716 16 35 85

SPECTACLE RINGS
– Stainless Steel, AISI 316

Dia. mm. Weight

Item no. Dia. A B kg/10

000-10A75B60 10 75 60 44

000-12A75B75 12 75 75 75

000-12A75B75 12 75 75 75

000-14A75B75 14 75 75 105

000-16A90B90 16 90 90 160

000-19A90B90 19 90 90 219

000-22A110B110 22 110 110 370

000-25A110B110 25 110 110 501

000-25A150B150 25 150 150 630

B

Dia.

B

A

Item no. B
Dia. mm.

A
Inside hole dia. mm..

5410-370630 6 30

5410-370635 6 35

5410-370650 6 50

5410-370845 8 45

5410-370850 8 50

5410-370860 8 60

5410-370963 9 63

5410-370982 9 82

5410-371060 10 60

5410-371075 10 75

5410-371090 10 90

No. B
Dia. mm.

A
Inside hole dia. mm..

5410-3712105 12 105

5410-3712125 12 125

5410-3712150 12 150

5410-371275 12 75

5410-371290 12 90

5410-3714108 14 108

5410-371475 14 75

5410-371490 14 90

5410-3716150 16 150

5410-3719200 19 200

5410-371990 19 90

A

B

STAINLESS RING
– Stainless Steel, AISI 316
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BOW RING

FOOTROPE RING

A

B

C

D

A B C D

Item no. mm. mm. mm. mm.

1497-14108 108 65 34 14

A

B

C

D

A B C D

Item no. mm. mm. mm. mm.

000-1290126022 90 60 22 17

- 89 - 
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MASTER LINK

Item no. Size Thickness dia. 
mm.

Inside width 
mm

Inside length 
mm

WLL tonnes BLL tonnes

1501-1516 5/8 16 76 150 4,1 20,5

1501-1520 3/4 19 70 140 5,6 28

1501-1522 7/8 22 90 160 6,4 34

1501-1525 1 25 89 178 11 55

1501-1532 1 1/4 32 111 222 16,4 82

1501-1538 1 1/2 38 135 267 24,6 123

– Grade 80

MASTER RING / STAINLESS STEEL

Item no. A (Size) B C WLL (lb)

00-SSML10 3/8 ” 1-1/2 ” 3 ” 1,500

00-SSML13 1/2 ” 2-1/2 ” 5 ” 2,000

00-SSML16 5/8 ” 3 ” 6 ” 2,850

00-SSML20 3/4 ” 3-1/4 ” 6-1/2 ” 3,800

00-SSML25 1 ” 3-1/2” 7 ” 8,000

00-SSML32 1-1/4 ” 4/1/4 ” 8-3/4 ” 11,800

          Safety factor:  5 : 1
          Stainless steel AISA 316
         

MASTER LINK

- Grade 80

No. Size Thickness dia. mm Inside width mm Inside length mm WLL tonnes BL tonnes
MASTER-16 5/8 16 76 150 4,1 20,5
MASTER-19 3/4 19 70 140 5,6 28
MASTER-22 7/8 22 90 160 6,4 34
MASTER-25 1 25 89 178 11 55
MASTER-32 1 1/4 32 111 222 16,4 82
MASTER-38 1 1/2 38 135 267 24,6 123

VIKING RECESSED MASTER LINK

- Grade 80

No. Size tonnes Thickness dia. mm Inside width mm Inside length mm WLL tonnes BL tonnes
P-RING-10 10 21,5 37,5 101 10 50
P-RING-12 12 25 48 122 12 60
P-RING-15 15 30 75 170 15 75
P-RING-20 20 34 85 185 20 100
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COD END RINGS

Item no. Material Inside dia. mm. Outside dia. mm. Head kg. Weight kg. Measure m3 Qty/box

CER-41922 Nylon 30,5 43 300 5 0,020 1000

CER-42022 Nylon 31,2 48 450 8 0,038 1000

CER-42122 Nylon 38 55 400 10 0,038 1000

CER-42222 Nylon 44 69 800 24 0,074 1000

CER-42322 Nylon 60 80 500 20 0,074 1000

CER-49022 Nylon 60 89 1100 20 0,074 500

CER-49122 Nylon 90 124 1600 18 0,074 250

CER-49222 Nylon 114 151 2000 18 0,074 150

CER-49322 Nylon 110 154 2500 21 0,074 125

Standard color: White. Other colors on request.

SPACER RINGS

Item no. Material Inside dia. mm. Outside dia. mm.

SR-48022 Nylon 80 100



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

- 90 - - 91 - 



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

-92 - 

KELLY'S EYE
– Alloy Steel

Item no. Size
T

WLL
T

B.L. 
T

A
mm.

B
mm.

D
mm.

E
mm.

L
mm.

H
mm.

Weight/PC
kg

00-8-EVR-R-8T 8 8 40 36 48 36 65 176 14,5 1,47

00-8-EVR-R-10T 10 10 50 40 80 40 84 205 17 2,59

00-8-EVR-R-15T 15 15 75 52 90 40 66 185 17 2,2

00-8-EVR-R-20T 20 20 100 82 125 45,5 106 227,5 25 5,36

B

A

E
L

VIKING RECESSED MASTER LINK
– Grade 80

Item no.
Size in 
tonnes

Thickness 
dia. mm.

Inside width 
mm.

Inside length 
mm.

WLL 
tonnes

BLL tonnes

1405-1410 10 21,5 37,5 101 10 50

1405-1412 12 25 48 122 12 60

1405-1415 15 30 75 170 15 75

1405-1420 20 34 85 185 20 100
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KELLY EYE

Dimensions mm.

Item no. A B C SWLKg Weight kg

AM20 20 70 25 3.000 1,150

AM22 22 80 32 3.750 1,500

AM25 25 80 32 4.800 2,000

AM28 28 85 40 6.000 2,960

AM32 32 100 45 7.500 4,100

AM40 40 100 45 12.000 7,115

STOPPER

C
A

B

Dimensions mm.

Item no. A B C SWLKg Weight kg

OM20 20 67 28 3.000 1,265

OM22 22 77 35 3.750 2,380

OM25 25 77 35 4.800 2,500

OM28 28 82 40 6.000 2,755

OM32 32 97 45 7.500 3,775

OM40 40 97 45 12.000 4,260

C
A

B
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GUNNEBO MASTER LINK

SWL 4:1 Dia. mm. Weight

Item no. Ø ton A B kg

MF086-10 14 2,5 120 70 0,4

MF-108-10 17 4,0 140 80 0,8

MF-1310-10 22 7,5 160 95 1,5

MF1613-10 25 10,0 190 110 2,3

MF2016-10 40 17,0 240 140 5,3

MF2220-10 42 25,0 250 150 7,0

GUNNEBO MASTER LINK HDG

Item no. WLL t (SF 5:1) 
EN 1677-4

WLL t (SF 5:1) 
A-952/A952M

L E D Weight kg

MF-86-8-HDG 2,0 2,0 125 70 14 0,463

MF-108-8-HDG 3,2 3,2 140 80 17 0,753

MF-1310-8-HDG 5,4 5,4 160 95 22 1,517

MF-1613-8-HDG 8,2 8,2 190 110 28 2,775

Hot dip galvanized coating for an increased service lifetime, making the products well suited 
for use in maritime environments.

Material:                    		  High tensile steel, hardened and tempered, Grade 8/80
Temperature range:   	 -40°C to +200°C
Safety factor:             		 5:1
Standards:                 		  EN 1677-1:2008
                                 		  EN 1677-4:2008
                               		  ISO 1461:2009
                               		  Applicable parts of NS9415:2009
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GRABIQ MASTER GRAB MG

Chain WLL 4:1 Dimensions mm. Weight

Item no. mm. ton L A E D kg

MG06 6 1,5 145 88 60 15 0,5

MG08 8 2,5 171 92 60 18 0,9

MG10 10 4,0 211 113 75 22 1,8

MG13 13 6,7 261 138 90 26 3,5

MG16 16 10,0 311 157 105 31 6,1

GRABIQ MASTER GRAP DUO MGD

Chain WLL 4:1 Dimensions mm. Weight

Item no. mm. ton L A E D kg

MGD06 6 2,1 144 90 60 17 0,7

MGD08 8 3,5 171 100 75 21 1,3

MGD10 10 5,6 211 124 90 24 2,3

MGD13 13 9,5 262 149 105 31 5,2

MGD16 16 14,0 310 175 120 35 7,9
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GRABIQ PRE-ASSEMBLED LIFTING SLING

- Grade 100

Tekniske specifikationer

No. Code WLL tonnes Length m WLL tonnes choked Legs pcs Weight kg
GB-PRESLING-6G1 MG1-GBK-6-10 1,5 2 - 1 4,1
GB-PRESLING-8G1 MG1-GBK-8-10 2,5 3 - 1 6,4

GB-PRESLING-10G1 MG1-GBK-10-10 4,0 3 - 1 10,1
GB-PRESLING-6E1 MG1-EGKN-6-10 1,5 2 - 1 2,8
GB-PRESLING-8E1 MG1-EGKN-8-10 2,5 3 - 1 6,0
GB-PRESLING-10E1 MG1-EGKN-10-10 4,0 3 - 1 9,7
GB-PRESLING-6E2 MG2-EGKN-6-10 2,1 2 - 2 7,1
GB-PRESLING-8E2 MG2-EGKN-8-10 3,5 3 - 2 11,7
GB-PRESLING-10E2 MG2-EGKN-10-10 5,6 3 - 2 17,6
GB-PRESLING-6G2 MG2-GBK-6-10 2,1 2 - 2 7,3
GB-PRESLING-8G2 MG2-GBK-8-10 3,5 3 - 2 12,3

GB-PRESLING-10G2 MG2-GBK-10-10 5,6 3 - 2 18,9
GB-PRESLING-6C2 MG2-CL-6-10 2,1 6 1,6 2 12,4
GB-PRESLING-6C2 MG2-CL-8-10 3,5 6 2,7 2 21,8
GB-PRESLING-6C2 MG2-CL-10-10 5,6 6 4,4 2 34,9
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GRABIQ PRE-ASSEMBLED LIFTING SLING
– Grade 100

Item no. Code WLL 
tonnes

Length 
m.

WLL tonnes 
choked

Legs 
pcs.

Weight 
kg

GB-PRESLING-6G1 MG1-GBK-6-10 1,5 2 - 1 4,1

GB-PRESLING-8G1 MG1-GBK-8-10 2,5 3 - 1 6,4

GB-PRESLING-10G1 MG1-GBK-10-10 4,0 3 - 1 10,1

GB-PRESLING-6E1 MG1-EGKN-6-10 1,5 1 - 1 2,8

GB-PRESLING-8E1 MG1-EGKN-8-10 2,5 3 - 1 6,0

GB-PRESLING-10E1 MG1-EGKN-10-10 4,0 3 - 1 9,7

GB-PRESLING-6E2 MG2-EGKN-6-10 2,1 1 - 2 7,1

GB-PRESLING-8E2 MG2-EGKN-8-10 3,5 3 - 2 11,7

GB-PRESLING-10E2 MG2-EGKN-10-10 5,6 3 - 2 17,6

GB-PRESLING-6G2 MG2-GBK-6-10 2,1 2 - 2 7,3

GB-PRESLING-8G2 MG2-GBK-8-10 3,5 3 - 2 12,3

GB-PRESLING-10G2 MG2-GBK-10-10 5,6 3 - 2 18,9

GB-PRESLING-6C2 MG2-CL-6-10 2,1 6 1,6 2 12,4

GB-PRESLING-6C2 MG2-CL-8-10 3,5 6 2,7 2 21,3

GB-PRESLING-6C2 MG2-CL-10-10 5,6 6 4,4 2 34,9
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PRE-ASSEMBLED LIFTING SLING - FLEXILEG

Item no. Code WLL tonnes 
1-leg

WLL tonnes 
2-legs

WLL tonnes 3 
or 4-legs

LK-flexileg-6GBK Flexileg GBK, 6 mm, L=2m 1,5 2,1 3,15

LK-flexileg-6EGKN Flexileg EGKN, 6 mm, L=2m 1,5 2,1 3,15

LK-flexileg-8GBK Flexileg GBK, 8 mm, L=2m 2,5 3,5 5,2

LK-flexileg-8EGKN Flexileg EGKN, 8 mm, L=2m 2,5 3,5 5,2

LK-flexileg-10GBK Flexileg GBK, 10 mm, L=2m 4,0 5,6 8,4

LK-flexileg-10EGKN Flexileg EGKN, 10 mm, L=2m 4,0 5,6 8,4

LK-flexileg-13GBK Flexileg GBK, 13 mm, L=2m 6,7 9,5 14,0

LK-flexileg-13EGKN Flexileg EGKN, 13 mm, L=2m 6,7 9,5 14,0

LK-flexileg-16GBK Flexileg GBK, 16 mm, L=2m 10,0 14,0 21,0

LK-flexileg-16EGKN Flexileg EGKN, 16 mm, L=2m 10,0 14,0 21,0

– Grade 100
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MASTER LINK

Item no. WLL 
5:1
ton

L1
mm.

L
mm.

E
mm.

D
mm.

I
mm.

e
mm.

d
mm.

Weight 
kg

MTQ06-10 3,5 270 150 90 19 120 70 14 1,93

MTQ08-10 5,2 300 160 95 22 140 80 17 3,03

MTQ09-10 6,9 340 190 110 28 150 90 19 4,89

MTQ10-10 11,5 360 200 120 30 160 95 22 6,33

MTQ13-10 17,0 440 250 150 40 200 110 28 14,59

MTQ16-10 28,0 500 300 200 50 200 120 32 22,78

MTQ20-10 35,0 550 300 200 55 250 150 40 33,70

MTQ22-10 53,0 610 350 200 60 260 140 45 45,00

MTQ26-10 70,0 730 450 250 70 280 160 50 71,00

MTQ32-10 90,0 730 450 260 80 280 160 55 89,50
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TALURITS
–Wire ferrules - Copper - Type Z (as T-type) as DIN 3093

Item no. Size mm. Wire with fibre core 
mm.

Wire with steel core 
mm.

Weight 
kg/100

Qty/Box

T-015CZ  
T-02CZ    

1,5
2,0

1,1
1,6

1,5
2,0

0,9
1,2

1,1
1,6

0,045
0,094

1000
1000

T-025CZ  2,5 2,1 2,6 1,7 2,1 0,124 1000

T-03CZ    
T-035CZ  

3,0
3,5

2,7
3,2

3,1
3,6

2,2
2,7

2,6
3,1

0,330
0,520

500
500

T-04CZ    4,0 3,7 4,1 3,2 3,6 0,690 500

T-045CZ  
T-05CZ    

4,5
5,0

4,2
4,7

4,6
5,1

3,7
4,3

4,2
4,6

1,000
1,350

500
100

T-06CZ    6,0 5,2 6,1 4,7 5,5 2,100 100

T-065CZ  
T-07CZ    

6,5
7,0

6,2
6,7

6,6
7,2

5,6
6,1

6,0
6,5

2,600
3,460

100
100

T-08CZ    8,0 7,3 8,2 6,6 7,2 4,800 100

T-09CZ    
T-10CZ    

9,0
10,0

8,3
9,3

9,2
10,2

7,3
8,1

8,0
9,0

6,300
8,700

100
100

T-11CZ    11,0 10,3 11,2 9,1 10,0 10,600 100

T-12CZ    
T-13CZ    

12,0
13,0

11,3
12,3

12,2
13,2

10,1
11,1

11,0
12,0

14,000
18,100

100
100

T-14CZ    14,0 13,3 14,2 12,1 13,0 23,200 100

T-16CZ    
T-18CZ    

16,0
18,0

14,3
16,3

16,2
18,2

13,1
15,1

15,0
17,0

36,100
48,000

100
100

T-20CZ    20,0 18,3 20,2 17,1 19,00 52,100 100

Please note:
Above measurements are only meant as guides - combinations between brand of wire and power presses 
might end up differently.

–Net sounder cable repair

Item no. Size mm. Qty. box Material Weight kg/100

G-4880CO 4x8x80 50 Copper 1,50

G-4860SS 4x8x60 100 Stainless 0,85

G-4730ALU 4x7x30 100 Alu 0,50
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TALURITS
–Wire ferrules - Aluminium- end stops

Item no. Size 
mm.

Outside  
width mm.

Inside dia. 
mm.

Length 
mm.

Weight 
kg/100

Qty/box

T-02AR 
T-03AR

2,0
3,0

6,0
8,0

2,5
3,5

6,0
8,0

0,038
0,087

100
100

T-035AR 3,5 10,0 4,0 10,0 0,177 100

T-04AR 
T-045AR

4,0
4,5

8,0
10,0

4,5
5,0

8,0
10,0

0,074
0,158

100
100

T-05AR 5,0 12,0 5,5 12,0 0,288 100

T-06AR 
T-08AR

6,0
8,0

12,0
20,4

6,5
8,7

12,0
28,0

0,258
2,020

100
100

T-10AR 10,0 24,4 10,8 35,0 3,540 100

T-12AR
T-14AR

12,0
14,0

30,0
35,0

12,8
14,6

42,0
49,0

6,520
10,400

100
100

T-16AR 16,0 40,8 17,2 56,0 16,200 100

T-18AR
T-20AR

18,0
20,0

44,8
50,0

19,2
22,0

63,0
70,0

21,800
29,800

50
50

T-22AR 22,0 54,0 24,0 77,0 38,100 50

T-24AR
T-26AR

24,0
26,0

58,0
62,0

26,0
28,0

84,0
91,0

47,700
58,800

50
50

T-28AR 28,0 66,0 30,0 98,0 71,600 50

T-30AR 30,0 69,3 32,0 105,0 83,500 25

–Hammer press

Item no. Size mm. Length mm. Weight kg

HP-02 
HP-025

2,0
2,5

140
140

1,8
1,8

HP-03 3,0 140 1,8

HP-035
HP-04

3,5
4,0

140
140

1,8
1,8

HP-045 4,5 140 1,8

HP-05 5,0 140 1,8

–Hand crimping tool

Item no. Size mm. Length mm. Weight kg

HCT-025 2,5 - 3,5 - 4,5 730 2,5

HCT-020 2,0 - 3,0 - 4,0 730 2,5

Special requirements upon request.
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TALURITS
–Wire ferrules - Aluminium - Type Z (as T-type) Din 3093

Item no. Size mm. Wire with fibre core 
mm.

Wire with steel core 
mm.

Weight 
kg/100

Qty/Box

T-015AZ
T-02AZ

1,5
2,0

1,0
1,6

1,5
2,0

0,9
1,2

1,1
1,6

0,103
0,021

1000
1000

T-025AZ 2,5 2,1 2,6 1,7 2,1 0,050 1000

T-03AZ
T-035AZ

3,0
3,5

2,7
3,2

3,1
3,6

2,2
2,7

2,6
3,1

0,084
0,132

500
500

T-04AZ 4,0 3,7 4,1 3,2 3,6 0,181 500

T-045AZ
T-05AZ

4,5
5,0

4,2
4,7

4,6
5,1

3,7
4,3

4,2
4,6

0,215
0,353

500
100

T-06AZ 6,0 5,2 6,1 4,7 5,5 0,590 100

T-065AZ
T-07AZ

6,5
7,0

6,2
6,7

6,6
7,2

5,6
6,1

6,0
6,5

0,750
0,950

100
100

T-08AZ 8,0 7,3 8,2 6,6 7,2 1,300 100

T-09AZ
T-10AZ

9,0
10,0

8,3
9,3

9,2
10,2

7,3
8,1

8,0
9,0

2,030
2,640

100
100

T-11AZ 11,0 10,3 11,2 9,1 10,0 3,580 100

T-12AZ
T-13AZ

12,0
13,0

11,3
12,3

12,2
13,2

10,1
11,1

11,0
12,0

4,700
5,970

100
100

T-14AZ 14,0 13,3 14,2 12,1 13,0 7,500 100

T-16AZ
T-18AZ

16,0
18,0

14,3
16,3

16,2
18,2

13,1
15,1

15,0
17,0

11,250
16,400

100
100

T-20AZ 20,0 18,3 20,2 17,1 19,0 21,700 100

T-22AZ
T-24AZ

22,0
24,0

20,3
22,4

22,3
24,3

19,1
21,1

21,0
23,0

29,400
38,500

100
50

T-26AZ 26,0 24,4 26,3 23,1 25,0 47,600 50

T-28AZ
T-30AZ

28,0
30,0

26,4
28,4

28,3
30,3

25,1
27,1

27,0
29,0

60,000
73,400

25
25

T-32AZ 32,0 30,4 32,3 29,1 31,0 89,400 10

Please note:
Above measurements are only meant as guides - combinations between brand of wire and power presses 
might end up differently.
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TALURITS
–Wire ferrules - Steel- Cylindrical

Item no. Size 
mm.

Wire dimension, 
Robe dia.  mm.

Weight kg/100 Qty/box

T-09SC
T-10SC

9
10

9
10

5,5
8,0

100
100

T-12SC 12 12 13,2 100

T-14SC
T-16SC

14
16

14
16

21,3
32,1

50
50

T-18SC 18 18 40,0 50

Item no. No. Type Size 
mm.

Wire w/fibre & 
steel core mm.

CCL Swage code Weight 
kg.

Qty/box

T-16SF
T-16SFA

17 ST28 16-17 15,8
16,9

16,8
17,8

16
17

17,7 100

T-18SF 19 ST32 18-19 17,9 18,8 18 26,1 50

T-20SF
T-20SFA
T-20SFB

21 ST34 20-21 18,9
19,9
20,9

19,8
20,8
21,8

19
20
21

31,7 50

T-22SF
T-22SFA

23 ST38 22-23 21,9
22,9

22,8
23,8

22
23

40,5 50

T-24SF 25 ST42 24-25 23,9 24,8 24 56,8 50

T-26SF
T-26SFA
T-26SFB

27 ST44 26-28 24,9
25,9
26,9

25,8
26,8
27,8

25
26
27

68,5 50

T-30SF
T-30SFA

29 ST48 29-30 27,9
28,9

28,8
29,8

28
29

81,2 50

T-32SF 31 ST52 31-32 0 0 0 103,5 25

Please note:
Above measurements are only meant as guides - combinations between brand of wire and power presses 
might end up differently.

TALURITS FACON
–Wire ferrules - steel- slim steel 
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Item no. D mm. B mm. Nut size Box

G-WK-08 6 M6 SW10 1000

G-WK-10 8 M8 SW13 500

G-WK-13 10 M10 SW17 250

G-WK-16 12 M10 SW17 150

G-WK-19 12 M12 SW19 100

G-WK-22 14 M12 SW19 70

G-WK-26 14 M12 SW20 60

G-WK-30 16 M12 SW20 40

G-WK-34 16 M12 SW20 30

Stainless steel

WIRE ROPE CLIP

Item no. D mm. B mm. Nut size Box

G-8248402 2 M3 SW5,5 50

G-8248403 3 M3 Sw5,5 50

G-8248404 4 M4 SW7 20

G-8248405 5 M5 SW8 20

G-8248406 6 M6 SW10 20

G-8248408 8 M6 SW10 10

G-8248410 10 M8 SW13 10

G-8248412 12 M10 SW17 5

G-8248413 13 M10 SW17 5

G-8248416 16 M10 SW18 5

G-8248418 18 M12 SW19 1

G-8248422 22 M12 SW19 1
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KNIVES

Item no. Description

50503 Victorinox, curved edge, 6 cm

50303 Victorinox, straight edge, 6 cm

50433 Victorinox, wavy edge, 8 cm

67433 Victorinox, serrated handle, wavy edge, 
8 cm

67633 Victoriox, serrated handle, wavy edge, 
8 cm

68633 Bread knife, 21 cm

5376320 Fibrox filleting knife, flexible, 20 cm 
blade
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KNIVES

Item no. Description

39050 Grafting knife

390502 Grafting knife

390503 Grafting knife

67636-G

67636-P

67636-GUL

67636-O

Victorinox - curved handle,  
curved knife, 8 cm

Victorinox - curved handle,  
curved knife, 8 cm

Victorinox - curved handle,  
curved knife, 8 cm

Victorinox - curved handle,  
curved knife, 8 cm
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KNIVES

Item no. Description

5042790
78715

Knife sharpener
Victorinox - knifesharpener,  
handle type

78327 Victorinox Diamond Sharpening Steel

43323 Dual, knife-sharpener
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LEVER HOIST

Supplied as standard with 1.5 m height of lift (1 m for 250 kgs), but can be supplied with any other lift height required. 

Fully enclosed double pawl brake system. 

Zink-plated and fully calibrated load chain.

Item no. WLL kg Chain dim. mm. Lift height m. Chain loops. Weight kg

LK-ST250-2 250 4,0 1,0 1 1,9

LK-ST800-2 800 5,6 1,5 1 7,2

LK-ST1600-2 1600 7,1 1,5 1 11,3

LK-ST3200-2 3200 10,0 1,5 1 21,5

LK-ST6300-2 6300 10,0 1,5 2 30,9

LK-ST9000-2 9000 10,0 1,5 3 38,1
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MEASUREMENT EQUIPMENT

Measuring tape - 30 m / 100ft.

Measuring tape - 3 m.
- Hultafors, Milwaukee

Item no. Length m.

MT3 3,0

MT5 5,0

MT10 10,0

MT30 30,0

MT60 60,0

Ruler - 2 m.
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HAMMERS

Ice Hammer

Item no. Weight/kg.

P10H 1,0

P15H 1,5

P20H 2,0

P30H 3,0

P40H 4,0

Deck Hammer with short handle

Item no. Weight/kg.

PU30H 3,0

PU40H 4,0

PU50H 5,0

Deck Hammer with long handle
– Peddinghaus 
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Item no. Length/mm Weight/kg.

116LTP 725 2,0
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PUNCH

Punch for Hammerlocks
- Peddinghaus

CROWBAR

Item no. Size mm.

P02P 2

P03P 3

P04P 4

P05P 5

P06P 6

P07P 7

P09P 9

P10P 10

P12P 12
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Item no. Size inch. Length mm. Weight kg / pcs.

00-12300CB 12” 300 0,52

00-20500CB 20” 500 0,79

00-25625CB 25” 625 1,54

00-28710CB 28” 710 2,05

00-36900CB 36” 900 2,85
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ELECTRIC ROPE KNIVES

Spare Knife for HGS-0 Hot Knife Spare Knife for HGS-1 Hot Knife

Engel Hot Knife fype HSG-1

Remo Hot Knife table mount Engel Hot knife type HSG-0 220 Volt
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CUTTING MATERIALS

Cutting Discs - 6/9/11‘‘

Manual Wire Cutter

Item no. Size mm. Watt

AG800-125E 125 800

AG13-125XSPD 125 1250

AGV15-125XE 125 1550  (Variable)

AG22-230DMS 230 2200

Grinders
- Milwaukee.
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WRENCH TOOLS

Heavy Duty Air Impact Wrench
- Bato

Impact Sockets Ring Wrench

Item no. Size mm. Size inch.

Bato75109 2034 3/4“

Bato75104 1756 1/2“

Bato75103 1100 1/2“

- 115 - 
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WEBBING SLING

Item no. WLL tonnes Length m. Color

G-LS010600 1,0 6,0 Purple

G-LS000201 2,0 1,0 Green

G-LS000201,5 2,0 1,5 Green

G-LS000202 2,0 2,0 Green

G-LS000203 2,0 3,0 Green

G-LS000204 2,0 4,0 Green

G-LS000205 2,0 5,0 Green

G-LS000206 2,0 60, Green

G-LS000301,5 3,0 1,5 Yellow

G-LS000302 3,0 2,0 Yellow

G-LS000303 3,0 3,0 Yellow

G-LS000306 3,0 6,0 Yellow

G-LS000402 4,0 2,0 Grey

G-LS000404 4,0 4,0 Grey

G-LS000406 4,0 6,0 Grey

G-LS000408 4,0 8,0 Grey

G-LS000506 5,0 6,0 Red

G-LS000508 5,0 8,0 Red

G-LS222510 5,0 10,0 Red

G-LS000606 6,0 6,0 Brown

G-LS000608 6,0 8,0 Brown

G-LS000610 6,0 10,0 Brown

ROUNDSLING 1-12T

– According to DIN EN 1492-2, 100% Polyester fibers. The color indicates WLL-Safety factor 7:1, Length tolerance +/- 2%. 

– According to DIN EN 1492-2, 100% Polyester fibers. The color indicates WLL-Safety factor 7:1, Length tolerance +/- 2%. 

Item no. WLL 
tonnes

Length 
m.

Total 
length m.

GFG-RS0101 1,0 1,0 2,0

GFG-RS01015 1,0 1,5 3,0

GFG-RS0102 1,0 2,0 4,0

GFG-RS0103 1,0 3,0 6,0

GFG-RS0104 1,0 4,0 8,0

GFG-RS0201 2,0 1,0 2,0

GFG-RS02015 2,0 1,5 3,0

GFG-RS0202 2,0 2,0 4,0

GFG-RS0203 2,0 3,0 6,0

GFG-RS0204 2,0 4,0 8,0

GFG-RS0301 3,0 1,0 2,0

GFG-RS03015 3,0 1,5 3,0

GFG-RS0302 3,0 2,0 4,0

GFG-RS0304 3,0 4,0 8,0

GFG-RS0401 4,0 1,0 2,0

GFG-RS04015 4,0 1,5 3,0

GFG-RS0402 4,0 2,0 4,0

GFG-RS0404 4,0 4,0 8,0

Item no. WLL 
tonnes

Length 
m.

Total 
length m.

GFG-RS0501 5,0 1,0 2,0

GFG-RS05015 5,0 1,5 3,0

GFG-RS0502 5,0 2,0 4,0

GFG-RS0504 5,0 4,0 8,0

GFG-RS0601 6,0 1,0 2,0

GFG-RS06015 6,0 1,5 3,0

GFG-RS0602 6,0 2,0 4,0

GFG-RS0604 6,0 4,0 8,0

GFG-RS0801 8,0 1,0 2,0

GFG-RS08015 8,0 1,5 3,0

GFG-RS0802 8,0 2,0 4,0

GFG-RS0804 8,0 4,0 8,0

GFG-RS010015 10,0 1,5 3,0

GFG-RS01002 10,0 2,0 4,0

GFG-RS01004 10,0 4,0 8,0

GFG-RS012015 12,0 1,5 3,0

GFG-RS01202 12,0 2,0 4,0

GFG-RS01204 12,0 4,0 8,0
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RATCHET TIE DOWN 0,8T
– According to DIN EN 12195-2 

RATCHET TIE DOWN 3,0T
– According to DIN EN 12195-2

Item no. Color. WLL tonnes. Belt width mm.. Length m.

GFG-RTD082565 Blue 0,8 25 0,5+6,0

Item no. Color. WLL tonnes. Belt width mm.. Length m.

GFG-RTD03356 Blue 3,0 33 0,5+5,5

RATCHET TIE DOWN 5,0T
– According to DIN EN 12195-2

Item no. Color. WLL tonnes. Belt width mm.. Length m.

GFG-RTD05506 Orange 5,0 50 0,5+5,5

GFG-RTD055075 Orange 5,0 50 0,5+7,0

GFG-RTD05509 Orange 5,0 50 0,5+9,5
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STAINLESS STEEL ROPE SPLICING SPIKE WITH NYLON HANDLE

Stainless steel splicing spikes with nylon handles are used for easily and neatly 
splicing of various types of rope - mainly soft rope of synthetic or natural con-
struction.

They can also be used to open knots in Canvas.

Processing, stamping / High polishing.

Item no. A
mm.

B
mm.

000-SSS175NH 175 23

000SSS280NH 280 33

000SSS385NH 385 35

- Stainless Steel AISI 316

Item no. W
mm.

H
mm.

L 
mm.

GP8 33 41 102

HW70 36 40 125

GP8
SHOWELS

HW70
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BASKETS

Item no. Description

G-2514448 Fish basket 44 ltr. - orange with orange casted handles

G-2504448 Fish basket 44 ltr. - orange with white/grey handles

G-2504439 Fish basket 44 ltr. - red with white handles

G-2504407 Fish basket 44 ltr. - blue with white handles

G-2504405 Fish basket 44 ltr. - black with white/grey handles

G-2504404 Fish basket 44 ltr. - grey with white/grey handles

PROBABLY THE STRONGEST PLASTIC BASKET IN THE WORLD! 
Baskets have been used with success in the fishing industry for more than 25 years.

The basket is designet for harsh use, and is made from PELD, which makes it rigid, high-impact and able to  

withstand all kinds of weather. 

Moulded handles are made from Nylon, which make them solid and user-friendly

PELD is resistant to most acids and bases.

The baskets are produced in food-approved material.

Standard colors are black, grey, orange, blue and green. 

Other colors are available on request.

- 119- 



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

FENDERS

Item no. 520 623 822 827 839 1025 1035 1232 1242 1542 1550 2255 3282*

Diam. (mm) 125 150 200 200 200 250 250 300 300 380 380 550 800

Length (mm) 540 645 635 765 1055 700 940 880 1130 1070 1370 1465 2050

Buoyancy (kg) 5,0 6,5 14,0 23,0 34,0 29,0 39,0 43,0 55,0 85,0 116,0 215,0 720,0

Eye Diam. (mm) 18 18 28 28 28 28 28 28 28 32 32 32 32

4

Fenders
(Heavy duty)

Standard colours:  ROPE HOLDS = Black  FENDER = White, Blue or Navyblue
Optional colours: ROPE HOLDS = Grey, Blue, Navyblue or Red  FENDER = Black, Grey or Orange

The ultimate quality - designed & produced for maximum protection of your boat.
                   *) Standard with extra large rope hold with stainless steel insert - (stainless steel-eye insert is optional for all other sizes)
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FENDERS

Item no. B20 B30 B40 B50 B60 B75 B100* B120* B135* B210*

Diam. (mm) 160 240 320 405 480 610 810 965 1100 1650

Length (mm) 230 320 480 570 640 790 1040 1240 1280 2100

Buoyancy (kg) 2,0 8,0 23,0 46,0 72,0 118,0 280,0 540,0 675,0 2425,0

Eye Diam. (mm) 18 18 28 28 28 28 32 32 32 65

Circumf. (mm) 510 760 1015 1270 1525 1905 2540 3028 3429 5180

Balloon Fenders
(Heavy duty)

5

Standard colours:  ROPE HOLD = Black  FENDER = White or Orange
Optional colours: ROPE HOLD = Grey, Blue, Navyblue or Red  FENDER = Black, Grey, Blue, Navyblue or Yellow

All heavy duty products are produced with solid ROPE HOLDs for maximum strength.
*) Standard with extra large rope hold with stainless steel insert - (stainless steel-eye insert is optional for all other sizes)
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FENDERS

Protect your fenders against wear and tear and prevent
squeaking noises in harbour. Machinewash at 40ºC, polyester, 
possible to have logo or name embroidered.

Fender Covers
(High quality cover)

Colours: Navyblue, 
Black Grey or Red

Available Sizes for Heavy Duty Fenders:
520, 623, 822, 827, 1025, 1035, 1232, 1242, 1542, 1550.

Available Sizes for Balloon Fenders:
B40, B50, B60, B75.

6

Item no. 312L
 

416L
 

520L
 

623L
     

827L

Diam. (mm) 93 110 135 160 210

Length (mm) 355 460 540 630 765

Buoyancy (kg) 1,4 2,7 4,8 6,5 24,0

Eye Diam. (mm) 12 16 16 16 22

Light Fenders
(Light Fenders) Colours: White, Navyblue or Black
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FENDERS

Fender Covers
(High quality cover)

Better protection and easier to stow away.
Produced with solid rope hold and metal valve.

7

Single eye Fender
(designed for boats with low top-sides )

Item no. 712 814

Diam (mm) 170 210

Length (mm) 310 360

Buoyancy (kg) 4 7

Eye Diam. (mm) 18 18
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FENDERS

Item no. M30 M40 M50 M60 M75 M100

Diam. (mm) 240 320 405 480 605 810

Length* (mm) 290 380 460 500 650 850

Buoyancy (kg) 7,0 17,0 34,0 61,0 120,0 260,0

Rod Diam. (mm) 12 12 16 16 16 20

Circumf. (mm) 760 1015 1270 1525 1905 2540

16

*) Length measured without rod.
All rods are hot-galvanized and rilsan treated. Secured with self locking nut - available with short or long rod.

Mooring Buoys
(Heavy duty)

Colours: White or Red
Optional colours: Yellow or Blue
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FENDERS

17

Item no. PE M40 PE M50 PE M60 PE M75

Diam. (mm) 320 405 480 605

Length* (mm) 360 460 500 660

Buoyancy (kg) 17,0 34,0 61,0 120,0

Rod Diam. (mm) 12 16 16 16

Circumf. (mm) 1015 1270 1525 1905

*) Length measured without rod.
Made of hard polyethylene. Non inflatable, foam filled. All rods are hot-galvanized and rilsan treated.
Secured with self locking nut - available with short or long rod.

Mooring Buoys
(Polyethylene and foam filled) Colours: White or Red
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FENDERS

Item no. B20 B30 B40 B50 B60 B75 B100* B120* B135* B210*

Diam. (mm) 160 240 320 405 480 610 810 965 1100 1650

Length (mm) 230 320 480 570 640 790 1040 1240 1280 2100

Buoyancy (kg) 2,0 8,0 23,0 46,0 72,0 118,0 280,0 540,0 675,0 2425,0

Eye Diam. (mm) 18 18 28 28 28 28 32 32 32 65

Circumf. (mm) 510 760 1015 1270 1525 1905 2540 3028 3429 5180

20

All heavy duty products are produced with solid ROPE HOLDs for maximum strength.
*) Standard with extra large rope hold with stainless steel insert - (stainless steel-eye insert is optional for all other sizes)

Marker Buoys
(Heavy duty)

Standard colours:  ROPE HOLD = Black  BUOY = White or Red
Optional colours: BUOY = Black, Grey, Blue, Navyblue or Yellow
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FENDERS

22

Item no. B41 B51 B61

Diam. (mm) 320 405 480

Length (mm) 550 700 755

Buoyancy (kg) 23,0 46,0 72,0

Eye Diam. (mm) 18* / 28 28* / 28 28* / 28

Circumf. (mm) 10115 1270 1525

(Heavy duty)

Double Eye 
Marker Buoys

*) Top Eye diameter

Standard colours:  ROPE HOLDS = Black  BUOY = Red
Optional colours: BUOY = White
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POLYFORM FENDERS
POLYFORM FENDERS  
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Item no. Buoyancy
kg

Lenght.
mm

Diameter
mm

Eye diameter
mm

Weight 
kg

A0 5,7 / 3,4 280 210 22 0,60

A1 13,0 / 7,8 380 295 22 1,15

A2 32,0 / 19,2 500 390 25 2,10

A3 52,0 / 31,2 575 460 28 3,10

A4 90,0 / 54,0 710 550 28 4,10

A5 215,0 / 129,0 940 710 28 8,30

A6 405,0 / 243,0 1120 850 35 11,30

A7 670,0 / 402,0 1420 1100 60 21,00

A-series

All purpose buoys and fenders

In late 1955, Polyform produced the world's very first inflatable, all-plastic buoy in Aalesund, Norway. This was the first buoy in a series of 
buoys that was to become the POLYFORM® A-series, and they established the standard for buoy design and quality.

POLYFORM® A-series are produced in eight different sizes. Each model is designed and molded in order to offer a maximum of strength. 
The easily recognizable blue, rib-reinforced rope holds are solid right trough and are made by high pressure injection molding that 
secures the highest breaking strength.

The high quality and the seamless construction of POLYFORM buoys and fenders are part of the reason why professional users all over 
the world prefer the POLYFORM® A-series buoys - and why these buoys have become synonymous with »the best buoys money can buy«.
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PVC TAPE
– Stockvis, 3M, Perco.

Item no. Width mm.

PVC15B 15

PVC19B 19

PVC25B 25

PVC50B 50
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Description: 
Colour			   Black (BK)
Package Quantity		  10 reels (mandatory minimum)
Part description		  HTAPE-PROTECT250-PET-BK 
Product family		  HelaTape protect 250 
Product Group		  Wire Harness Tape - Strong, High Temperature Cloth Tape 

Product dimensions: 
Length (L) 		  20m / 25m 
Thickness (T)		  0,25mm / 0,15mm
Width (W)			  19mm / 15mm 

Material and specifications: 
Adhesion to Backing	 2.0N / 10mm 
Adhesion to Steel		  2.5N / 10mm 
Breaking strength		  180N / 10mm 
Elongation at break		 15%
ELV compliant (Article4-2)	 Yes 
Halogenefree		  Yes 
Hazardous good		  No 
Material			   Polyester (PET) 
Material			   PET 
Operating temperature	  -40 to +150°C 

Specifications: 
Tensile strength		  180N / mm²
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RUBBER STRAPS FOR CATCH SENSORS

Construction: 		  Pressure-formed oval rubber ring. 

Properties:		  Rubber tensioner in weather resistant EPDM-rubber with good tear resistance.  
			   Ageing resistant rubber that does not miss color.  
 
Field of application:		 Elastic fastening for tarpaulin, cover, etc. 

Color:			   Black or white  

Standard length:		  L=200 mm, 250 mm, 400 mm  
 
Other Information:		  Can also be delivered with assembled S-hook (See S-hook under Accessories). S=S-hook

Item no. Description

111031 Rubber straps for scanmar, L=200 mm 

111033 Rubber straps for scanmar, L=250 mm 

111035 Rubber straps for scanmar, L=400 mm 
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NET NEEDLES

Item no. Color Length mm./inch Width mm./inch Thickness Pcs. per bag

24.610.03 White, 10'' 251 / 9 7/8'' 35 / 3/8'' 6,3 / 1/4'' 25

24.612.03 White, 12'' 300 / 11 13/16'' 39,2 / 1 9/16'' 7,3 / 5/16'' 25

24.614.03 White, 14'' 351 / 13,82'' 39,2 / 1 9/16'' 7,3 / 5/16'' 25

24.616.03 White, 16'' 403 / 15,87'' 42,3 / 1 11/16'' 7,3 / 5/16'' 25

24.620.03 White, 20'' 499 / 19,65'' 50,6 / 2'' 8,5 / 5/16'' 25

YELLOW NEEDLES

Item no. Length mm./inch Width mm./inch Weight  per bag kg. Pcs. per bag

10211M5 141 8 0,14 50

10211M6 172 10 0,27 50

10211M7 172 12 0,34 50

10211M8 128 13 0,24 50

10211M9 188 14 0,57 50

10211M10 150 15 0,35 50

10211M12 168 21 0,55 50

10211M14 204 25 0,80 50

10211M16 240 27 1,46 50
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Item no. Description Length mm.

FFB-065110 Net needle 6.5 x 110 mm

FFB-065130 Net needle 6.5 x 130 mm

FFB-085110 Net needle 8.5 x 110 mm

FFB-085130 Net needle 8.5 x 130 mm

FFB-085160 Net needle 8.5 x 160 mm

FFB-085180 Net needle 8.5 x 180 mm

FFB-10110 Net needle 10 x 110 mm

FFB-10120 Net needle 10 x 120 mm

FFB-10130 Net needle 10 x 130 mm

FFB-10170 Net needle 10 x 170 mm

FFB-10200 Net needle 10 x 200 mm

FFB-12120 Net needle 12 x 120 mm

FFB-12130 Net needle 12 x 130 mm

FFB-12170 Net needle 12 x 170 mm

FFB-12200 Net needle 12 x 200 mm

FFB-14130 Net needle 14 x 130 mm

FFB-14145 Net needle 14 x 145 mm

FFB-14180 Net needle  14 x 180 mm

FFB-14200B Net needle 14 x 200 mm

FFB-14200B Net needle - serrated  14 x 200 mm

FFB-16130 Net needle 16 x 130 mm

FFB-16150 Net needle 16 x 150 mm

Item no. Description Length mm.

FFB-16180 Net needle 16 x 180 mm

FFB-16200 Net needle 16 x 200 mm

FFB-16200B Net needle - serrated 16 x 200 mm

FFB-16240 Net needle 16 x 240 mm

FFB-18160 Net needle 18 x 160 mm

FFB-18200 Net needle 18 x 200 mm

FFB-18250 Net needle 18 x 250 mm

FFB-20155 Net needle 20 x 155 mm

FFB-20175 Net needle 20 x 175 mm

FFB-20200 Net needle 20 x 200 mm

FFB-20250 Net needle 20 x 250 mm

FFB-27200 Net needle 27 x 200 mm

FFB-27250 Net needle 27 x 250 mm

FFB-27280 Net needle 27 x 280 mm

FFB-27310 Net needle 27 x 310 mm

FFB-32250 Net needle 32 x 250 mm

FFB-32280 Net needle 32 x 280 mm

FFB-32310 Net needle 32 x 310 mm

FFB-33250 Net needle 33 x 250 mm

FFB-33280 Net needle 33 x 280 mm

FFB-33310 Net needle 33 x 310 mm

FORM FINÉR NEEDLES
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WORK GLOVES
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– SHOWA 7580

Single use glove, 100% nitrile, cobalt blue, powder free, silicone free, 240 mm long by o,20 mm thick.

Benefits:
• Thicker glove provide more resistance to chemicals.
• 	 Avoids latex allergies risks type I and type IV.
• 	 High protection performance against penetration and protection of chemicals.
• 	 Chlorinated glove to offer more comfort and to reduce tackiness.
• 	 Second skin feel, softer texture and easy donning.
• 	 Low-modulus formulation to improve fit and reduce fatique.
• 	 Textured finish on fingertips to enhance grip.

Features:
• 	 100% nitrile without plasticizers, powder free and silicone free.
• 	 SHOWA quality: AQL 0.65.
• 	 Double chlorination.
• 	 Force at break: 20N.
• 	 Elongation at break (%) = 500.
• 	 Dual labelling: PPE and medical device.
• 	 240 mm length and 0,20 mm thickness.

Item no. Item size

Showa7580-S 6-7 / S 

Showa7580-M 7-8 / M

Showa7580-L 8-9 / L

Showa7580XL 9-10 / XL 

 - Ninja® Maxim Cool.

Features:
•	 Coating: Proprietary NFT    Coating.
•	 Excellent breathability: Provides excellent 360° breathability.
•	 Excellent grip: Soft, tectured NFT    Coating with the 'micro-capillaries' 
          finish channels away excessive fluid from surface keeping hands dry and cool 
          from inside out, providing excellent grip in oily environments.
•	 Ergonomic design: Its ergonomic design allows minimum hand fatique,   

increasing productivity and comfort.
•	 Abrasion resistance: The NFT    Coating is especially abrasion resistant making Ninja® 

Maxim Cool gloves long-lasting and durable.

Features:
•	 Mining - Inspection - Goods handling and transport - Fabrication - Automotive -  

Maintenance - General assembly.

TM

TM

TM

Item no. Item size Ninja® Reference Carton QTY Pack QTY

NIMXCLNFTGY00S 7 / S NMX00 144 12

NIMXCLNFTGY00M 8 / M -

NIMXCLNFTGY00L 9 / L Finish Coating Coating colour Liner Liner colour

NIMXCLNFTGY00XL 10 / XL Foam Palm and 
knuckle

Black 15 GG Nylon and spandex 
knitted liner

Grey

NIMXCLNFTGY02XL 11 / 2XL

WORK GLOVES
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TRAWL WIRE COMPACT 6X25 + FC

Compact 6x19/25 + FC

Item no. Dim. mm Construction Steel area mm2 Approx. mass kg/m BLL kN BLL kP

C19-0140-004M 14 6x19 SE + FC 90,5 0,82 131,5 13,400

C19-0160-004M 16 6x19 SE + FC 121,6 1,08 175,6 17,900

C19-0180-114M 18 6x19 SE + FC 150,7 1,36 217,8 22,200

C19-0200-004M 20 6x25 SE + FC 177,2 1,61 255,1 26,000

C19-0220-004M 22 6x25 SE + FC 208,0 1,88 299,2 30,500

C19-0240-004M 24 6x25 SE + FC 242,5 2,19 348,3 35,500

C19-0260-004M 26 6x25 SE + FC 278,4 2,52 400,2 40,800

C19-0265-004M 26,5 6x25 SE + FC 305,0 2,75 437,5 44,600

C19-0280-004M 28 6x25 SE + FC 336,2 3,03 482,7 49,200

C19-0300-004M 30 6x25 SE + FC 384,5 3,47 552,3 56,300

C19-0320-004M 32 6x25 SE + FC 443,2 4,00 638,6 65,100

C19-0340-004M 34 6x27 SE + FC 496,8 4,50 716,1 73,000

C19-0360-004M 36 6x27 SE + FC 525,0 4,77 759,3 77,400

C19-0380-004M 38 6x29 SE + FC 613,7 5,57 885,8 90,300

C19-0400-004M 40 6x29 SE + FC 681,6 6,00 987,9 100,700

C19-0420-004M 42 6x29 SE + FC 753,7 6,83 1096,8 111,800

C19-0440-004M 44 6x29 SE + FC 818,0 7,4 1190,9 121,400

      Right hand regular lay - Preformed. 
      Galvanized. 
      
Tensile strength: Duel 1570 1770 N/mm2
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TRAWL WIRE COMPACT 6X25 + IWRC

Compact 6x19/25 + IWRC

Item no. Dim. mm Construction Steel area mm2 Approx. mass kg/m BLL kN BLL kP

C19-0140-304M 14 6x19 SE + IWRC 103,5 0,90 151,1 15,400

C19-0160-304M 16 6x19 SE + IWRC 139,4 1,21 203,1 20,700

C19-0180-304M 18 6x19 SE + IWRC 174,1 1,52 254,1 25,900

C19-0200304M 20 5x25 SE + IWRC 206,9 1,82 301,2 30,700

C19-0220-304M 22 6x25 SE + IWRC 241,3 2,12 354,1 36,100

C19-0240-304M 24 6x25 SE + IWRC 284,7 2,50 414,0 42,200

C19-0260-304M 26 6x25 SE + IWRC 323,0 2,83 468,9 47,800

C19-0265-304M 26,5 6x25 SE + IWRC 349,6 3,07 506,2 51,600

C19-0280-304M 28 6x25 SE + IWRC 392,5 3,44 574,9 58,600

C19-0300-304M 30 6x25 SE + IWRC 442,1 3,87 647,5 66,000

C19-0320-304M 32 6x25 SE + IWRC 518,0 4,55 760,3 77,500

C19-0340-304M 34 6x27 SE + IWRC 577,1 5,08 836,8 85,300

C19-0360-304M 36 6x27 SE + IWRC 611,0 5,37 892,7 91,000

C19-0380-304M 38 6x29 SE + IWRC 705,7 6,20 1030,1 105,000

C19-0400-304M 40 6x29 SE + IWRC 785,7 6,90 1148,8 117,100

C19-0420-304M 42 6x29 SE + IWRC 864,4 7,59 1265,5 129,000

C19-0440-304M 44 6x29 SE + IWRC 935,4 8,21 1369,5 139,600

      Right hand regular lay - Preformed. 
      Galvanized. 
      
Tensile strength: Duel 1570 1770 N/mm2
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TRAWL WIRE 6X19 + FC
      Right hand regular lay - Preformed. 
      Galvanized. 
      
Tensile strength: Duel 1570 1770 N/mm2 

6 x 19 + FC

Item no. Dim. mm Construction Steel area mm2 Approx. mass kg/m BLL kN BLL kP

S19-011-001M 10 6x19 SE + FC 40,0 0,37 54,0 5,500

S19-0120-001M 12 6x19 SE +FC 55,4 0,51 75,0 7,650

S19-0140-001M 14 6x19 SE + FC 75,0 0,69 102,0 10,400

S19-0160-001M 16 6x19 SE + FC 97,0 0,89 131,5 13,400

S19-0180-001M 18 6x19 SE + FC 123,1 1,13 166,8 17,000

S19-0200-001M 20 6x19 SE + FC 158,2 1,45 213,9 21,800

S19-0220-001M 22 6x19 SE + FC 191,1 1,75 258,0 26,300

S19-0240-001M 24 6x19 SE + FC 222,7 2,04 301,2 30,700

S19-0250-001M 26 6x19 SE + FC 277,6 2,54 375,7 38,300

S19-0280-001M 28 6x19 SE + FC 305,9 2,80 414,0 42,200

S19-0300-001M 30 6x19 SE + FC 361,2 3,30 488,5 49,800

S19-0320-001M 32 6x19 SE + FC 418,3 3,82 566,0 57,700

S19-0340-001M 34 6x19 SE + FC 449,9 4,12 601,4 61,300
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TRAWL WIRE 6X19 + IWRC
 

6 x 19 + IWRC

Item no. Dim. mm Construction Steel area mm2 Approx. mass kg/m BLL kN BLL kP

S19-0140-601M 14 6x19 SE + IWRC 85,2 0,74 108,9 11,100

S19-0140-601M 16 6x19 SE + IWRC 109,8 0,98 145,2 14,800

S19-0140-601M 18 6x19 SE + IWRC 139,6 1,24 184,4 18,800

S19-0140-601M 20 6x19 SE + IWRC 179,7 1,60 238,4 24,300

S19-0140-601M 22 6x19 SE + IWRC 215,8 1,92 286,4 29,200

S19-0140-601M 24 6x19 SE + IWRC 252,9 2,25 335,5 34,200

S19-0140-601M 26 6x19 SE + IWRC 315,0 2,81 416,9 42,500

S19-0140-601M 28 6x19 SE + IWRC 350,6 3,12 465,0 47,400

S19-0140-601M 30 6x19 SE + IWRC 409,9 3,66 543,5 55,400

S19-0140-601M 32 6x19 SE + IWRC 475,3 4,23 630,8 64,300

S19-0140-601M 34 6x19 SE + IWRC 516,6 4,60 701,4 71,500

      Right hand regular lay - Preformed. 
      Galvanized. 
      
Tensile strength: Duel 1570 1770 N/mm2 
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BRIDLEWIRE / PREFABRICATED BRIDLES

We supply only the best quality bridles on the market.

Our bridles can be supplied pressed with talorit and thimbles, or hand spliced.

We prefer to use Compact wire. Compact wire gives your bridles a longer life.

Bridlewire 6 x 19 Seale + FC 
Standard dimensions:

16 mm, 18 mm, 20 mm, 22 mm, 24 mm, 26 mm, 
28 mm, 30 mm, 32 mm

Compact 6 x 19 + IWRC 
Standard dimensions:

16 mm, 18 mm, 20 mm, 22 mm, 24 mm, 26 mm, 
28 mm, 30 mm, 32 mm

Compact 6 x 19 + FC 
Standard dimensions:

16 mm, 18 mm, 20 mm, 22 mm, 24 mm, 26 mm, 
28 mm, 30 mm, 32 mm

BRIDLEWIRE 
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6-STRAND LOW. ROTATION COMBINATION ROPES + IWRC

Item no. Dia. mm Dim. inch Construction Steel area mm2 Approx. mass kg/m BLL kN BLL kp

TD8-0440-90IG 44 1 3/4 6x8 228,3 2,70 358,1 36,500

TD8-0480-90IG 48 1 7/8 6x8 246,0 3,05 383,6 39,100

TD8-0520-90IG 52 2 1/16 6x8 307,6 3,70 469,9 47,900

TD0560-90IG 56 2 1/4 6x8 364,2 4,33 554,3 56,500

TD8-0580-90IG 58 2 5/16 6x8 401,0 4,81 609,2 62,100
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Slightly elevated sweeps, keep the angle of attack on 
the sweeps more consistent, and reduce the friction .
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6-STRAND COMBINATION ROPE + IWRC

Item no. Dim. mm Dim. inch Construction Steel area mm2 Approx. mass kg/m BLL kN BLL kP

T06-0080-601A 8 5/16 6x6 7,9 0,09 15,7 1,600

T06-0100-601A 10 13/32 6x6 13,0 0,15 25,5 2,600

T06-0120-601A 12 15/32 6x6 17,1 0,20 31,4 3,200

T08-0140-601A 14 9/16 6x8 23,8 0,28 45,6 4,650

T08-0160-601A 16 5/8 6x8 32,4 0,37 60,8 6,200

T08-0180-601A 18 23/32 6x8 40,3 0,46 74,6 7,600

T08-0200-601A 20 13/16 6x8 51,6 0,59 95,2 9,700

T08-0220-601A 22 7/8 6x8 81,9 0,87 139,3 14,200

T08-0240-601A 24 15/16 6x8 99,4 1,04 167,7 17,100

T08-0260-601A 26 1 6x8 110,2 1,17 186,4 19,000

T08-0280-601A 28 1 1/8 6x8 125,4 1,33 211,9 21,600

T08-0300-601A 30 1 3/16 6x8 146,3 1,54 245,3 25,000

T08-0320-601A 32 1 1/4 6x8 171,5 1,78 285,5 29,100

T08-0340-601A 34 1 3/8 6x8 183,9 1,94 303,1 30,900

T08-0360-601A 36 1 13/12 6x8 213,2 2,21 345,3 35,200

T08-0380-601A 38 1 1/2 6x8 233,1 2,42 370,8 37,800

T08-0400-601A 40 1 9/16 6x8 256,9 2,73 402,2 41,000

      Right hand ordinary lay - Preformed Steel wire strands covered with PP split film
      Blue with white marking yarn in one strand. 
      Galvanized. 

Tensile strength: 1570 N/mm2.

6-strand combination rope

- 142 - 



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

- 142 - 

LOW ROTATION STEEL WIRE

6 x (1-6) +WSC

Item no. Dim. mm Construction Approx. weight kg/m BLL kN BLL kP

X35-0100-303Z 10,0 35 x 7 + WSC 0,45 76,0 7.747

X35-0110-303Z 11,0 35 x 7 + WSC 0,54 91,0 9.276

X35-0120-303Z 12,0 35 x 7 + WSC 0,65 107,0 10.907

X35-0130-303Z 13,0 35 x 7 + WSC 0,76 128,0 13.048

X35-0140-303Z 14,0 35 x 7 + WSC 0,88 148,0 15.087

X35-0150-303Z 15,0 35 x 7 + WSC 1,01 169,0 17.227

X35-0160-303Z 16,0 35 x 7 + WSC 1,15 194,0 19.776

X35-0180-303Z 18,0 35 x 7 + WSC 1,45 242,0 24.669

X35-0200-303Z 20,0 35 x 7 + WSC 1,79 301,0 30.683

X35-0220-303Z 22,0 35 x 7 + WSC 2,17 370,0 37.717

X35-0240-303Z 24,0 35 x 7 + WSC 2,58 441,0 44.954

X35-0260-303Z 26,0 35 x 7 + WSC 3,03 517,0 52.701

X35-0280-303Z 28,0 35 x 7 + WSC 3,51 599,0 61.060

X35-0300-303Z 30,0 35 x 7 + WSC 4,03 679,0 69.215

X35-0320-303Z 32,0 35 x 7 + WSC 4,59 769,0 78.389

X35-0340-303Z 34,0 35 x 7 + WSC 5,18 868,0 88.481

X35-0360-303Z 36,0 35 x 7 + WSC 5,81 903,0 92.049

      Right hand regular lay - Preformed. 
      Galvanized. 
      
Tensile strength: 1960 N/mm2 

Dimensions stated for information only. Other dimensions and constructions on request. 
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COOKIE SWEEPERS

      Wire can be either regular or compact. Cookies are all out of conveyor belt. 
      Tube thimbles at the end for best protection of eyes, and compressed with steel fair rule.       	
      Rubber is compressed to ensure no bare wire.

Item no. Length Ft / m. Wire dia. mm. Cookie dia. » / mm.

902275 90 / 27,5 22 3 / 75

902675 90 / 27,5 26 3 / 75

902875 90 / 27,5 28 3 / 75

903275 90 / 27,5 32 3 / 75

1502275 150 / 45,7 22 3 / 75

1502675 150 / 45,7 26 3 / 75

1502875 150 / 45,7 28 3 / 75

1503275 150 / 45,7 32 3 / 75

9828100 90 / 27,5 28 4 / 100

9032100 90 / 27,5 32 4 / 100

1202675 120 / 36,5 26 4 / 100

1203275 120 / 36,5 32 4 / 100

302675 98 / 30 26 4 / 100

302875 98 / 30 28 4 / 100

303275 98 / 30 32 4 / 100
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NETSOUNDER CABEL
–11.0 mm (0.433”) 2-CONDUCTORS CABLE EuroData® CX 1100 2Q43

      
Properties:
      Cable Diameter: 				   11.00mm + 0.127mm – 0.051mm 
      Minimum Sheave Diameter: 		  510 mm
      Cable Stretch Coefficient: 			   0.85 m/km/5kN

      
Electrical:
      Maximum Conductor Voltage: 		  1,500 VDC Central Conductor 
                                                                  	  	 1,000 VCD Server Conductor 
      Conductor AWG Rating: 			   15 Central Conductor
					     12 Server Conductor
      Minimum Insulation Resistance:		  457 MΩ/km @ 500VDC			 
      Armor Electrical Resistance: 		  4.5 Ω/km
      
Mechanical:
      Cable Breaking Strength: 			   Ends Fixed: 78.3 kN, Nominal 
      Maximum Suggested Working Tension: 	 39.2 kN
      Number and Size of Wires:			   Inner Armor: 0.991 mm
   					     Outer Armor: 1.257 mm
      Average Wire Breaking Strength:		  Inner Armor: 1.59 KN
					     Outer Armor: 2.56 KN

Item no. Core Description Cable Weight

Temp. rating
ºF 
ºC

Plastic type Insulation 
Thickness 
in mm.

Copper 
Construction
in mm.

Res. Typical

Ω/km
Cap. Typical

pf/m
O.D. each
in mm.

In air
kg/km

In H2O
kg/km

2Q43PE 190
88

HDPE 0.0535
1.359
0.030
0.762

19 x 0.0142
19 x 0.361
45 x 0.0119
19 x 0.325

2.9
9.4
1.9
6.2

45
148
285
935

0.178
4.521
0.262
6.655

302
450

250
372

      The armor wires are high tensile, Galvanized Extra Improved Plow Steel (GEIPS). Wires are preformed. 
      Core assembly – Copper strand consists of nineteen wires around one center wire; then a coaxial arrangement
      45x0.0119. Voids in the copper strand are filled with a water-blocking agent to reduce water and gas migration.
      Conductor resistance is measured at 68 deg. F.		
      The temperature rating assumes a normal gradient for both temperature and weight.
      All values shown are nominal or typical values.
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NETSOUNDER CABEL
–9.2 mm (0.363”) MONOCONDUCTOR CABLE Eurodata® MC 920 1Q36

      
Properties:
      Cable Diameter: 				   9.2 mm  +/- 0.127mm 
      Minimum Sheave Diameter: 		  510 mm
      Cable Stretch Coefficient: 			   1.46 m/km/5kN

      
Electrical:
      Maximum Conductor Voltage: 		  1,500 VDC Central Conductor 
      Conductor AWG Rating: 			   19 Central Conductor
      Minimum Insulation Resistance:		  457 MΩ/km @ 500VDC			 
      Armor Electrical Resistance: 		  5.53 Ω/km
      
Mechanical:
      Cable Breaking Strength: 			   Ends Fixed: 66.75 kN, Nominal 
      Maximum Suggested Working Tension: 	 33.37 kN
      Number and Size of Wires:			   Inner Armor: 1.130 mm
   					     Outer Armor: 1.257 mm
      Average Wire Breaking Strength:		  Inner Armor: 2.17 kN
					     Outer Armor:2.68 kN	

Item no. Core Description Cable Weight

Temp. rating
ºF 
ºC

Plastic type Insulation 
Thickness 
in mm.

Copper 
Construction
in mm.

Res. Typical

Ω/km
Cap. Typical

pf/m
O.D. each
in mm.

In air
kg/km

In H2O
kg/km

1Q36RD 190
88

LLDPE 0.0675
1.715=

17 X 0.0142
7 X 0.361

8.7
28.6

30.0
98.43

0.183
4.648

221
329

183
272

      The armor wires are high tensile, Galvanized Extra Improved Plow Steel (GEIPS), and coated with anti-corrosion compound for  
      protection during shipping and storing. Wires are preformed.
      Core assembly – Copper strand consists of six wires around one center wire. Voids in the copper strand are filled with a  
      water-blocking agent to reduce water and gas migration. Conductor resistance is measured at 68 deg. F.
      The temperature rating assumes a normal gradient for both temperature and weight.
      The temperature rating assumes a normal gradient for both temperature and weight.
      All values shown are nominal or typical values.
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WEAR STEEL & DOOR SHOES

- 149 - 



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

WEAR STEEL & DOOR SHOES

Item no. Keel size in mm. kg

GFG 125-1 120 55

GFG 145-1 140 58

- Bolt on shoe

Item no. Keel size in mm. kg

A500 Any 26
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WEAR STEEL & DOOR SHOES

- 151 - 

GFG 125-1  +  125-2 Bolt on shoe and slippers welded under for 120 mm keel.
GFG 145-1  +  145-3 Bolt on shoe and slippers welded under for 140 mm keel.
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WEAR STEEL & DOOR SHOES

Item no. Keel size in mm. kg

GFG 125-2 120 35

GFG 145-2 140 40

- Double wear angle
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HARDOX
– We have on stock hardox 500

– Other sizes available upon request

BOLT & NUTS

Hardox

we have on stock hardox 500.

Hardox 500 

No. Thickness mm Width mm Length mm
HARD­140 30 140 490
HARD­160 50 160 495
HARD­195 50 195 495
HARD­220 50 220 495
HARD­270 50 270 495

Bolt & Nuts

­ Other sizes available upon request.

No. Bolt size mm No. Nut size mm
GFG­20150 20x150 GFG­N­20 20
GFG­24150 24x150 GFG­N­24 24
GFG­24160 24x160 GFG­N­24 24
GFG­24180 24x180 GFG­N­24 24
GFG­27180 27x180 GFG­N­27 27
GFG­27200 27x200 GFG­N­27 27
GFG­27220 27x220 GFG­N­27 27
GFG­30180 30x180 GFG­N­30 30
GFG­30200 30x200 GFG­N­30 30
GFG­30220 30x220 GFG­N­30 30
GFG­30240 30x240 GFG­N­30 30

Marsvej 6 • 9300 Sæby • Denmark
www.greenlinefishinggear.com • info@greenline.nu

Hardox

we have on stock hardox 500.

Hardox 500 

No. Thickness mm Width mm Length mm
HARD­140 30 140 490
HARD­160 50 160 495
HARD­195 50 195 495
HARD­220 50 220 495
HARD­270 50 270 495

Bolt & Nuts

­ Other sizes available upon request.

No. Bolt size mm No. Nut size mm
GFG­20150 20x150 GFG­N­20 20
GFG­24150 24x150 GFG­N­24 24
GFG­24160 24x160 GFG­N­24 24
GFG­24180 24x180 GFG­N­24 24
GFG­27180 27x180 GFG­N­27 27
GFG­27200 27x200 GFG­N­27 27
GFG­27220 27x220 GFG­N­27 27
GFG­30180 30x180 GFG­N­30 30
GFG­30200 30x200 GFG­N­30 30
GFG­30220 30x220 GFG­N­30 30
GFG­30240 30x240 GFG­N­30 30

Marsvej 6 • 9300 Sæby • Denmark
www.greenlinefishinggear.com • info@greenline.nu

WELDING RODS & GOUGING CARBON ELECTRODE

Item no. Thickness mm. Width mm. Length mm. Weight

HARD-140 30 140 490 16

HARD-160 50 160 495 31

HARD-195 50 195 495 38

HARD-220 50 220 495 49

HARD-270 50 270 495 53

Item no. Bolt size mm. No. Nut size mm.

GFG-20150 20x150 GFG-N-20 20

GFG-24150 24x150 GFG-N-24 24

GFG-24160 24x160 GFG-N-24 24

GFG-24180 24x180 GFG-N-24 24

GFG-27180 27x180 GFG-N-27 27

GFG-27200 27x200 GFG-N-27 27

GFG-27220 27x220 GFG-N-27 27

GFG-30180 30x180 GFG-N-30 30

GFG-30200 30x200 GFG-N-30 30

GFG-30220 30x220 GFG-N-30 30

GFG-30240 30x240 GFG-N-30 30

Thermanit 30 / 10W - 5,0 x 450
Specifications:

5,0 x 450

4 boxes, 220 pcs.

Thermanit 30 / 10W - 4,0 x 350
Specifications:

4,0 x 350

4 boxes, 340 pcs.

Characteristics and field of use:
Stainless; wet corrosion up to 300ºC (575ºF). 
High resistance to hot cracking: good tough-
ness at high yield strength. 

For joining and surfacing applications with 
matching/similar steels/cast steel grades. 
For fabricating tough joints on unalloyed/low 
alloy structural steels of higher strength, on 
high manganese and CrNiMn steels, between 
dissimilar metals e.g. between stainless or 
heat resistant and unalloyed/low alloy steels/
cast steel grades.

Classifications> EN 1600 and AWS A 5.4 Other sizes available upon request. 
For further information: www.greenlinefishinggear.com
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BOLD-ON & WELD-ON SHOES FOR THYBORØN TRAWL DOORS

 
 
 
 
 
 

We supply the best Bolt-on and Weld-on shoes for Thyborøn trawl doors on the market:

Bolt-on shoes 
XUE 390

Bolt-on shoes 
XUE 595-2

Bolt-on shoes 
XUM 390

Bolt-on shoes 
XUM 595-2

Bolt-on shoes 
XUM 695-2

Bolt-on shoes 
XUM 735

- 154 - 



Greenline Fishing Gear a
s

Marsvej 6  •  9300 Sæby  •  Denmark  •  www.greenlinefishinggear.com  •  info@greenline.nu

- 154 - 

WEAR STEEL & DOOR SHOES
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FLOATS
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FLOATS WITH CENTER HOLES

Item no. Colour Dim. mm. / '' Buoyancy Max depth m. Working depth (4 
t.) m.

Weight gr.

08-0400-CO Orange 200 / 8 3320 550 400 875

08-0300-CR Red 200 / 8 3350 450 300 621

08-0950-CY
NEW! High impact strength Yellow, Red 200 / 8 2685 1400 950 1300

08-1050-CO Orange, Yellow,Red 200 / 8 2685 1500 1050 1300

08-1200-CY Yellow 200 / 8 2490 1650 1200 1500

08-1200-CO Orange 200 / 8 2490 1650 1200 1500

08-1400-CW White 200 / 8 2300 2000 1400 1720

08-2000-CW White 200 / 8 2110 2750 2000 1760

08-3200-CW White 200 / 8 1800 4400 3200 1956

9½-2000-CG Green, White 242 / 9½ 3900 2750 2000 2822

9½-1100-CY Yellow, Orange 242 / 9½ 4280 1550 1100 2433

11-0600-CO Orange 280 / 11 8610 850 600 2490

11-0850-CY
NEW! High impact strength Yellow, White 280 / 11 7580 1150 850 3210

11-0950-CY Yellow, Red, White 280 / 11 7580 1300 950 3210

11-1500-CW White 280 / 11 6950 2100 1500 3730

14-0800-CW White, Yellow 316 / 14 17280 1100 800 7860
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NET FLOATS

Item no. Clolour Dim. mm. / '' Buoyancy Max depth m. Working depth (4 
t.) m.

Weight gr.

09-1800-NG Green 230 / 9 4030 2500 1800 2200

10-2100-NG Green 254 / 10 5350 2900 2100 3460

10-3800-NG Green, White 254 / 10 5120 4500 3800 3750

14-0800-NM Red, White 21100 1100 800 6420

14-1500-NM Red, White 360 / 14 16900 2100 1500 8205

FLOATS WITH SIDE HOLES

Item no. Colour Dim. mm. / '' Buoyancy Max depth m. Working depth (4 
t.) m.

Weight gr.

05-0600-SO Orange 125 / 5 630 850 600 275

06-400-SO Orange 160 / 6 1575 550 400 390

08-0400-SO Orange 200 / 8 3480 550 400 840
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FLOATS WITH EARS

Item no. Colour Dim. mm. / '' Buoyancy Max depth m. Working depth (4 
t.) m.

Weight gr.

08-1700-LY Yellow 200 / 8 2720 2350 1700 1500

09-1800-LG Green 230 / 9 4000 2500 1800 2310

10-1800-LG Green 254 / 10 4925 2500 1800 3630

14-0800-LM Red, White 360 / 14 21050 1100 800 6690

14-0800-2LM Red, White 360 / 14 21050 1100 800 6690

14-0800-CLM Red, White 360 / 14 17280 1100 800 7860

14-1500-LG Green 360 / 14 16610 2100 1500 8500
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FLOAT LINES

Float line - 4000
Technical Specifications: 

Buoyancy per meter in kg 4,0 kg

Max. depth in meters. 500 m.

Dia. in mm. 100 mm.

Product number 20114000-F

The Floatline is braided rope with flexible “foam” floats. No external floats needed. The foam floats will not become tangled in the net - (as 
floats can).

We deliver a variety of Floatlines: 
“Standard” or according to specifications handed to us by our customer, in order for them to fit any given purpose.

For further information: www.greenlinefishinggear.com

Standard Floatline specifications:

Float line - 6000
Technical Specifications: 

Buoyancy per meter in kg 6,0 kg

Max. depth in meters. 400 m.

Dia. in mm. 100 mm.

Product number 20116000-F

Float line - 7000
Technical Specifications: 

Buoyancy per meter in kg 7,0 kg

Max. depth in meters. 100 m.

Dia. in mm. 130 mm.

Product number 20117000-F
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LARGE FOAM FLOATERS

Item no. Dimensions Weight kg/pcs       Bouancy

FF-100035085 1000 mm x 350 mm dia.      14 kg 85 kg

FF-1200420120    1200 mm x 420 mm dia.      18 kg 120 kg
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STEEL BOBBINS

 
 
 
 

These steel bobbins are made from highest grade of steel in Europe to max-
imize their working life. 

They are used by several trawlers in different sea beds all around the world.

Available in various sizes and designs.

Item no. Diameter in inch Center Plate in mm. Weight in kg

S3000 24'' 88 15 154

S3000-125 24'' 125 15 160

S3000-160 24'' 160 15 164

S3000-200 24'' 200 15 170

S3010 21'' 88 15 132

S3000-125 21'' 125 15 138

S3010-160 21'' 160 15 142

S3010-200 21'' 200 15 151

ZZ Zig-zag hard surface welds 5-6
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STEEL BOBBINS

 

NEW MODEL BUSHING

STANDARD

REINFORCED MODEL

Reference Dimensions Materials Approach weights

A C B

Inches mm. mm. mm. Plate mm. Bend mm. On Deck kg On water kg

ES10012 10 254 217 51 6 50x6 12 4

ES10012E 10 254 207 76 6 50x6 12 4

ES12019 12 305 247 76 6 60x8 19 6

ES12019E 12 305 244 90 6 60x8 19 8

ES12022 12 305 251 76 8 60x8 22 10

ES12022E 12 305 248 90 8 60x8 23 11

ES14031 14 357 294 76 8 80x10 31 11

ES14031E 14 357 290 90 8 80x10 33 12

ES14034 14 357 294 76 8 100x10 34 13

ES14038E 14 357 298 90 10 80x10 38 18

ES16039 16 406 350 76 8 80x10 39 7

ES16039E 16 406 347 90 8 80x10 40 9

ES16042 16 406 350 76 8 100x10 40 9

ES18062 18 457 364 90 10 100x10 62 19

ES18072E 18 547 368 90 12 80x10 70 25

ES18072EB 18 457 362 127 12 80x10 70 25

ES18072EA 18 457 358 140 12 80x10 72 27

ES18077 18 457 368 90 12 120x12 77 32

ES18077EB 18 457 362 127 12 120x12 78 32

ES18100SP 18 457 372 90 15 120x16 97 52

ES21084 21 533 438 90 10 100x10 84 13

ES21084EAE 21 533 410 127 10 100x10 86 13

ES21084EAL 21 533 406 156 10 100x10 88 15

ES21084EAM 21 533 400 203 10 100x10 91 18

ES21092 21 533 442 90 12 80x10 96 23

ES21092EB 21 533 414 127 12 80x10 97 24

ES21102 21 533 442 90 12 120x12 104 32

ES21102EB 21 533 414 127 12 120x12 106 36

ES21102ED 21 533 410 156 12 120x12 107 34

ES21117 21 533 442 90 12 150x16 117 45

ES21117ED 21 533 410 156 12 150x16 120 47

ES21117EF 21 533 404 203 12 150x16 125 52

ES21136 21 533 446 90 15 150x16 132 56

ES21136EB 21 533 416 127 15 150x16 128 63

ES21136ED 21 533 414 156 15 150x16 127 63

ES24106E 24 610 466 90 12 100x10 116 19

ES24106EB 24 610 448 127 12 100x10 117 20

ES24406ED 24 610 453 156 12 100x10 119 22

ES24116 24 610 466 90 12 120x12 123 27

ES24116EB 24 610 448 127 12 120x12 116 16

ES24130 24 610 466 90 12 150x16 137 40

ES24153 24 610 466 90 15 150x16 156 57

ES24153ED 24 610 457 156 15 150x16 162 64
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RUBBER BOBBINS HALF
– Molded rubber bobbins (half-moons) 

RUBBER BOBBINS
– Molded rubber bobbins with steel center

RUBBER SPACERS
– Molded rubber spacer

Item no. Size in inch. Hole dia. mm.. Weight kg. Weight kg. in water.

RBH-09-STC 9” 48 4,0 1,0

RBH-12-STC 12 ” 55 9,5 2,2

RBH-14-STC 14 ” 65 14,0 3,2

RBH-16-STC 16 ” 80 21,5 4,7

RBH-18-STC 18” 88 33,0 7,5

RBH-21-STC 21” 88 52,0 11,2

Item no. Size in inch. Hole dia. mm.. Weight kg. Weight kg. in water.

RB-05-26 5’’ 26 1,0 0,1

RB-08-45 8’’ 45 4,5 0,5

RB-10-75 10” 75 10,0 2,3

RB-12-75 12” 75 25,0 5,7

RB-14-75 14” 75 30,0 5,9

RB-18-90 18” 90 56,0 15,2

RB-21-90 21” 90 100,0 27,3

Item no. Size in mm. Hole dia. mm. Weight kg. Weight kg. in water.

MRS-240-180 240x180 90 10,00 2,35

MRS-200-200 200x200 90 8,00 1,70

MRS-200-150 200x150 90 5,50 1,30

MRS-200-100 200x100 90 2,00 0,30

MRS-200-50 200x50 90 1,80 0,40

MRS-180-170 180x170 75 4,00 0,90

MRS-120-60 120x60 30 8,00 1,70

MRS-120-40 120x40 20 0,48 0,049

MRS-90-40 90x40 20 0,28 0,028

MRS-60-20 60x20 12 0,06 0,005
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ROCKHOPPER DISCS
Rockhopper discs made of tires
Special sizes on request –
Tire discs made of tires
Special sizes on request

Continues on the next page...

Item no. Outside dia. inch Center hole dia. mm. (A) Side hole dia. mm. (B) Side holes (B) Approx. weight kg/disc

DISC 062000 6 20 00 0 1

DISC 062500 6 25 00 0 1

DISC 06252525 6 25 25 2 1

DISC 063000 6 30 00 0 1

DISC 06302222 6 30 22 2 1

DISC 06303030 6 30 30 2 1

DISC 068000 6 80 00 0 1

DISC 082200 8 22 00 0 2

DISC 08252525 8 25 25 2 2

DISC 083000 8 30 00 0 2

DISC 083030 8 30 30 1 2

DISC 08303030 8 30 30 2 2

DISC 100000 10 00 00 0 3

DISC 10252525 10 25 25 2 3

DISC 10504040 10 50 40 2 3

DISC 105500 10 55 00 0 3

DISC 107700 10 77 00 0 3

DISC 120000 12 00 00 0 4

DISC 12254040 12 25 40 2 4

DISC 122550 12 25 50 1 4

DISC 123030 12 30 30 1 4

DISC 126050 12 60 50 1 4

DISC 126550 12 65 50 1 4

DISC 127500 12 75 00 0 4

DISC 127700 12 77 00 0 4

DISC 140000 14 00 00 0 6

DISC 142550 14 25 50 1 6

DISC 143050 14 30 50 1 6

DISC 14505050 14 50 50 2 6

DISC 146550 14 65 50 1 6

DISC 14755050 14 75 50 2 6

DISC 147700 14 77 00 0 6

DISC 147777 14 77 77 1 6

DISC 160000 16 00 00 0 9

DISC 162550 16 25 50 1 9

DISC 163050 16 30 50 1 9

DISC 16505050 16 50 50 2 9

DISC 166550 16 65 50 1 9

DISC 16655050 16 65 50 2 9

DISC 166565 16 65 65 1 9
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ROCKHOPPER DISCS
Rockhopper discs made of tires
Special sizes on request –
Tire discs made of tires
Special sizes on request

... Continued from previous page

Item no. Outside dia. inch Center hole dia. mm. (A) Side hole dia. mm. (B) Side holes (B) Approx. weight kg/disc

DISC 167777 16 77 77 1 9

DISC 16907777 16 90 77 2 9

DISC 188888 18 00 00 0 12

DISC 187777 18 77 77 1 12

DISC 18777777 18 77 77 2 12

DISC 189077 18 90 77 1 12

DISC 18907777 18 90 77 2 12

DISC 18909090 18 90 90 2 12

DISC 21777777 21 77 77 2 23

DISC 21907777 21 90 77 2 3

DISC 21909090 21 90 90 2 23

DISC 24777777 24 77 77 2 35

DISC 24907777 24 90 77 2 35

DISC 24909090 24 90 90 2 35

DISC 28909090 28 90 90 2 49
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CONVEYOR DISCS

Rubber discs made of conveyor belt, 
special sizes on request.

Item no. Outsize dia. mm. (A) Hole dia. mm. (B)

I3512 35 12

I4016 40 16

I4522 45 22

I5018 50 18

I5020 50 20

I5022 50 22

I6022 60 22

I6025 60 25

I7525 75 25

I7530 75 30

I8028 80 28

I8040 80 40

I10025 100 25

I10030 100 30

I10035 100 35

I10050 100 50

I12060 120 60

I15022 150 22

I15075 150 75

I15080 150 80

I15085 150 85

I20022 200 22

I20030 200 30
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D-DISCS
The D-disc will elevate your fishing-line to 
ensure bottom debris, starfish, hand stones 
etc. will pass under instead of into the trawl. 

The D-disc will reduce the amount of silt, 
sand, and mud in the catch. 

Item no. Height mm. Width mm. Center hole dia. mm. (A) Weight air

D-10-76 10’’ 6’’ 76'' 17

D-12-76 12’’ 6’’ 76'' 25

D-14-76 14’’ 6’’ 76'' 34

D-16-76
D-16-88

16’’
16’’

6’’
6’’

76''
88''

45
45
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CHAIN TOGGLE

Dia. mm. Weight

Item no. No. of links a b c d kg.

GT-10004 4 318 100 38 45 1,866

GT-10006 6 386 100 38 45 2,012

GT-1008 8 454 100 38 45 2,158

Dia. mm. Weight

Item no. No. of links a b c d kg.

GT-12504 4 334 125 45 72 3,670

GT-12506 6 406 125 45 72 4,010

GT-12508 8 478 125 45 72 4,350

Dia. mm. Weight

Item no. No. of links a b c d kg.

GT-15004 4 365 150 55 75 5,815

GT-15006 6 437 150 55 75 6,155

GT-15008 8 509 150 55 75 6,495
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DONUT

Item no. A 
mm.

B 
mm.

C
mm.

Weight / 100
kg

For chain size

G-8X100X40 40 100 8 40.0 10

G-8X100X50 50 100 8 37.0 13

G-8X120X40 40 120 8 60.0 10

G-8X120X50 50 120 8 55.0 13

G-8X150X40 40 150 8 120.0 10

G-8X150X50 50 150 8 110.0 13

G-8X150X60 60 150 8 100.0 16

G-10X120X25 25,5 120 10 78.0 0

G-10X120X30 30.5 120 10 75.0 0

G-10X120X50 50 120 10 70.0 13

G-10X120X60 60 120 10 65.0 16

G-10X150X40 40 150 10 150.0 10

G-10X150X50 50 150 10 140.0 13

G-10X150X60 60 150 10 130.0 16

G-10X150X75 75 450 10 102.0 19

G-10X200X75 75 200 10 233.0 19

G-12X150X70 70 150 12 135.0 19

G-12X200X75 75 200 12 340.0 19

G-14X150X75 75 1500 14 140.0 19

G-14X200X75 75 200 14 327.0 19

G-20X200X75 75 200 20 560.0 19

G-25X200X75 75 200 25 700.0 19

C
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TWISTED RING
- Galvanised

Item no. A  mm. B  mm. C  mm. D mm. E  mm.

GT-10004                          16 12 35 90 165

TWISTED RING
- Stainless steel AISI316

A

E

B

D

C

A

E

B

D

C

Item no. A mm. B mm. C mm. D mm. E mm.

1469-0001-A4                             12 12 30 74 141

1469-0002-A4 16 12 35 90 165
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STOPWASHER FOR CHAIN

Item no. Description A dia. 
mm.

B dia.
mm.

B dia.
mm

Material thickness
mm.

G-2001516-EU Stopwasher for 16 mm. chain 26 70 200 15

G-2001519-EU Stopwasher for 19 mm. chain 29 81 200 15

G-2001522-EU Stopwasher for 22 mm. chain 32 87 200 15

G-2001526-EU Stopwasher for 26 mm. chain 36 97 200 15

                                                                                             A 

 

 

 

 

 

 

 

 

 

 

                                                                                                                                                                                          B 
 

 

 

 

 

 

 

 

 

 

                                                                                              C 
                                                                                        

 

  

Item no. Description A dia. 
mm.

B dia.
mm.

C dia.
mm

Weight / kg.

G-1251010 Stopwasher for 10 mm. chain 125 10 10 0,920

G-1251012 Stopwasher for 13 mm. chain 125 13 10 0,900

G-1451216 Stopwasher for 16 mm. chain 145 16 12 1,360

G-145-1220 Stopwasher for 19 mm. chain 145 19 12 1,300

G-1451222 Stopwasher for 22 mm. chain 145 22 12 1,300

CHAIN STOPPER
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DELTA PLATES
- Hardox plates

STAINLESS STEEL TRIANGLE

B

A

C

Item no. Description Material thickness A dia. mm. B dia. mm. C dia. mm. Hole dia. mm.

DELTAPLATE-25 Deltaplate 25 320 300 25 40

DELTAPLATE-30 Deltaplate 30 320 300 25 40

Item no. Description Material thickness mm. Length x3 mm. Hole dia. mm.

4450-3725 Stainless triangle 25 225 Ø46

– Stainless Steel AISI316
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HARDOX PLATE FOR ROCKHOPPER GEAR

Item no. Material thickness mm. A mm. B mm. C mm Weight per pcs. / kg.

G-187720-HW 20 45 457 77 48,8

G-219020-HW 20 45 533 90 56,9

G-249020-HW 20 45 610 90 65,0

G-289020-HW 20 45 712 90 75,8

G-319020-HW 20 45 788 90 84,0

STEEL PLATE FOR TIRE GEAR

Item no. Material thickness mm. Dia mm. Weight per pcs.. / kg

SS-1510001000 15 1000 47
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BRAIDED POLYETHYLENE

Diameter mm Runnage m/kg Breaking Strength Kgf

1,8 615 60

2,5 405 100

3,0 274 120

3,5 232 160

4,0 190 185

4,5 168 200

5,0 125 280

5,5 85 350

6,0 75 380

8,0 37 650

TWISTED POLYETHYLENE

Polyethylene Braided Netting has been traditionally used in the past as the top material  
in the trawl industry. Some of the advantages of this material are:

It floats 

Lower operating costs 

Very good abrasion properties Efficient fishing 

Clean fishing on request.

Ref.a Diameter mm Runnage m/kg Breaking Strength Kgf

10/9 1,1 1950 20

10/12 1,3 1350 28

10/15 1,4 1150 32

10/18 1,5 980 38

10/21 1,7 840 45

10/24 1,8 720 53

10/27 1,9 625 58

10/30 2,0 540 64

10/36 2,2 450 78

10/39 2,3 400 88

10/45 2,5 350 100

10/60 3,0 290 120

15/60 3,5 140 215

We produce Polyethylene Twisted Netting in the following twine references:
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EUROLINE®

Diameter mm. Runnage m/kg Breaking Strength Kgf

1,8 615 74

2,2 385 100

2,5 330 115

3,0 250 162

4,0 150 246

5,0 96 350

6,0 62 595

8,0 36 980

10,0 28 1240

Euroline® Netting is produced out of high tenacity polyethylene twines, which have around 30%  
more strength than normal twines. The advantages of using Euroline® Netting are: 

Better strength

Better wearing (abrasion properties)

Less drag (smaller size twines can be used)

Less sand penetration (less shrinkage)

Euroline® Single Mesh Cod End (8 and 10 mm) is constructed from a high tenacity polyethylene twine and stabilized to reduce the size of the 
knots and minimize abrasion. The main features of this product are: 

Easy to repair and handle

For single layer Cod Ends, helps reducing by-catch

Lower operational costs

Less fuel consumption
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Diameter mm Runnage m/kg Breaking Strength Kgf

1,3 830 62

2,0 370 130

2,5 290 145

3,0 250 192

3,5 200 243

4,5 115 417

5,5 81 567

6,0 62 734

8,0 36 1117

Single mesh instead of double can now be used in larger cod ends

Smaller twine can be used in existing trawls so greater towing speed can be achieved.

Lower fuel consumption.

Much more economical than knotless netting material and only slightly higher than standard Euroline® netting.

Clean fishing, easy handling, and good knot stability.

Good abrasive resistance and stable elongation.

EUROLINE PREMIUM

Euroline Premium® Netting has the following advantages:

Smaller diameter twines with the same breaking strength can be used

Bottom Trawl Applications

This is a significant aspect where there is a big advantage in using Euroline Premium® Netting:

Good Elongation

Good shock absorption

Good stretch recovery

High strength, high abrasion resistance

Mid Water Trawl Applications

Euroline Premium® Netting is made with filaments that are stronger than nylon fibres.  
Euroline Premium® Netting provides characteristics very suitable for mid water trawl applications: 

Euroline Premium® is a polyethylene netting which, in addition to its strength and abrasion resistance, offers a clean 
fishing like all the polyethylene materials. 
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EUROLINE PREMIUM PLUS®

Diameter mm. Breaking strength kN Weight g/m

10 13,3 68

12 32,5 96

13 36,2 107

14 40,0 133

16 51,9 160

18 64,3 05

20 79,2, 249

22 94,0 301

24 112,0 358

Euroline Premium Plus® is the latest step forward in the new generation of netting materials available from Euronete. 
Euroline Premium Plus® Netting will provide the desired characteristics for trawls:  

Smaller diameter twines can be used for the same strength

Good stretch recovery without major deformation

High abrasion resistance

Clean fishing (example: jellyfish will not adhere to the netting)

Economical, it compared to Dyneema® and Spectra

The Codline Net Twines are supplied on plastic reels of 220 m.
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Smaller diameter twines can be used for the same strength

Good stretch recovery without major deformation

High abrasion resistance

Clean fishing (example: jellyfish will not adhere to the netting)

Economical, it compared to Dyneema® and Spectra
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Diameter mm Runnage m/kg Breaking Strength Kgf

1,0 1020 105

1,5 650 270

2,0 320 450

3,0 150 780

4,0 105 1180

5,0 75 1510

6,0 60 1960

LANKOFORCE® NETTING

Lankoforce® netting is made from DSM Dyneema® fibre {Ultra High Molecular weight polyethylene). 

This netting is five times stronger than normal polyethylene and tour than polyamide. 
It has a very low elongation of around 5% and a very good ratio diameter versus strength. 

Lankoforce® netting is impregnated with a special yellow solution to improve the performance and longevity of the netting. 
It can be supplied in double or single knot on sizes 1,0mm and 1,5mm and in single knot from 2,0mm and above. 

EUROCROSS® KNOTLESS NETTING (HTPE)

Twine size PLY Diameter mm. Breaking Strength Kgf

300 6,0 450

400 7,0 602

500 7,5 752

600 8,5 902

725 9,5 1053

800 10,0 1203

1000 11,0 1353

1200 12,0 1650

EUROCROSS® is a special netting produced from HTPE (High Tenacity Polyethylene) and is composed of high strength 4 
strands (each one passing through the other, generating a braided effect). This highly sophisticated method of producing 
EUROCROSS® knotless netting offers the following advantages:

Superior strength

Weight and bulk reduction

Consistent mesh size

Exceptional wearing properties

No damage to the catch

Excellent for square applications
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CODLINES

Diameter mm. Runnage m/kg Breaking Strength Kgf

1,0 950 61

1,3 740 80

1,8 520 94

2,2 400 140

2,5 310 174

3,0 230 240

4,0 145 400

4,5 120 481

5,0 96 558

5,5 76 635

CODLINE is a 16 strand Nylon product. 
Some advantages of this product include:  

Excellent water repellent

No shrinking or swelling of the twine

A firm and fixed diameter during use

Easy to handle

To cover your needs 

On this line of Euroline Premium Plus® netting, we decided to go only on the twine sizes from 1,0mm up to 5,5mm. This because we consider 
that, on the heavy sizes like the 6,0mm and 8,0mm, the present line of the Euroline Premium® netting is sufficiently strong for the needs.
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Excellent water repellent

No shrinking or swelling of the twine

A firm and fixed diameter during use

Easy to handle
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BRAIDED PREMIUM TWINE ON SPOOLS

       Gravity:	 0,96

       Material:	 Polyethylene

      Color:		  Yellow with green tracer

      Construction:	 Braided    

Item no. MM Runnage m/kg Spool size Breaking Strength Kgf

Ent 1.3 Twist 1,3 830 2 kg 62

Ent 2.0 Twist 2,0 370 2 kg 130

Ent 2.5 Twist 2,5 290 2 kg 145

Ent 3.0 Twist 3,0 250 2 kg 192

Ent 3.5 Twist 3,5 200 2 kg 243

Ent 4.5 Twist 4,5 115 2 kg 417

Ent 5.5 Twist 5,5 81 2 kg 567

Ent 6.0 Twist 6,0 62 2 kg 734

Ent 8.0 Twist 8,0 36 2 kg 1117

BRAIDED NYLON ON SPOOLS

       Gravity:	 1,14

       Material:	 Nylon

      Color:		  White

Item no. MM Runnage m/kg Spool size Breaking Strength Kgf

232001 1,3 600 1 kg -

232002 2 290 2 kg 140

232003 3 190 2 kg 190

232004 4 140 2 kg 388

232005 5 110 2 kg 500

232006 6 78 2 kg 810

231008 8 60 2 kg 835

232010 10 50 2 kg 880

232012 12 36 2 kg 990
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PE TWINE
- Standard braided P.E.

Item no. Diameter mm Color Weight/1kg

PE-02T 2 Orange & Green 400

PE-2,5T 2,5 Orange & Green 360

PE-03T 3 Orange & Green 260

PE-04T 4 Orange & Green 190

PE-05T 5 Orange & Green 110

PE-06T 6 Orange & Green 80

PE-08T 8 Orange & Green 60

PREMIUM TWINE

Item no. Diameter mm Color Weight/1kg

PR-02T 2 Yellow / Green 400

PR-2,5T 2,5 Yellow / Green 360

PR-03T 3 Yellow / Green 260

PR-04T 4 Yellow / Green 190

PR-05T 5 Yellow / Green 110

PR-06T 6 Yellow / Green 80

PR-08T 8 Yellow / Green 60

- Premium twist
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SELECTIVITY
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EXCLUDERS

 A Wide-Body Halibut excluder with 7” grid there 
are in for inspection, and tune up at our facility in 
Seattle, USA.

A full bag of Pacific Ocean Perch laying behind 
the Excluder, with little to no fish gilled up.

Models and flume-tank tests are a large part of our preparation before full size 
selectivity panels are taken the reel test at sea. 

Excluders can be constructed with active/inacti-
ve ramp, as well as other tailored made details to 
match the customers fishery. 
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GREENLINE WIDE BODY EXCLUDER

Bycatch-Discard reduction
The Wide Body Excluder is located, where the best waterflow exist.

•  All materials are soft
•  No handling issues on deck
•  Sorting area +100 m2

•  Custom made to fit your trawl
•  Successfully used on many vessels
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OVERVIEW OF EXCLUDERS

•  All materials are soft
•  No handling issues on deck
•  Sorting area 100-200 m2

•  Custom made to fit trawl, vessel and your fishery
•  Successfully used on many vessels

Fishery Grid size To be sorted out

Yellowfin/ Rock Sole 6 or 7” Halibut, Crab, Skates

Yellowfin/ Rock Sole Rectangular  Cod

Arrowtooth Flounders 7” Halibut, Skates

Pollock 5” Halibut, flatfish, Crab

Atka Mackerel 4” Halibut, Cod

Norwegian Poud, Sperling Herring, Mackerel, Whiting

Sandneedle-Tobis Herring, Mackerel

Herring Atlantic Saite

Hake 51” RockFish - Salmon
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SPARES FOR EXCLUDERS

Item no. Description

STD 310
Can all be with zipper (Z) and or  
bungee core (B)

Standard Excluder for flatfish 6’’-7’’

STD 310
Can all be with zipper (Z) and or  
bungee core (B)

Mackerel Excluder

STD 310
Can all be with zipper (Z) and or  
bungee core (B)

Cod out of flats standard

0.1500 Cod out of flats WB

Individual circumstances Wide-body

STD 340 Norwegian Poud-Sperling

Belt 340 Norwegian Poud-Sperling

STD 340 Tobis-Needlefish

Belt 340 Tobis-Needlefish

KITE-FUNNELS

Belt kite at test in the flume tank.

Item no. Description

101101 Standard Excluder for flatfish 6’’ grid

777 Standard Excluder for flatfish 7’’ grid

699 Standard tapered Excluder for flatfish 6’’ grid

777 Standard tapered Excluder for flatfish 7’’ grid

7085 Double parachute

101102 Parachute for Mackerel Excluder

201122015 Water scoos

PARACHUTES
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EXCLUDERS

Excluder for Norwegian Poud-Sperling. Bycatch of Herring, whiting 
and mackerel are almost zero with this.

A cod who are too large to go thru the grid and will therefor get excluded at some point.
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FISHING GEAR 
TRAWL 
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BALLON TRAWL

Test 1 2 3 4 5

Towing Speed knots 3,5 3,5 3,5 3,5 3,5

Distance between doors Fth 57,8 49,2 49,2 49,2 49,8

Spread Headline Fth 16,7 15,6 15,6 15,1 15,2

Footrope Fth 12,2 10,9 15,6 10,9 11,4

Height Wingend Fth 3,3 3,7 4,0 5,3 5,2

Centre Fth 3,55 3,88 4,37 6,19 6,15

Tension per side tons 8,84 8,46 8,75 9,46 9,71

- 600 Mesh Balloon Trawl

Sweepline:	 15 m.
Bridles:		  75 m.
Bouyancy:	 200 pcs. 8''
Gear:		  Rockhopper

Test Notes Test Notes

1 Original rig door spread using 28 ftm singles 75 ftm

2 Less doorspread 63 ftm m. at sea

3 Upper bridle + 3 feet spread at sea ftm m.

4 Added bouyancy, total = 300 9,5 inch floats spread at ses ft

5 64 ftm door spread at sea

3 feet added to lower bridle otherwise as test 4
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BALLON TRAWL

Vessel

Date

Design

Job
Greenline

Greenline Fishing Gear A/S      Marsvej 6,  9300 Saeby Denmark           +45 40763604    kh@greenline.nu

Notes: Calvert

22-1-2020

925 # Balloon trawl

A high opening trawl used for redfish on tough bottom. Going well with a large rockhopper footrope. A very rugged construc-
tion allows this trawl to be used on very  demanding grounds.

Features:

Easy trawl to handle.

Three-Bridle design for increased height.

Heavy riblines of pre-stretched PP/PE or HMPE to support large catches.

Short lower wings for low maintenance

Constructed with compacted polyethylene web.
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BALLON TRAWL

Simulation to verify opening, resistance, and bottom contact at various speed.
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BERING SEA 400

Test 1

Towing Speed knots 3,2

Distance between doors Fth 31,7

Spread Headline Fth 9,4

Footrope Fth

Height Wingend Fth 2,0

Centre Fth 2,75

Tension per side tons 4,80

- TORMO Trawl

Sweepline:	 27 m.
Bridles:		  30 m.
Bouyancy:	 100 pcs. 8''
		  20x8'' on each upper ribline
Gear:		  1321 inch rockhopper

Test Notes Test Notes

1 Original rig
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BERING SEA 400

3 bridle design for increased bottom contact, on smooth or semi-smooth bottom. Designed for sole and cod.  
Can be with integrated selectivity panel, to reduce unwanted bycatch. Constructed with all straight panels, baited  
5/4 together for very easy maintenance on same principle as pelagic high flow trawls. Really great waterflow.

Features:

Great waterflow.

Three-bridle design combined with continuous hang-mashes for good bottom contact.

Heavy riblines of pre-stretched PP/PE or HMPE to support large catches.

Short lower wings for low maintenance

Constructed with compacted polyethylene web.
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AK 566 
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AK 566

2 panel bottom trawl with lower opening designed for sole cod or other demersal fish. Good bottom contact, for smooth or 
semi -smooth bottom. Easy maintenance due to guard-mesh along headrope, fishing line and along gores.

Features:

Wide lower opening, with short overhang.

Heavy riblines of pre-stretched PP/PE or HMPE to support large catches.

Short lower wings for low maintenance.

Constructed with Compacted polyethylene web.
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BARENT SEA FLATFISH TRAWL
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BARENT SEA FLATFISH TRAWL

2 panel bottom trawl designed for sole cod or other demersal fish. Good bottom contact, on smooth or semi -smooth bottom. 

Features:

Wide lower opening.

Strong construction due to 4 seems

Short lower wings for low maintenance.

Constructed with Compacted polyethylene web.
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SHRIMP TRAWL BARENT SEA

-214

- EGERNSUND Trawl

Sweepline:	 3000 msk, 75 m
Bridles:		  30 m.
Bouyancy:	 8''
Gear:		  Rockhopper

Test 1

Towing Speed knots 2,5

Distance between doors m. 75,4

Spread Headline m. 47,3

Footrope m. 49,3

Height Wingend m. 5,8

Centre m. 10,0

Tension per side tons 11,3

Test Notes Test Notes

1 Original rig, 30,3 fishing line
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SHRIMP TRAWL BARENT SEA
                        Shrimp Trawl Barent Sea 

 
 

 
3 panel bottom trawl with lower opening designed shrimp in the Barent Sea. Good bottom contact, 
on smooth or semi -smooth bottom.  
Features: 
• Wide lower opening, with short overhang. 
• Heavy riblines of pre-streched PP/PE or HMPE to support large catches. 
• Short lower wings for low maintenance. 
• Constructed with Compacted polyethylene web. 

3 panel bottom trawl with lower opening designed shrimp in the Barent Sea. Good bottom contact, on smooth or semi -smoo-
th bottom. 

Features:

Wide lower opening, with short overhang.

Heavy riblines of pre-stretched PP/PE or HMPE to support large catches.

Short lower wings for low maintenance.

Constructed with Compacted polyethylene web.
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760 M. HEX TRAWL
- Morocco

Trawler speed: 4,5 knots

Otter board opening:  105,0 m.

Horizontal opening (from sidepanel to sidepanel) 78,8 m.

Vertical opening (from headline to fishing line) 35,5 m.

Warp tension: 21,1 tons (total)

Wire length: 200 m.

Trawl doors: Type 15 7 m²

Sweeper length: 40m.

Setback: 2 m.

Weights: 1000 kg (each side)

Bouyancy: 350 kg

Danline on headline end side lines.

Trawler speed: 4,5 knots

Otter board opening:  105,0 m.

Horizontal opening (from sidepanel to sidepanel) 78,8 m.

Vertical opening (from headline to fishing line) 35,5 m.

Warp tension: 21,1 tons (total)

Wire length: 200 m.

Trawl doors: Type 15 7 m²

Sweeper length: 40m.

Setback: 2 m.

Weights: 1000 kg (each side)

Bouyancy: 350 kg

Danline on headline end side lines.
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760 M. HEX TRAWL
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EGERNSUND 672 M. REDFISH

Trawler speed: 3,5 knots

Otter board opening: 142,9 m.

Horizontal opening (from sidepanel to sidepanel) 82,7 m.

Vertical opening (from headline to fishing line) 21,7 m.

Warp tension: 7,3 ton (each side)

Wire length: 150 m.

Trawl doors: 12 m²

Sweeper length: 60 m.

Setback: 5 m.

Weights: 500 kg each side

Bouyancy: 25 pcs. 11 '' floats

Trawler speed: 3,5 knots

Otter board opening: 142,9 m.

Horizontal opening (from sidepanel to sidepanel) 82,7 m.

Vertical opening (from headline to fishing line) 21,7 m.

Warp tension: 7,3 ton (each side)

Wire length: 150 m.

Trawl doors: 12 m²

Sweeper length: 60 m.

Setback: 5 m.

Weights: 500 kg each side

Bouyancy: 25 pcs. 11 '' floats
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EGERNSUND 672 M. REDFISH

                                                                Egersund 672 Redfish trawl 

 

A large mesh (24m FM) wide body trawl……. 

Features: 

• Extremely effective on or near bottom 

• Constructed using Dyneema, HMPE and high grade nylon and polyethylene netting, which   
allows for greater durability and strength. 

•  

• Color coated panels for easy handling, hauling, setting and under repair. 

A large mesh (24m FM) wide body trawl. 

Features:

Extremely effective on or near bottom

Constructed using Dyneema, HMPE and high grade nylon and polyethylene netting, which   allows for greater durability 

and strength.

Color coated panels for easy handling, hauling, setting and under repair.
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EGERNSUND 1584 M. 
- EGERNSUND Trawl

Sweepline:	 120 m.
Bridles:		
Set back	 :	 12 m.
Clump:		  2500 kg
Weights Other: 	 500kg

Test 1 2 3 4 5

Towing Speed knots 5,0 6,0 5,6 5,6 5,6 8

Distance between doors m. 212,0

Spread Headline m.

Footrope m.

Side lines m. 126,4 132,7 130,2 127,7 125,9

Height Wingend m. 73,4

Centre m. 86,0 75,5 89,1 96,8 96,1

Tension per side tons 17,5 23,3 21,4 21,7 38

Test Notes Test Notes

1 Original rig

2 As test 1

3 Rigged with 1200 kg bouyancy on wing ends
Head 6 m. below surface

4 Rigged with 2400 kg bouyancy

5 Rigged with 8 m. set back otherwise as 4
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EGERNSUND 1584 M
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BELLY FOR EGERNSUND 1584 M. 
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